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Abstract 

A transistor is an electrical circuit element which acts as a switch, can tune the current in 

an electrical circuit, and can amplify input signals. Fast switching with low-operating 

voltage and high amplification are desired characteristics for transistors but are not readily 

achieved by printed electronics. Electrolyte-gated transistors (EGTs) are a specific class of 

transistors with an electrolyte as the gate dielectric. Using electrolyte as the gate dielectric 

enables low-operating voltage, high amplification (gain), and relaxed fabrication 

requirements. Electrolytes have a huge capacitance which is thickness independent thanks 

to the formation of electrical double layers 

(EDL) at the interfaces of the electrolyte with 

the electrodes. Ion gel is a type of electrolyte 

consisting of an ionic liquid and a triblock 

copolymer. The polymer is responsible for 

providing the mechanical integrity, whereas 

the ionic liquid is responsible for the gating mechanism with great electrical, physical, 

chemical, and electrochemical properties. Ion gels pave the way for miniaturizing EGTs 

and their use in printed electronics. Despite all the promising properties of printed EGTs 

including low-operating voltage, ease of printing, flexibility, and low-toxicity, fast EGTs 

have not yet been demonstrated. Similarly, higher EGT gain is also required to improve 

the sensitivity and computational power of devices. In this thesis, the EGT working 

principles have been investigated, as well as the effects of EGT architectures, materials, 

components, printing resolution, and precision on the EGT operating speed and gain. New 

architectures have been designed to produce fast and high-performance EGTs. 
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Modification of EGT architectures and components enabled us to achieve 5 MHz operation 

with an order of magnitude increase in gain and amplification. In order to fabricate different 

architectures, a variety of techniques including inkjet, aerosol-jet, and screen printing have 

been employed. Screen-printed, UV-cured ion gels with a line width resolution of 10 µm 

have been demonstrated. In conclusion, in this thesis, the performance of printed ion gel-

based electrolyte-gated transistors has been investigated and improved by relating the 

device dynamic and static characteristics to its material components and architecture. 
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Chapter 1 Introduction 

1.1 Motivation of Thesis  

EGTs with ion gels as the dielectrics have been demonstrated for many great potential 

applications including printed electronics and floating-gate transistors due to their superior 

properties-i.e. high reproducibility, ease of printing, robustness, electrochemical and 

physical stability, low-power consumption, high transconductance, high sensitivity, and 

miniaturizability.1–8 These great quasi-static qualities make EGTs very promising for 

sensing applications where the time scale is on the order of seconds.9 

Despite all the great potential applications for EGTs in fields including printed electronics 

and biosensing, their response time or switching frequency has been a challenge and 

limited their utilization for the last 15 years.2,10,11 Speed is important for applications such 

as displays or computation centers. A small foldable liquid crystal display (LCD) requires 

a transistor switching speed of ~100 kHz whereas most EGTs hardly achieve a dynamic 

performance of hundreds of Hz.12 

The goal of this thesis is to investigate the dynamic and static performance of EGTs. First, 

the parameters that affect the dynamic performance are explored to determine the limiting 

factor for switching speed. Then, strategies are developed to resolve the dynamic problem 

while improving the quasi-static performance as well. In the end of this thesis, EGTs with 

the best reported static and dynamic performance are presented. 

1.2 Overview of Thesis 

Chapter 2 introduces the basic aspects of field-effect transistors (FETs) and printed 

electronics. The physics of field-effect transistors and their components are included. 
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Special focus is on the pros and cons of printed electronics in comparison to Si technology. 

Printed electronics are believed to be a good candidate for flexible, large-area, low-cost 

applications. Different printing techniques are introduced for fabricating electronics and 

the challenges forced by printed electronics are discussed. 

Chapter 3 introduces the basic aspects of electrolyte gating. This chapter discusses working 

principles of electrolyte gating, electrolyte materials, ion gel, applications of electrolyte-

gated transistors and their requirements, and challenges for electrolyte-gated transistors. 

Chapter 4 summarizes the experimental methods used in this thesis, aerosol-jet printing, 

inkjet printing, atomic layer deposition, micro fabrication, and different electrical 

characterization techniques. 

Chapter 5 summarizes work done to better understand the dynamic performance of 

electrolyte-gated transistor by studying poly(3-hexylthiophene) electrolyte-gated 

transistors as the well-established electrolyte-gated platform. Resistor loaded inverter 

circuits were investigated with square-wave input. Channel length is shown to not be the 

limiting factor for the electrolyte-gated transistor performance. Further studies showed that 

ion gel overlap with the source/drain electrodes, “parasitic capacitance” causes voltage 

overshoots which ruin the dynamic performance. This work has been published as F. Zare 

Bidoky and C. D. Frisbie, “Parasitic Capacitance Effect on Dynamic Performance of 

Aerosol-Jet-Printed Sub 2 V Poly(3-Hexylthiophene) Electrolyte-Gated Transistors.” ACS 

Appl. Mater. Interfaces 2016, 8 (40), 27012–27017. 

Chapter 6 summarizes work done to further study parasitic capacitance effects on printed 

poly(3-hexylthiophene) electrolyte gated transistors. A combination of different printing 
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and coating systems were employed to cover the top surfaces of source/drain electrodes 

with an ion-impermeable polymer to minimized parasitic capacitance. Three orders of 

magnitude gain in the dynamic performance of resistor-loaded inverters is reported.  This 

work has been published as F. Zare Bidoky, W. J. Hyun, D. Song, C. D. Frisbie, “Printed, 

1 V Electrolyte-Gated Transistors Based on Poly(3-Hexylthiophene) Operating at >10 kHz 

on Plastic.” Appl. Phys. Lett. 2018, 113 (5), 53301. 

Chapter 7 summarizes work done to fabricate and characterize all photo-patterned ZnO 

electrolyte-gated transistors. This chapter includes an extensive fabrication process to 

produce the most precise electrolyte-gated transistors with improved semiconductor 

quality and thus device performance. The semiconductor mobility as the major metric of 

semiconductor quality is improved 10 times in comparison to polymeric semiconductors 

which yields in 5 times better sensitivity in the final device. Further studies on dynamic 

performance of photo-patterned ion gel-base transistors show slight improvement to 

previously reported non-crosslinked ion gel devices. The photo-patterned ion gel 

resistance, “parasitic series resistance”, measured through impedance analysis, is shown 

to be responsible for limiting the dynamic performance. This work has been published as 

F. Zare Bidoky, B. Tang, R. Ma, K. S. Jochem, W. J. Hyun, D. Song, S. J. Koester, T. P. 

Lodge, and C. D. Frisbie, “Sub-3 V ZnO Electrolyte-Gated Transistors and Circuits with 

Screen-Printed and Photo-Crosslinked Ion Gel Gate Dielectrics: New Routes to Improved 

Performance”, Adv. Funct. Mater. Just Accepted. 

Chapter 8 summarizes some of the ongoing research and proposes potential directions for 

future research based on the above findings. It summarizes work done to explore the speed 

limit of ZnO electrolyte-gated transistors by minimizing all the parasitic effects. The 
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semiconductor and device architecture are borrowed from Chapter 7 where the parasitic 

capacitance is minimized, and the ion gel and gate deposition are from Chapters 6 and 5 

where the ion gel has maximum ionic conductivity. The final devices have shown stage-

switching speeds of 8 MHz in the 5-stage ring oscillator platform which is close to the 

theoretical limits of the ion gel gating speed. This work is under preparation for publication 

as F. Zare Bidoky and C. D. Frisbie, “10 MHz class printed ion gel-base thin film 

transistors”. Finally, future avenues for further studies on electrolyte-gating mechanisms 

and improved printed electrolyte-gated transistors are described. 
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Chapter 2 Printed Electronics as a Complementary 

Fabrication Method to Traditional Si Technology 

Printed electronics is a growing industry with many applications evolving including 

large-area displays, foldable LCDs, flexible and wearable electronics, and fabrication of 

electronics on the curved surfaces.12–14 In order to develop these attractive applications, the 

building blocks of electronic circuitries must be printed. Transistors are one of the main 

components of each electronic devices. 

2.1 Transistors 

 Transistors are electric switches which act like gate valves in a pipe line or an 

amplifier, Figure 2.1.15 Transistors have 3 terminals called source, drain, and gate, Figure 

2.1.a. The current between source and drain is controlled by the gate voltage, Figure 2.1.b-

d. Field effect transistors consist of 3 main materials, namely conductor, semiconductor, 

and insulator, Figure 2.1.e. The terminals are conductive. The source and drain are 

connected by a semiconductor channel. The gate is insulated from them by the insulator 

dielectric. Field effect transistors use the electric field applied by a gate potential, VG, over 

the dielectric to control the amount of charge floating between the source and drain, IsD, 

passing through the semiconductor. When the semiconductor is conductive, Figure 2.1.b, 

the transistor is acting as open valve, Figure 2.1.c, which is called the ON state, Figure 

2.1.d. 

2.1.1 Transistor Components 

 Every transistor has at least 3 different materials, as depicted in Figure 2.1.e. 

Conductors, semiconductors, and insulators are the necessary electronic materials. In the 
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following section examples of these materials and compatibility with different fabrication 

processes are discussed. 

 

Figure 2.1. Field effect transistors. a) Schematic drawing, b) working principle of field 

effect transistor. c) transistor acts as a pipeline valve. d) source-drain current (IDS) is 

controlled by gate voltage (VG). e) The electronic materials required for field effect 

transistors are displayed.  
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2.1.1.1 Conductors and Metals 

 Metals such as Au and Cu are known for their high conductivity. In Si technology, 

physical vapor deposition methods are usually used to evaporate metals and deposit them 

on the substrate. Conductive polymers, nano particle based, and reactive metalic inks are 

developed for other fabrication process such as additive manufacturing, Figure 

2.2. Poly(3,4-thylenedioxythiophene) polystyrene sulfonate (PEDOT:PSS) is a commonly 

used conductive material for solution-based fabrication methods, Figure 2.2.a and b.16 

Reactive silver ink is another conductive ink which leaves a thin conductive layer which is 

often followed by electroless plating, Figure 2.2 c.17–19 Electroless plating is also used to 

improve the metal conductivity in many industries including electronics fabrication.18 

 

Figure 2.2. Conductive inks. Poly(3,4-ethylenedioxythiophene) polystyrene sulfonate a) 

chemical structure,20 b) ink in aqueous solution. c) Silver reactive ink prepared in house. 

Reproduced with permission from Reference 20. 

 

2.1.1.2 Semiconductors 

 Semiconductors are materials whose conductivity can be tuned over a wide range 

by applying some input, which in this thesis could be chemical or electrical. Si is the main 

semiconductor which almost all the electronics applications are based on. In micro and 

nano fabrication, the process starts with a Si substrate and the circuit components are built 
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upon it by doping the Si, growing an oxide on the silicon, or chemical and physical 

deposition on the silicon. Other semiconductors such as ZnO are developed for different 

applications including solar cells and displays.21 Polymeric semiconductors such poly(3-

hexylthiophene), metal oxide inks, and carbon nano tube solutions are developed for 

solution based fabrication, Figure 2.3.20,22–25 

 

Figure 2.3. Semiconductor inks. Poly(3-hexylthiophene) a) chemical structure, b) ink in 

chloroform (1mg/ml) solution. c) ZnO ink prepared in house.20 Reproduced with 

permission from Reference 20. 

 

2.1.1.3 Insulators and Dielectrics 

 The last but not least component of transistors is the dielectric which is an insulating 

material responsible for inducing charge in the semiconductor channel. SiO2 is the most 

common dielectric used in electronics which has a relative dielectric constant, ĸ, of 3.9.26 

A normal polymer such as polystyrene has a ĸ of ~2.5.27,28 The importance of the dielectric 

constant and the dielectric thickness can be seen from the Equation 2.1: 

𝐼𝑆𝐷 ∝ 𝐶𝑑𝑖𝑒𝑙𝑒𝑐𝑡𝑟𝑖𝑐𝑉𝐺                        (2.1) 

Where IsD is the current passing through the semiconductor from the source to the drain 

electrode, Cdielectric is the insulator dielectric, and the VG is the applied gate voltage. Cdielectric 

is defined by Equation 2.2. 

𝐶𝑑𝑖𝑒𝑙𝑒𝑐𝑡𝑟𝑖𝑐  ∝ ĸ/𝑡                         (2.2) 
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t is the thickness of the dielectric. By lowering t, operating voltage is reduced. Depending 

on the fabrication method there is a limit on t. Changing the dielectric to a high-ĸ dielectrics 

such as HfO2, with 4-6 times higher dielectric constant compares to SiO2, allows further 

reduction of operating voltage in Si-based thin film transistors (TFTs).29 

2.2 Flexible Electronics 

 Si technology has been developed over more than 50 years and optimized into a 

mature technology that enables many fantastic applications from smart phones to super 

computers. New applications including wearable electronics,30–32 E-skins,33 and foldable 

displays34 require mechanical flexibility in the circuits. However, making flexible circuits 

from brittle Si wafers is not easy. In order to make Si flexible, it must be etched to less than 

20 µm thick and all the fabrication states, including photolithography and depositions, 

should be done on the thinned wafer. Therefore, Si technology is very expensive to make 

flexible.35 

 

Figure 2.4. Examples of flexible thinned silicon-based electronics for different 

applications.35 Reproduced with permission from Reference 35. 
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There is a need for inherently flexible materials which are easy to process and 

enable cost effective fabrication of flexible electronics. 

2.3 Organic Electronics 

 Organic electronic materials are the complementary functional materials to 

inorganic materials. Although the electronic properties of organic electronics are not as 

good as those of inorganic electronic materials, there are flexibilities in fabrication, 

material processing, mechanical properties, and synthesis routes which make organic 

electronic materials a suitable candidate to be used for flexible electronics.36 Examples of 

organic semiconductors which have been developed and studied include rubrene single 

crystals with charge carrier mobility, µ, as high as 15 cm2/Vs.37–41 Organic dielectrics have 

been investigated and high-ĸ polymeric dielectric such as poly(vinylidene fluoride-co-

trifluoroethylene) with ĸ as high of 50 and high hydrophobicity have been developed.42–44 

For conductive materials, PEDOT:PSS is the most commonly used organic conductive 

material. 

 

Figure 2.5. Organic electronic examples. a) chemical structure and b) optical image of 

rubrene single crystal.41 c) chemical structure of poly (vinylidene fluoride-co-trifluoro 

ethylene)44
. Reproduced with permission from Reference 41. 
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2.4 Printed Electronics 

 Printing electronics is an alternative to Si technology for the fabrication of flexible 

electronic devices.13 Printing is an additive manufacturing process where the functional 

material is only added where it is required in comparison to etch-based silicon technology 

in which functional material is first deposited everywhere and then patterned by an etching 

or lift-off process.12 Consequently, printing electronics produces less electronic waste. 

Printed electronics do not need the high-vacuum chambers and high temperature 

evaporation systems for material deposition which makes it more energy efficient over Si 

technology. 

Printed electronics are compatible with variety of substrate materials including plastic 

substrates. Printer head can deliver ink on the curved surfaces, which also makes printed 

electronics viable for applications such as antenna fabrication on the car bodies or sensors 

on human skin. 

2.4.1 Solution Process 

 Most organic electronic materials are soluble in organic solvents and consequently, 

there are many electronic inks prepared for printed electronics. This allows printing 

different layers in sequential order to fabricate transistors and make circuits. 

2.4.2. High Throughput Fabrication 

 Printed electronics can be adopted to high throughput manufacturing such as roll-

to-roll systems and make circuit fabrication as fast as news press printing. This 
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compatibility, in principle, should make large-area, low-cost, printed, flexible application 

available, especially for large displays or solar cell panels. 

 

Figure 2.6. Printed electronic illustration as a compatible fabrication method with high-

throughput manufacturing such as roll-to-roll process.45 

 

2.4.3 Printing Techniques: 

 Screen printing, inkjet printing, and aerosol-jet printing are the common printing 

techniques used for printed electronics and each one has its own pros and cons.  

2.4.3.1 Screen Printing 

Screen printing is the most common printing technique in industry with minimum 

resolution of 50 µm and high viscosity ink requirements (>1000 cpoise) which limits 

available inks.46 Screen printing is a reliable method for deposition large conductive pads 

and lines. Alignment of sequential layers and limited electronics inks availability are the 

problems for fabricating thin film transistors by screen printing. 
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Figure 2.7. Screen Printing.46 a) The scheme of screen printing used for high resolution 

graphene printed lines. Silicon stencil, squeegee, and the spacer are shown as the main 

components of the printer. The resolution of the printed line is defined by the stencil 

resolution and ink viscosity. The optical image of b) a printed line and c) electrodes for 

EGTs fabrication. Reproduced with permission from Reference 46. 

2.4.3.2 Inkjet Printing 

Inkjet printing is the second most common type of printing electronics in the 

industry, which works with lower viscosity inks (~1-20 cpoise).24,47,48 Nano particle based 

(NPB) and particle free inks have been developed for inkjet printing. Inkjet printing is a 

nozzle-based printing method with a minimum line width resolution of 2 µm. Drop-on-a-

demand is type of inkjet printer which delivers a certain number of droplets to a specified 

area. The drop-on-a-demand inkjet printer has 3 main parts, ink reservoir, piezoelectric 

actuator,49,50 and nozzle. The nozzle head is shown in Figure 2.6. 
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Figure 2.8. Piezoelectric inkjet head. The piezoelectric actuator pushs the droplets out of 

the nozzles.24 Reproduced with permission from Reference 24. 

 

Recent reports on inkjet printing on prepatterned substrates have shown resolutions 

of printing down to 500 nm.51 

2.4.3.3 Aerosol-Jet Printing 

 Aerosol-jet printing (AJP) is another nozzle-based printing technique which is 

readily applicable for printing on curved surfaces or for making prototype devices. The 

viscosity range for AJP is wider than inkjet printing (1-50 cpoise). Commercial AJPs have 

resolutions of ~5 µm. Figure 2.7 shows the main components of the AJP.24 

2.4.4 Printed Electronics Challenges 

 Despite all the benefits of printed electronics, there are shortcomings as well 

including low resolution, non-precise alignment, loose control on the film thickness, and 
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poor reproducibility. These limitations in fabrication limit the printed device performances, 

which are discussed in the following sections. 

 

Figure 2.9. Aerosol-jet printer. The ink is atomized in the ink bank which is carried by 

inert gas (carrier gas) to print head. In the print head another flow, sheath flow, focuses the 

aerosols on the substrate.24 Reproduced with permission from Reference 24. 

 

2.4.4.1 Operating Voltage 

 In order to prevent pinhole formation in the dielectric layer for printed TFTs, the 

printed dielectric is a couple of hundreds of nanometers thick with variance of at least 10%. 

Considering Equations 1 and 2, the operating voltage for printed thin film transistors is 

more than 20 V.28 This power cannot be supplied by printed batteries or commonly 

available commercial batteries.52–56 Channel current at fixed gate voltage also has a huge 

variation due to thickness variation. Consequently, the reproducibility of the printed 

transistors is poor which makes circuit design and manufacturability almost impossible. 
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Figure 2.10. Printed organic transistor transfer curve. Different polymers are used as 

dielectric and a 20 V gate voltage is required to turn the device ON.28 Reproduced with 

permission from Reference 28. 

 

2.4.3.2 Working Frequency 

 Applications such as foldable displays or the computing units for wearable 

electronics need printed transistors to operate at high frequencies (100 kHz to some 

MHz).12,54 However, most printed electronics circuitry cannot satisfy this TFT switching 

frequency, and even those which work at high frequencies require high operating voltage 

and have low fabrication yield. 

Therefore, there is a clear need for low-operating voltage, fast-switching, printed 

thin film transistors. 
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Figure 2.11. Examples of switching speed requirement for printed and flexible electronics. 

a) Foldable solar cells with almost no switching speed requirements,57 b) Biosensors with 

working frequencies lower than 20 Hz,58 c) foldable display with required frequencies of 

kHz,59 and d) computing system for flexible antennae which requires high speed data 

processing are shown as examples of flexible electronics applications.60   
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Chapter 3 Electrolyte Gating 

3.1 Electrolytes 

 Electrolytes are solutions with mobile ions such as aqueous solution of rock salt or 

ionic liquids.61–63 Unlike traditional dielectrics, electrolytes have interesting electrical 

properties including thickness independent capacitance.64 This is very important when it 

comes to thick films or when using fabrication methods with relaxed thickness resolution. 

For example, a 1 µm thick ionic liquid film has 103 to 106 times higher capacitance than 

SiO2.
1 This in turn facilitates much lower power requirements for charging, for example in 

a capacitor.65 Therefore, it is of interest to utilize electrolytes as dielectrics, especially in 

transistors.1 

3.2 Electrolyte-Gating and Capacitance Mechanism 

 Electrolyte gating is caused by ion migration to the interfaces upon the application 

of an electrical field. 1 Ions will either form an electrical double layer (EDL)66 at the 

interface of electrolyte and semiconductor/conductor or penetrate into 

semiconductor/conductor organic film and electrochemically dope the film (ECD). 1,67 

Figure 3.1 shows the electrolyte gating effect for both ion-permeable and ion-impermeable 

organic layers. For EDL, the specific capacitance is on the order of 1-10 µF/cm2, whereas 

for ECD it is 100 µF/cm2.1 

3.3 Ionic Liquids as Electrolytes 

 Ionic liquids are room temperature molten salts with negligible vapor pressure. 

Ionic liquids have high ionic conductivity (~mS µm-1), are electrochemically stable to3 V, 

and are physically and chemically stable.62,68,69  Ionic liquids have an EDL capacitance of 
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~50 µF/cm2. 66 Ionic liquids consist of an anion and cation that cannot make a solid crystal. 

An example of ionic liquids that has commonly been used in this research is EMI TFSI, 

Figure 3.2. 

 
Figure 3.1. Charge accumulation mechanisms in electrolyte capacitors. a) Electrochemical 

doping in ion-permeable electrode such as amorphous polymeric film. b) Electrical double 

layer formation (electrostatic charging) at the interface of ion-impermeable electrodes such 

as Au. 

 

 

Figure 3.2. Example of ionic liquid. Chemical structure of 1-ethyl-3-methlimidazolium 

(EMI) bis(trifluoromethulsulfonyl)imide is drawn. 

 

These great properties make ionic liquids a potential candidate as a dielectric 

especially for printed electronics. However, it is not easy to maintain liquids especially 

sandwiched in the thin film transistor architecture. 

3.4 Ion Gels 

Ion gels are a mixture of ionic liquids with polymers which give mechanical 

robustness to the ionic liquids when used in thin film transistor applications.70 Tri-block 

polymers with midblocks and endblocks soluble and non-soluble in ionic liquid, 
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respectively, are a commonly used polymer in ion gel formulations.2 The polymer is 

usually a triblock copolymer where the endblocks are not soluble and make nodes whereas 

the midblock is dissolved in the ionic liquid and responsible for holding up the ionic liquid 

in the ion gel.71 The endblocks phase separate and form nodes which are responsible for 

holding the 3D structure of the gel whereas the midblocks are responsible for holding ionic 

liquids in the ion gel.72 Examples of tri-block copolymer are polystyrene-b-

polymethylacrylate-b-polystyrene (SMS) and polystyrene-b-polyethylacrylate-b-

polystyrene (SEAS), Figure 3.3.3 

 

Figure 3.3. Chemical structure of ABA triblock polymer polystyrene-b-poly(ethyl 

acrylate)-b-polystyrene which is an optimized polymer for ion gel solution with high ionic 

conductivity. 

Ion gels have electrochemical stability window of ~±3 V and high ionic 

conductivity. In order to make ion gels, ionic liquids are often mixed with 10-20 w% 

polymer. An example illustration of the ion gel has been shown in Figure 3.4.72–74 

Ion gels also have other applications besides dielectrics in thin film transistors, such 

as iono-elastomers that can be used as strain sensing elements. This application is further 

discussed in Apendix A1 as it is not the main focus of this thesis.75,76 
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Figure 3.4. Ion gel formation by an ABA triblock polymer with soluble midblock (B) 

and insoluble end blocks (A) and ionic liquid is shown with + and – symbols indicating 

respective ions.77,78 

 

3.5 Electrolyte-Gated Transistors 

 Electrolyte-gated transistors (EGTs) are also called ion gel-gated transistors and 

consists of two main categories, electrical double layers transistors (EDLTs) and organic 

electrochemical transistors (OECTs).1 In both categories, the ions are responsible for 

charging the semiconductor. As is implied by the names, in EDLTs, ions make an electrical 

double layer at the interface of electrolyte and the semiconductor/conductive materials, 

whereas in OECTs ions electrochemically dope the organic functional film. The 

charging/gating mechanism is shown in Figure 3.5.1 

OECTs main application is in biosensing where the electrolyte or the 

semiconductor is exposed to the analyte and changes in the current are plotted as the signal 

and calibrated vs. the concentration.79 EDLTs are often used for semiconductor and charge 

transport mechanism studies with more focused on the science and physics.66 Nonetheless, 

EGTs have found their way into thin film transistor applications mainly after the 

application of the ion gel as the dielectric.2 
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Figure 3.5. (a) Cross‐section of an EGT. (b) Carrier accumulation‐mode operation of an 

EGT for un‐doped ion‐impermeable (left) and permeable semiconductors (right) and (c) 

depletion‐mode operation for degenerately doped semiconductors without (left) and with 

(right).1 Reproduced with permission from Reference 1. 

 

3.6 Quasi-Static Performance 

 In comparison to other printed TFTs, EGTs have excellent and reproducible 

electrical properties including low-operating voltage (threshold voltage, |Vth| <1V ), high 

ON/OFF current ratios (ION/IOFF ~ 106),1 high width-normalized transconductance (gm/W ~ 

400 S m-1),80 high charge carrier mobility (µ ~ 10 cm2/Vs), small power dissipation (~ 1 

nwatt),1 and ultra-low contact resistance (~ 20 Ω/cm).81 These properties are characterized 

from the quasi-static measurements of the EGTs (transfer curves (ID-VG), output 

characteristics (ID-VD), and displacement (IG-VG) current measurements, Figure 3.6. 

𝐼𝐷𝑆 = µ
𝑊

2𝐿
𝐶[2(𝑉𝐺𝑆 − 𝑉𝑇)𝑉𝐷𝑆 − 𝑉𝐷𝑆

2 ]                  𝑉𝐷𝑆 < 𝑉𝐺𝑆 − 𝑉𝑇     (4.1) 

𝐼𝐷𝑆 = µ
𝑊

2𝐿
𝐶(𝑉𝐺𝑆 − 𝑉𝑇)2                                         𝑉𝐷𝑆 > 𝑉𝐺𝑆 − 𝑉𝑇     (4.2) 
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𝑔𝑚 =
𝜕𝐼𝐷

𝜕𝑉𝐺
=

𝑊

𝐿
𝜇 𝐶𝐺𝑉𝐷                                           𝑉𝐷𝑆 > 𝑉𝐺𝑆 − 𝑉𝑇 (4.3) 

 Equations 4.1-3 defines ISD and transconductance (gm). gm is important for sensing 

application and is proportional to the sensor sensitivity.82 

 

Figure 3.6. ZnO electrolyte-gated transistor quasi-static performance. The transfer curve 

for EGT with W/L = 200 µm/10 µm at 500 mV/s gate voltage sweep rate and VD = 1 V. d) 

The channel-width-normalized transconductance of the device. e) The output 

characteristics of the EGT at different VG’s. 

 

3.6.1 Floating Gate Electrolyte-Gated Transistor Bio-sensors 

 The great electrical characteristics of EGTs and the favorable aspects including, 

biocompatibility and ease of fabrication make EGTs a potential candidate for biosensor 

applications. 

Floating gate EGT biosensors (FGEGTs) (Figure 3.7) consist of an EGT which has 

a floating gate capacitively coupled with the transistor gate and the input.4,9,83,84 The 

sensing happens on the surface of the floating gate where the interface of the electrode is 

decorated with functionalized molecules, and in the presence of the analyte the capacitance 

changes resulting in a change of gate voltage measured by the transistor. Tracking changes 

in the channel current, IsD, vs. the analyte concentration create a calibration curve. These 
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sensors are cost effective and easy to make which leads to a great potential for online 

quality controls in food and other industries. 

 

Figure 3.7. Biosensor application based on EGT and floating gate for sensing of bio-active 

molecules.4 Reproduced with permission from Reference 4. 

 

3.7 Dynamic Performance 

 EGTs have shown great quasi-static performance. However, their dynamic 

performance does not match the predicted values from their materials properties. One 

approach is to look at the semiconductor channel and see how fast a charge carrier can 

travel the channel length, Equation 4.4.85  

𝑓𝑠𝑤𝑖𝑡𝑐ℎ𝑖𝑛𝑔 ≈
𝜇VD

2πL2
                            (4.4) 

Where the fswitching is the switching frequency which is 1 Mhz for a semiconductor with 

mobility of 1 cm2/Vs and printing resolution of 10 µm at 1 V. The other approach is to see 

how fast ions in the ion gel can make the EDL and open/close the semiconductor channel 

which is the gel Rion gelCion gel time constant. This is 0.1 µs for the SEAS/EMI TFSA (1:9 

w/w) ion gel system. In principle, EGTs should be able to run at MHz.3 
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3.7.1 Computing power and high frequency applications 

 The need for dynamic performance becomes clear when computational power is 

required, and huge amounts of data needs to be processed in a short period of time. 

Applications where this is necessary are in antennae or displays where higher frequencies 

translate to higher resolutions, larger displays, and higher signal qualities.12 In order to 

facilitate the internet of things (IoT), foldable displays, wearable electronics, and many 

other applications of flexible electronics, switching frequencies of 100 kHz to GHz are 

required.  

3.8 Challenges for electrolyte-gated transistors 

 Considering all the aspects of EGTs including low-operating voltage, great 

electrical properties, reproducibility, and flexibility, EGTs are a great candidate for 

flexible/printed electronics applications. However, previous reports of EGTs to this thesis 

were limited to 5 kHz.86 The main focus of this thesis is to improve the dynamic 

performance of EGTs. Also, this thesis tries to improve the quasi-static performances to 

further improve the dynamic performance and push the limits of EGTs. The quasi-static 

performance improvement also paves the way for better biosensing with improved limit 

of detections for sensors. 
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Chapter 4 Experimental Methods: Device Fabrication and 

Characterization 

This chapter outlines the device structure, fabrication, and experimental techniques 

used in this dissertation project. Specific experimental details in sample preparations and 

measurements are described in the respective sections of the following chapters. 

5.1 ZnO atomic layer deposition:  

ZnO films were grown on clean SiO2/p-Si substrates using an ALD system 

(Savannah Series, Cambridge Nano Tech) with diethylzinc (DEZ) and water vapor as 

precursors which undergo the following reaction mechanism:87 

Zn(C2H5)2∗+H2O(g)⟶ZnO∗+2C2H6(g)      Equation 5.1 

where ∗ denotes a surface species. Since this reaction is quite exothermic, ZnO film can be 

grown at relatively low temperatures in the range of 100−200 °C. The film growth 

condition used in this work is as follows: 

ALD Film Growth Procedure  

1. Clean up a SiO2/p-Si wafer, on which the ZnO film is to be deposited, with 

isopropyl alcohol and dry it.  

2. Load the wafer in the ALD chamber and pump down the chamber.  

3. Set the temperature of the chamber at 235 °C and wait until the temperature is 

stabilized.  

4. Set the flow rate of the carrier gas (N2) to 20 sccm and wait for 60 sec.  

5. Pulse water vapor for 15 ms and wait for 5 sec.  
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6. Pulse DEZ for 15 ms and wait for 5 sec.  

7. Repeat step 5 and 6 for desired number of cycles.  

8. Unload the wafer from the chamber.  

The thickness of the ZnO films was measured using a variable angle spectroscopic 

ellipsometer (VASE, J.A. Woollam) with monochromatic polarized light (500-1100 nm in 

wavelength). The obtained data was fitted to the Cauchy model,84 which showed the 

growth rate of ZnO films at the given condition was observed to be ~1.32 Å per cycle. We 

used the samples with a 50-nm-thick ZnO film to fabricate electrolyte-gated transistors. 

Before device fabrication, the 50 nm sample was annealed in N2 at 300 oC and in O2 at 

400 oC each for 15 min in a rapid thermal annealer (RTP-600S, Modular Process 

Technology). We observed no changes in thickness after the annealing processes. 

Patterning ZnO. The ZnO films on the substrates were patterned into a rectangular 

shape via photolithography. After preheating the samples at 105 oC for 1 min, the 

photoresist (Microposit S1813, Dow Electronic Materials) was spin-coated onto the wafer 

at 3000 rpm for 30 s. After soft baking at 105 °C for 1 min, we exposed the wafer to UV 

light (12 mW/cm2) for 5 s through a photomask using contact mask aligner (MA6, SUSS 

MicroTec Inc.). The wafer was then baked at 105 °C for 1 min, developed in Shipley 

351:H2O=1:5 (v/v) solution for 20 s, and thoroughly rinsed with deionized water. The 

exposed ZnO area was removed by wet etching with HCl solution (3% v/v) 

5.2 Integration of Metal Contacts and Passivation Layers 

 Metal contacts and passivation layers are integrated on the prepared samples (i.e., 

the SiO2/p-Si substrates with the ZnO films on top) through a series of photolithography 

processes followed by etching or deposition steps87–90 To kill the parasitic capacitance in 
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chapter 7 and 8, the source/drain electrode deposition was followed by SiO2 deposition. 

All the depositions were done in e-beam thermal evaporator and patterned through lift-off 

using Shipley photo-resist 1800 series.  

 For organic semiconductor, the electrodes were deposited first. For printed 

electrodes, the fabrication is explained in the Chapter 7 thoroughly. 

5.3 Electrical characterization  

The electrical measurements of EGTs are carried out in a glovebox filled with N2. 

Transistor I-V measurements are taken using a variety of Keithley source-measure units 

(SMUs) and multimeters (236, 237, 6517A, 2612) and an Agilent B1500A semiconductor 

parameter analyzer (Cs-Rs configuration) in combination with a motorized probe station in 

a N2-filled glovebox and a Desert Cryogenics (Lakeshore CPX-VF) vacuum probe station, 

respectively. For the dynamic performance, an Agilent 33500B waveform generator 

generated the input signal for inverters and a Tektronix TDS1002B digital oscilloscope 

was used to measure dynamic output voltage. 

For the dynamic performance it is noteworthy that the internal resistance of the 

scope is 1 MΩ which is good for transistor measurements with resistivity of <10 kΩ in 

order to have error < 1%. There are probes of 10X and 100X which increase the scope 

resistance in series by the same factor and can be used for more resistive transistors. 
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Chapter 5 Parasitic Capacitance Effect on Dynamic 

Performance of Aerosol-Jet-Printed Sub 2 V Poly (3-

hexylthiophene) Electrolyte-Gated Transistors 

This work has been published as F. Zare Bidoky and C. D. Frisbie, “Parasitic 

Capacitance Effect on Dynamic Performance of Aerosol-Jet-Printed Sub 2 V Poly (3-

hexylthiophene) Electrolyte-Gated Transistors”, ACS Appl. Mater. 

Interfaces, 2016, 8 (40), pp 27012–27017. Reproduced with permission from the 

publisher. 

5.1 Introduction: 

Electrolyte-gated transistors (EGTs, Figure 5.1) have favorable characteristics for printed 

electronics, such as solution processability, low-voltage switching,91,92 and relaxed layer-

to-layer alignment requirements.93,94 Consequently, they are being developed for 

applications in strain sensors,95 biosensors,96–102 printed circuitry,103–106 e-textiles,107,108 and 

antennas.109  EGTs can, in principle, operate at speeds higher than 1 MHz, but currently 

are known to operate only at a few kHz with polymer semiconductors.10,104 As we 

demonstrate here, the limitations are not due to intrinsic material properties but rather 

parasitic effects. 

The crucial aspect of EGTs is the use of electrolytes, such as an ion gel dielectric, as a high 

capacitance gate insulator.94 Ion gels are mixtures of an ionic liquid such as 1-ethyl-3-

methylimidazolium bis(trifluoromethylsulfonyl)imide ([EMI][TFSI]) and a triblock 

copolymer matrix material such as poly(styrene-b-methyl methacrylate-b-styrene) (PS-

PMMA-PS).94 Sandwiched between electrodes, these materials (and other electrolytes) 
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exhibit very high specific capacitances of order 10 µF/cm2, due to the formation of 

nanometer-thick electrical double layers at the gel/electrode interfaces. When employed as 

gate dielectrics in EGTs, the high capacitance of ion gels provides devices that can be 

switched on and off with very low gate voltages, typically < 2V, which is an advantage for 

printed circuits that are powered by thin film batteries.  

Here we examine dynamic performance of aerosol-jet printed, top-gated EGT 

inverters featuring a poly(3-hexylthiophene) (P3HT) channel, an ion gel dielectric and a 

poly(3,4-ethylenedioxythiophene) polystyrene sulfonate (PEDOT:PSS) gate in series with 

a 100 ± 25 kΩ PEDOT:PSS resistor. Figure 5.1 shows the structure for the resistor-loaded 

EGT inverter. To fabricate this structure, the P3HT, ion gel, and PEDOT:PSS were aerosol-

jet printed on conventionally microfabricated gold source and drain electrodes and contact 

pads. 

 
Figure 5.1. Aerosol-jet printed inverter. (a) and (b) Side and top view of a resistor-loaded 

EGT inverter with a P3HT semiconductor channel and PEDOT:PSS resistor. The 

electrodes were patterned with photolithography on a Si/SiO2 (300 nm) wafer. The other 
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layers were deposited by aerosol-jet printing. The parasitic capacitance is shown as the 

overlap of ion gel on the source/drain electrodes. c) Geometry of the channel and 

electrodes. The channel length (𝐿), the channel width (𝑊), and the electrode width (𝑎𝐷) 

are shown. Identical source/drain electrode areas are used unless otherwise specified. d) 

The deposited P3HT film with 30 nm thickness. e) Printed ion-gel on top of P3HT film, 

and f) Aerosol-jet printed PEDOT:PSS on the ion-gel/P3HT film as a gate. The channel 

length is 25 µm and the electrode width is 5 µm. 

P-type P3HT EGTs investigated here display hole mobilities (µ) of ~1 cm2/Vs.10,94 

Thus, for a 2.5 µm channel length, the switching frequency (𝑓𝑠𝑤𝑖𝑡𝑐ℎ) for a P3HT EGT 

should be on the order of 10 MHz, as shown by Equation (5.1). 

𝑓𝑠𝑤𝑖𝑡𝑐ℎ = µ
𝑉𝐷

𝐿2              (5.1) 

where 𝑉𝐷 is the drain voltage and 𝐿 is the channel length. However, it has been shown that 

P3HT EGTs do not achieve this switching speed.10 Equation 5.1 assumes that the limiting 

step in switching the EGT is transport of holes in the P3HT channel (i.e., transport of holes 

into P3HT between source and drain electrodes upon the application of gate voltage). 

Nonetheless, other factors can also limit the speed of an EGT (or any thin film transistor) 

and it has been claimed that parasitic capacitance is a major limiting factor.104 Parasitic 

capacitance refers to capacitive coupling of the gate electrode to the source and drain, 

Figure 5.1a, which is in parallel with capacitive coupling to the semiconductor channel, 

and it is undesirable because it degrades dynamic performance.110 Here we systematically 

investigate the role of parasitic capacitance in aerosol-jet printed EGT inverters. 

5.2 Results and Discussion: 

Figures 5.2a and 5.2b show the quasi-static response of a P3HT EGT with a fixed 

channel aspect ratio (width/length or W/L) of 500 µm/25 µm. The slightly negative 

threshold voltage, 106 ON/OFF ratio, and carrier mobility (µ) of 1 cm2/Vs94,111 are typical 
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characteristics of the transistor.94 Figure 5.2c displays the quasi-static response of a resistor 

loaded P3HT EGT inverter. The inverter step can be seen for different bias voltages in 

which 𝑉𝑜𝑢𝑡reaches 98% of 𝑉𝐷𝐷. 

 

 

Figure 5.2. Quasi-static measurement for a P3HT EGT with 𝑊=500 µm, 𝐿=25 µm, and 

𝑎𝑆=𝑎𝐷=𝑎=5 µm. a) Aerosol-jet printed P3HT EGT transfer curve at VD= -0.5 V with 𝑉𝑡= 

-0.34 V, µ=1.2 cm2/Vs, ON/OFF=5 × 105, OFF current of 100 pA. b) Output characteristic 

of the P3HT EGT. c) The inverter step and d) inverter quasi-static gain for the same device 

which shows 𝑉𝑜𝑢𝑡/𝑉𝐷𝐷=0.98. The sweep rate is 50 mV/s. 

Figure 5.3a displays the low frequency (10 Hz) quasi-dynamic measurement of a 

P3HT EGT with channel dimensions of W= 50 µm, L= 2.5 µm, and a=5 µm in which a 

square-wave voltage is applied to the input (gate) electrode and the output voltage at the 

drain electrode is measured. The behavior is essentially ideal in that the input signal is 

nearly perfectly inverted. Figure 3b exhibits the response at 5 kHz which reveals noticeable 
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non-idealities; the output signal slightly lags the input and there is a voltage overshoot 

(spike) every time the input voltage changes.  

Figure 5.3c displays the response at 10 kHz where non-idealities are more 

significant. Referring to Figure 3c, the non-ideal or spike time (tspike) is defined as the time 

required for the output response (Vout) to match the ideal response value (Videal) in a given 

period, whereas the ideal time (tideal) is the time that the output response is at the expected 

ideal value in the period.  The spike height (Vspike) is the voltage overshoot from the ideal 

output response value (𝑉𝑠𝑝𝑖𝑘𝑒 = 𝑀𝑎𝑥|𝑉𝑜𝑢𝑡 −  𝑉𝑖𝑑𝑒𝑎𝑙|). Increasing the input frequency 

further increases the deviation from the ideal output response. We define the experimental 

cut-off frequency (fcut-off) as the frequency at which the ideal and non-ideal output responses 

are equal, tspike = tideal (see Supporting Information for conversion between different 

terminologies of inverter working frequencies, Figure S1). Figures 3c and S4 show that the 

resistor-loaded inverter has fcut-off ~10 kHz, which is significantly smaller than the expected 

cut-off frequency from Equation (5.1).  

 
Figure 5.3. Dynamic performance for an EGT with 𝑊 =50 µ𝑚, 𝐿=2.5 µm, and 𝑎𝑆 = 𝑎𝐷 =
𝑎 =5 µm at VDD= -1V. a) The low frequency quasi-dynamic response to 10 Hz square-

wave input, with 
𝑉𝑜𝑢𝑡

𝑉𝐷𝐷
= 0.9. b) The dynamic response to 5 kHz square-wave input with 

𝑉𝑜𝑢𝑡

𝑉𝐷𝐷
= 0.87. c) The dynamic response at 10 kHz. The spike height (𝑉𝑠𝑝𝑖𝑘𝑒), spike time 

(𝑡𝑠𝑝𝑖𝑘𝑒), and ideal response time (𝑡𝑖𝑑𝑒𝑎𝑙) are shown on the figure. At cut-off frequency 
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(𝑓𝑐𝑢𝑡−𝑜𝑓𝑓) the spike time and ideal response output time are equal. The spike time and 

normalized spike height (
𝑉𝑠𝑝𝑖𝑘𝑒

𝑉𝐷𝐷
) here are 20.9 µs and 1.42. 

Note that Equation (5.1) predicts that cut-off frequency (fcut-off) is independent of 

channel width (W). However, our systematic measurements reveal completely different 

scaling. Notably, Figures 5.4a and 5.4b show that the cut-off frequency (fcut-off) is 

independent of channel length (L) and directly proportional to 1/W; fcut-off increases with 

decreasing the channel width. Suspecting the importance of gate-source/drain overlap, we 

measured the dependence of fcut-off on source/drain electrode width, 𝑎. Figure 5.4c reveals 

that 𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ∝ 1/𝑎, i.e. smaller electrodes result in faster devices. Consequently, the 

device dynamic performance is not limited by channel length or transport properties, but 

rather by the electrode area (𝐴 = 𝑊 ×  𝑎).  

 
Figure 5.4. Geometrical dependence of cut-off frequency (𝑓𝑐𝑢𝑡−𝑜𝑓𝑓). a) L dependence of 

fcut-off with W and a held constant. b) W dependence of fcut-off with L and a held constant. c) 

a dependence of fcut-off with W and L held constant. The error bars represent one standard 

deviation.  
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Figure 5.5. fcut-off dependence on source and drain electrode width. The inset shows a top 

view of geometry of the channel and electrodes including the source width (𝑎𝑆), and the 

drain width (𝑎𝐷). The channel width (𝑊), the channel length (𝐿), and the total electrode 

width (𝑎𝐷 + 𝑎𝑆 = 𝑎𝑇) are constant at 50 µm, 2.5 µm, and 15 µm, respectively. The drain 

electrode width (𝑎𝐷) is varying between 2.5 µm to 12.5 µm. It shows the higher cut-off 

frequencies (𝑓𝑐𝑢𝑡−𝑜𝑓𝑓) for the smaller drain electrode widths (𝑎𝐷) with the larger source 

electrode widths (𝑎𝑆). The error bars represent one standard deviation. 

As shown in Figure 5.1, the EGT source electrode is grounded and the output 

response is measured at the (floating) drain electrode. With the output voltage measured at 

the drain electrode, the drain electrode area is expected to show a higher impact on fcut-off 

compared to the source electrode area. Figure 5.5 shows the dependence of fcut-off on the 

drain electrode area (𝐴𝐷 = 𝑊 × 𝑎𝐷) in comparison to the source electrode area (𝐴𝑆 =

𝑊 × 𝑎𝑆). For a constant total electrode width (𝑎𝐷 + 𝑎𝑆 = 𝑎𝑇) of 15 µm, Figure 5 exhibits 

a clear frequency dependence on the drain electrode area; the device with the smallest drain 

electrode width is the fastest. If the total parasitic capacitance (𝐴𝑇 = 𝐴𝐷 + 𝐴𝑆) was the key 

variable, a flat line in Figure 5.5 would have been expected. 

With a good general understanding of the cause for reduced switching frequency, 

we can turn attention to quantitative analysis. As derived in the Supporting Information 

(Figure A2.3 and Equations A2.1-8), for a P3HT-EGT operating under parasitic 
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capacitance limitations, the voltage spike due to a square wave input is expected to be 

independent of frequency, but directly proportional to the abruptness of the voltage step 

(∆VGD/𝜏), i.e., 

𝑉𝑠𝑝𝑖𝑘𝑒 ≈ 𝑅𝐿𝐶𝑝𝑎𝑟𝑎,𝐷
𝛥𝑉𝐺𝐷

𝜏
                 (5.2) 

where RL is the inverter load resistance, Cpara,D is the total parasitic capacitance of the drain 

(𝐶𝑝𝑎𝑟𝑎,𝐷 = 𝐶𝑖𝑜𝑛 𝑔𝑒𝑙 × 𝐴𝐷). RLCpara,D is the characteristic relaxation time of the inverter, and 

thus,          

𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ≈
1

12𝑅𝐿𝐶𝑝𝑎𝑟𝑎,𝐷
                       (5.3) 

where the factor of 1/12 is defined in the Supporting Information (Figure A2.4 and 

Equations A2.9-A2.11).  

Considering the specific capacitance of the ion gel in contact with P3HT (Cion gel ~10-100 

µF/cm2), Cpara,D ~1.25 − 12.5 × 10−11F,112 and ∆VGD/𝜏 = 2 x 107 V/s, then Vspike= 1.25 V, 

which is roughly consistent with the measured value of 1.4 V. The calculated RLCpara,D is 

1.25-12.5 µs, giving fcut-off= 6.7-67 kHz which brackets the measured value of 10 kHz. It 

should be noted from previous work that the ion gel specific capacitance is time 

dependent,113 which is why we estimate the value is between 10 µF/cm2 and 100 µF/cm2. 

As previously mentioned, the important role of the parasitic capacitance suggests that the 

drain electrode area should be minimized. The drain can be made narrower (smaller aD), 

but also shorter (smaller W). Thus, we anticipate that EGTs with small aD and small W will 

have higher cut-off frequencies (Figure 5.4b). However, W also impacts the channel 

resistance REGT (REGT ∝L/W) and thus W cannot be shrunk arbitrarily without an adverse 
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effect on the inverter performance. Specifically, smaller W at a fixed L means larger REGT 

in the ON-state and thus smaller “maximum voltage output” (
𝑉𝑜𝑢𝑡

𝑉𝐷𝐷
=

𝑅𝐿

𝑅𝐿+𝑅𝐸𝐺𝑇
) for the 

inverter output.  To maintain the maximum voltage output, smaller L or larger RL values 

are required, yet larger RL results in a higher spike, (Equation 5.2) and lower fcut-off 

(Equation 5.3). That is, there is a trade-off between operating frequency and inverter 

output.  

This trade-off is quantified by the “dynamic range-bandwidth” (DBW) (similar to gain 

bandwidth) which is defined as the product of the fcutoff and the maximum voltage output at 

the cut-off frequency (i.e., DBW = fcutoff x Vout/VDD (@ fcut-off)). Vout/VDD and fcutoff both 

depend on W. Increasing or decreasing W does not affect the DBW. However, the electrode 

width only affects fcut-off, and L only affects the maximum voltage output. Thus, to achieve 

highest cut-off frequency, maximum voltage output and DBW, the electrode width (aD) 

and channel length (L) need to be minimized simultaneously (Figures 4a, 4c and S2). The 

fastest EGT fabricated is observed in Figure 3 (also see Figure S5), with an aspect ratio of 

50 µ𝑚

2.5 µ𝑚
 and electrode width of 2.5 µm. Here, REGT for the ON state and W/L=20 is ~10 kΩ, 

(Figure 2a), and the printed RL is 100±25 kΩ which lead to maximum voltage output of 

0.9. The fcut-off is 11 kHz and the DBW is 10 kHz. 

Parameters other than the parasitic capacitance like ion mass transfer in the ion gel matrix 

and in P3HT can become important limiting factors for frequencies higher than 10 – 20 

kHz. 
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5.3 Conclusion: 

In conclusion, the effect of different geometrical parameters on dynamic 

performance of P3HT EGT inverters was systematically studied. The electrode area and 

the parasitic capacitance are shown as primary factors limiting the speed of printed P3HT 

EGTs. By minimizing the electrode area, we demonstrated an EGT invertor operating at 

10 kHz. It was shown that to optimize the dynamic performance, the electrode area should 

be minimized while maximizing the EGT W/L ratio. Therefore, higher resolution for the 

source/drain electrode width and channel length is required to increase the cut-off 

frequency. These considerations are valuable to ongoing efforts to improve the dynamic 

performance of low voltage, printed EGTs. 

5.4 Experimental Section: 

Materials. P3HT was purchased from Sigma-Aldrich and 1mg/1ml solution of 

P3HT in chloroform was made by stirring overnight on a hotplate at 55ᵒC. To produce 

longer-lived aerosols, terpineol was added to the P3HT solution prior to printing (10% 

volume). In order to make the ion gel, a solution with the mass ratio of 1/9/90 for PS-

PMMA-PS/[EMI][TFSI]/ethyl acetate was made. The PS-PMMA-PS polymer was 

synthesized in house using a previously reported procedure.72 [EMI][TFSI] ionic liquid 

was purchased from EMD Chemicals and stored in inert atmosphere. For the PEDOT:PSS 

ink, PH1000 was purchased from Heraeus, and 6% volume ethylene glycol was added to 

the ink to enhance the conductivity. <100> orientation 500 µm thick silicon wafer 

substrates with 300 nm thermal oxide were purchased from Silicon Valley.   

Device Fabrication. Gold contacts were patterned on the Si/SiO2 wafers using 

photolithography followed by e-beam/thermal evaporation of Cr(2nm)/Au(28nm) metal 
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layers. Then the organic semiconductor (P3HT), gate dielectric (ion gel) and gate contact 

(PEDOT:PSS) were sequentially printed with an Aerosol Jet Printer (AJ 100, Optomec Inc) 

(Figure 1d, e and f). A 150 µm diameter nozzle was used to print the P3HT and ion gel 

layers and a 100 µm nozzle for PEDOT:PSS. The sheath/feed gas flow rate (measured in 

standard cubic centimeter per minutes) for P3HT, ion gel, and PEDOT:PSS were 32/12, 

28/8 and 17/12, respectively. A 1 cm long line of PEDOT:PSS was also printed as the 100 

kΩ resistor. 

Electrical Characterization. To avoid humidity effects on the devices, all the 

measurements were accomplished in a glove box under N2 ambient. For the quasi-static 

electrical characterization of EGTs and inverters, two source meters (Keithley 236 & 237) 

were connected to the source/drain/output electrodes and an electrometer (Keithley 6517A) 

to the gate/input electrode. Agilent 33512B waveform generator was used to generate the 

input signal for inverters in the quasi-dynamic measurements. The quasi-dynamic 

responses of inverters were acquired with a Tektronix TDS3014C digital oscilloscope.  

Supporting Information. Cut-off frequency terminology, aspect ratio (W/L) effect 

on dynamic performance, equivalent circuit analysis, equation derivations, tspike, Vspike, and 

fcut-off calculation, and best optimized device dynamic performance are included in a 

separate Supporting Information document. This material is available free of charge via the 

Internet at http://pubs.acs.org and also presented as Appendix 2 of this thesis. 
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Chapter 6 Printed, 1 V Electrolyte-Gated Transistors Based on 

Poly(3-hexylthiophene) Operating at >10 kHz on Plastic  

This work has been published as F. Zare Bidoky, W. J. Hyun, D. Song, and C. D. 

Frisbie, “Printed, 1 V Electrolyte-Gated Transistors Based on Poly(3-hexylthiophene) 

Operating at >10 kHz on Plastic”, Appl. Phys. Lett., 2018, 113, 053301. Reproduced with 

permission from the publisher. 

6.1 Introduction: 

Electrolyte-gated transistors (EGTs)94 have applications in biosensors,114–122 light emitting 

devices,123 logic gates,124,125 tunable antennae,126 and studies of fundamental 

semiconductor physics.127–129 EGTs characteristically have low-operating voltages (<2 

V),10 large width normalized transconductances (~400 S m−1),8,80,130 large ON/OFF current 

ratios (106), and low contact resistances (~1-10 Ω cm)81 by virtue of the ultra-high 

capacitance gating of the semiconductor channel (SC).127 The gate electrolyte capacitance, 

typically 10-100 F/cm2 depending on whether the mechanism is electrochemical or 

double layer charging, is 103 – 104 times higher than traditional polymeric dielectrics which 

leads to the favorable characteristics mentioned above.131–133 A variety of different 

electrolytes may be used for EGTs, but ionic liquids are popular due to their large specific 

capacitance, high ionic conductivity, wide electrochemical stability windows, and low-

volatility.134 To incorporate ionic liquids into solid state-devices, polymers may be added 

to create solid films known as ion gels.2,70 Ion gels maintain most of the electrical properties 

of ionic liquids and yet have the characteristics of a rubbery solid2 and they are physically, 
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chemically, and electrochemically stable, compatible with different semiconductors, and 

easy to print from common solvents. 3,74,94 

For applications such as sensing and wearable electronics, transistors with 

switching speeds of at least a few kHz at low-operating voltage are required.135,136 

Previously, we have reported robust EGTs employing poly(3-hexylthiophene) (P3HT) as 

the p-type channel material.6,10,137,138 Of the various channel materials we have 

incorporated in EGTs, P3HT devices are exceptional in terms of stability and overall device 

performance.6 Figure A3.1 depicts the gating mechanism in P3HT EGTs in which the 

P3HT film is electrochemically doped and ions penetrate the film. The kinetics of 

electrochemical doping can in principle control dynamic switching times. We have 

intentionally used P3HT films only 100 nm thick as we have demonstrated in previous 

work that films of this thickness yield hysteresis free I-V characteristics 94,137,139–141. Rather 

than ion penetration, we have found that parasitic capacitance typically limits the switching 

speed to less than 1 kHz, Figures 6.1a and b.138 The parasitic capacitance arises from 

overlap of the ion gel with the P3HT-coated source and drain electrodes, Figure 6.1a. 138,142 

Electric double layer (EDL) formation and electrochemical doping on the electrodes results 

in a dynamic capacitance of ~100 nF for an EGT with source and drain electrodes 500 µm 

long and 15 µm wide, as reported in Figure A3.2.137 This parasitic capacitance is greater 

than the dynamic channel capacitance (~1 nF for a 25 µm × 500 µm channel) thus limiting 

the cut-off frequency. Parasitic capacitance is expected to be an even larger problem for 

printed EGTs, because the electrode widths are typically wider than 20 µm due to limited 

resolution associated with inkjet, aerosol-jet, or screen printing.143 
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Figure 6.1. Device architecture and parasitic effects. (a) Top-gated P3HT EGT with 

parasitic capacitance emphasized. Device dimensions L and a are defined as shown. W is 

the channel width into the page. (b)  The unwanted parasitic capacitance limits the dynamic 

performance of a top-gated EGT (W×(L+2a) = 500 µm×(25 µm + 2×15 µm)) with spikes 

(voltage overshoots) and delay, (c) Target architecture for fast switching P3HT EGT. Thick 

polymeric low-ĸ insulator layer with 1000 times lower capacitance144 than the ion gel 

covers the source and drain electrodes to prevent EDL formation. (d) Tilted SEM image of 

the covered electrode on PET. 

Here we demonstrate an approach for printing P3HT EGTs with minimal parasitic 

capacitance. Our strategy is to cover the top surfaces of the source and drain electrodes 

with a dielectric that dramatically reduces the capacitance associated with the ion gel/metal 

interfaces, Figure 6.1c.144 The semiconductor remains in contact with the electrode 

sidewalls. Following this approach, we achieve operating frequencies >10 kHz for printed 

P3HT EGTs. 

6.2 Results and Discussion: 

The ion gel used here consists of a triblock copolymer, polystyrene-b-poly(ethyl 

acrylate)-b-polystyrene (SEAS)3 and an ionic liquid, 1-ethyl-3-methylimidazolium 
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bis(trifluoromethylsulfonyl)imide ([EMI][TFSI]). The SEAS/[EMI][TFSI] ion gel system 

has excellent ionic conductivity (~10-2 S/cm), specific capacitance (1-100 µF/cm2), and 

Young’s modulus (10 kPa) at only 10 wt % of the added polymer. Fig. S3 demonstrates 

the fabrication scheme for parasitic capacitance-reduced, printed P3HT EGTs. The detailed 

experimental conditions are described in Appendix 3. First, the resolution (i.e., narrowness) 

of the source and drain electrodes was enhanced by combining photopatterning with 

capillarity-assisted printing.145 This is a variation of the imprint lithography plus 

capillarity-assisted printing that we have reported previously, termed SCALE (self-aligned 

capillarity-assisted lithography for electronics).51,146 As shown in Figures A3.3a and b we 

exposed photoresist coated on the polyester substrate to UV light through a conventional 

photomask, followed by development to produce 15 m wide capillary channels connected 

to large (400 m diameter) reservoirs. An ink jet printer was then used to deliver Ag ink17 

to the reservoirs and capillarity drew the ink into the capillary channels, coating them with 

nm thick Ag metal, Figure A3.3c. These channels are the source and drain electrodes. The 

entire substrate was immersed in an electroless Cu-plating solution to build up a 500 nm 

thick layer of Cu on the Ag seed layers to fully form the source and drain electrodes. The 

Cu-plating solution was highly basic and also removed the photoresist. Thus, after Cu-

plating, raised metal electrodes, clear of photoresist, remained on the substrates, Figure 

A3.3d. Next, the whole substrate was covered with positive tone photoresist and the 

backside was exposed to UV light, following the “backside-exposure strategy” in Figure 

A3.3e.46 The electrodes on the front blocked the UV light so the photoresist was exposed 

everywhere except on the electrodes. The backside exposure method has been widely used 

in self-aligned fabrication of TFTs usually to pattern the gate electrode and minimize the 
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overlap with the source and drain electrodes. 47–50 The method here is rather different in 

that the capacitance is minimized by adding a thick photoresist layer over the source and 

drain electrodes because the dominant parasitic capacitance comes from electrolyte contact 

with these electrodes. Figure A3.3f shows raised electrodes covered by photoresist after 

development. Then, aerosol-jet printing (AJP) was employed to deposit the next layers of 

functional materials (P3HT, ion gel, and gate material PEDOT:PSS) on top of the channel 

to form fully-printed, top-gated EGTs (Figures A3.3g-i). 

Figure A3.4a displays an optical micrograph of the empty capillary channels in the 

photoresist before Ag ink delivery. In the capillary channel design, smooth U-turns were 

implemented in order to minimize ink overflow out of the capillary channel caused by ink 

momentum at the turns. Figure A3.4b shows the SEM image of a focused ion beam (FIB) 

cross-section of the Ag film in the capillary channel. Figure A3.4c is the SEM FIB cross-

section of the raised metal electrode on PET indicating uniform continuous metal after 2 

min of Cu-plating and photoresist removal. More complex geometries like spirals with a 

resolution of 5 µm can be made by this method that have potential applications including 

antenna fabrication, Figure A3.4d.152 Figure 6.1d is the tilted SEM image of the covered 

electrode after UV backside-exposure and photoresist development. The SEM and 

backscattered SEM FIB cross section of the covered electrode are depicted in Figure A3.5, 

revealing uniform continuous metal and photoresist after the exposed photoresist has been 

removed. Figure A3.6 shows the topographic profile of the covered electrode. 
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Figure 6.2. Performance metrics on plastic. Printed poly(3-hexylthiophene) EGT 

(W/L=500 µm/25 µm) (a) transfer and (b) output curves. Histograms of device metrics for 

37 devices, including (c) the charge carrier mobility (μ), (d) ON/OFF-current ratio 

(ION/IOFF), (e) threshold voltage (Vth). 

The quasi-static electrical characterization of the P3HT EGT with covered 

electrodes is visible in Figure 6.2.  The transfer curve (ID-VG) for the p-type semiconductor 

P3HT is plotted in Figure 6.2a. The drain current, ID, increases with gate voltage, VG, as 

the gate voltage is swept from 0.5 V to -1.1 V at VD = -0.5 V. The transfer curve shows a 

Vth of -0.7 V, an ION/IOFF ratio of 106, and little hysteresis between forward and backward 

sweeps. The quasi-static output characteristics (ID-VD) are displayed in Figure 6.2b. Figure 

6.2b shows a large increase in ID with increased gating power and negligible hysteresis. 

From the increase in saturation ID with VG one can see that the current follows the expected 

square law (ID ∝ (VG – Vth)
2). The statistical distribution of µ, ION/IOFF, and Vth for 37 

working, printed P3HT EGTs (out of a total of 40) are plotted in Figures 6.2c-e, 
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respectively.  The average differential field effect carrier mobility, µ, is 1.1 ± 0.2 cm2 V-1 

s-1, which is consistent with previously reported printed P3HT EGTs,6,94,153–155 and is 

determined from Equation 6.1,82 

∂ID

∂VG
=

W

L
 Cion gel µ VD                               (6.1) 

where ion gel capacitance Cion gel is 63 µF cm-2 (at VG = -1 V) from displacement current 

measurements, Figure A3.7, and the W/L ratio is 20. The log ION/IOFF average is calculated 

based on Equation A3.1 and is 5.9 ± 0.3 over a 1 V change in the VG. The average Vth is -

0.69 ± 0.03 V reflecting the very narrow distribution in this parameter. Importantly, 

covering the electrode with low-ĸ dielectric decreased ON current only 30% while it 

reduced the parasitic capacitance by a couple orders of magnitude (see Figure A3.2). 

Figures 6.3a and b show the dynamic performance for a printed, resistor-loaded 

P3HT EGT inverter working at 12.5 kHz. The average and best experimental cut-off 

frequencies138 were measured to be 12.5 kHz and 26 kHz, respectively. The theoretical fcut-

off is calculated based on Equation 6.2 derived by Klauk, et al for a sine wave input:110,156,157 

fcut−off =
µ

1+
µ

L
RC WCion gel(VG−Vth−

VD
2

)

VD

2πL(L+Lpara,D+Lpara,S)
         (6.2) 

 where the contact resistance RC is 10 Ω cm,81 and the parasitic ion gel overlap 

lengths with source and drain, Lpara,S and Lpara,D , are 0.6 µm measured from Figure A3.5. 

Equation 6.2 leads to fcut-off of 28 kHz, roughly consistent with the experimental results.  

 The absence of the spikes in the dynamic output supports the conclusion that the 

parasitic effect is significantly reduced. To further improve the device performance, higher 

mobilities are required and less electrochemical doping which suggests impermeable 

inorganic semiconductors would be great candidates.132,158,159 Reducing device area while 
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maintaining constant W/L would also help with both reducing parasitic capacitance and 

decreasing channel carrier travel length.110,155,160 

 
Figure 6.3. P3HT EGT dynamic performance. Resistor-loaded inverter (a) scheme and 

(b) output response curve for best device (W/L=500 µm/25 µm)  at 12.5 kHz. Typical 

devices also switch at 12.5 kHz but the output waveform is somewhat less square. 5-stage 

resistor-loaded inverter (c) scheme and (d) output response curves at 900 Hz. 

The high yields of the photolithography, inkjet and aerosol-jet printing steps 

combined with the yield of the Cu-plating process results in a total working device yield 

of 93% for the entire fabrication process (printing steps were not completed in a 

cleanroom). This yield is sufficient for building simple circuits. The scheme for a 5-stage 

inverter is shown in Figure 6.3c and the dynamic performance is evident in Figure 6.3d. 

The 900 Hz frequency is roughly consistent with expectations (2 kHz) based on the average 

performance of a single inverter.   

6.3 Conclusion: 

In conclusion, we have demonstrated here that systematic reduction of the source 

and drain contact area with the electrolyte increases the operating frequency of P3HT-
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based EGTs by 10-fold. We have accomplished this by using a backside exposure strategy 

that is also compatible with printing techniques. While 10 kHz switching frequency has 

been achieved here, simple calculations suggest that by scaling down the footprint of the 

device, 100 kHz operation should be possible. Experiments to demonstrate this are 

underway.   

See Appendix 3 for experimental details, device fabrication and characterization, 

images of raised metal electrodes patterns, backscattered electron microscopy, covered 

electrode profilometry, displacement current measurement, and log ION/IOFF calculation.  
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Chapter 7 Sub-3 V ZnO Electrolyte-Gated Transistors and 

Circuits with Screen-Printed and Photo-Crosslinked Ion 

Gel Gate Dielectrics: New Routes to Improved Performance 

This work has been accepted for publication as F. Zare Bidoky, B. Tang, R. Ma, K. S. 

Jochem, W. J. Hyun, D. Song, S. J. Koester, T. P. Lodge, and C. D. Frisbie, “Sub-3 V ZnO 

Electrolyte-Gated Transistors and Circuits with Screen-Printed and Photo-Crosslinked Ion 

Gel Gate Dielectrics: New Routes to Improved Performance”, Adv. Funct. Mater., 2019, 

1902028. Reproduced with permission from the publisher. 

7.1 Introduction 

Electrolyte-gated transistors (EGTs), including electric double layer transistors 

(EDLTs) and organic electrochemical transistors (OECTs), are being developed by a 

number of research groups for applications in sensing and printed 

electronics.8,80,91,94,99,107,161–170 Attractive features of EGTs are their very high 

transconductances and low voltage characteristics, both of which derive from the huge 

specific capacitance of the electrolyte gate dielectrics that they employ, which varies from 

~10 F/cm2 in the double layer operating regime to over 100 F/cm2 in the electrochemical 

regime.12,94,127,171–177  

Applications of EGTs, with the exception of some types of sensing, require that 

these devices be integrated into circuits and thus there must be robust approaches for 

patterning all three materials: metals, semiconductors, and the solid-state electrolyte. The 

metal and semiconductor components can be patterned easily using photolithography, but 
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the solid-state electrolytes, which are often soft gel materials, present some challenges. 

Photolithographic patterning using conventional photoresists coated on top of gel 

electrolytes can be difficult because of the softness of the gel and poor solvent 

orthogonality between the gel electrolyte and the exposed (or unexposed) resist. 

Correspondingly, non-contact, nozzle-based printing techniques such as aerosol jet or ink 

jet printing have been employed extensively in the literature to pattern gel electrolytes, but 

these printing approaches often suffer from less than desirable spatial resolution and 

thickness control.24,131 These techniques are also not standard in conventional clean rooms. 

In this work our goal was to create discrete EGT devices and circuits entirely by 

conventional photolithography178 and stenciling techniques. In parallel, we aimed to 

improve EGT switching times by minimizing parasitic capacitance effects,148–151 which we 

have shown can dominate in EGTs,138,179 and by employing high electron mobility ZnO 

semiconductor films grown by atomic layer deposition (ALD) in combination with short 

(10 m) source-drain channel lengths. This work required the synthesis of an improved 

version of a photopatternable gel electrolyte, or ion gel, that we reported previously based 

on a cross-linkable triblock copolymer and a common ionic liquid.3,180 We show here that 

these collective strategies have allowed us to fabricate photopatterned and stenciled EGT 

circuits operating with sub-3V supplies and inverter stage delays of close to 50 s. 

Importantly, analysis of these results suggests that with further optimization, particularly 

with respect to the ion gel ionic conductance, stage delays could be shortened to the order 

of 1 s, greatly expanding the spectrum of potential applications for EGT circuits.   
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7.2 Results and Discussion 

Figure 7.1 shows the screen-printing and photo-crosslinking steps that we 

employed for ion gel patterning. A silicon stencil was fabricated from a thinned silicon 

wafer as described previously by Hyun, et al.46 A custom-made stencil holder was 

fashioned from a 5-mm thick acrylic plate with an opening in the center to hold the silicon 

stencil; the holder was designed with the same dimensions as photomasks employed in a 

photolithography mask aligner. The stencil was attached to the holder and the combination 

was installed in the mask aligner in order to precisely align the stencil to the substrate 

electrode features. Upon completion of optical alignment, a controlled volume (1 mL) of 

cold ion gel ink (viscosity ~7 cP at 5 ˚C), with composition described below, was delivered 

to the surface of the stencil and a doctor blade was used to squeeze the ink through the 

stencil opening, Figure 7.1a, in a process that is thoroughly described in the Experimental 

section and in Supporting Information. After printing, the stenciled gel was crosslinked by 

exposure to 254 nm UV light for 3 min. The stencil was removed, and the aligned, 

crosslinked ion gel film on the substrate was compatible with further processing steps. This 

procedure produced ion gel films with thicknesses of 500-1000 nm and lateral dimensions 

set by the stencil as small as 10 µm, Figures 1b and 1c.  

 The ion gel ink was composed of a 1:9 weight ratio mixture of poly(styrene)-b-

poly(ethylacrylate)-b-poly(styrene) triblock copolymer (SEAS) and the ionic liquid 1-

ethyl-3-methylimidazolium bis(trifluoromethylsulfonyl)imide (EMI TFSI) in ethyl acetate 

solvent.70 Pendant photocrosslinkable azide (-N3) functional groups were installed in the 

sidegroups along the polystyrene endblocks of the SEAS polymer following previously 

reported synthesis routes, as described in Supporting Information Figures A4.1 and 
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A4.2.3,180 Figures 7.1d and 7.1e display the chemical structures of the ion gel components. 

UV exposure crosslinked the polymer, primarily within the polystyrene blocks, which tend 

to microphase separate from the polar ionic liquid and poly(ethylacrylate) blocks.71,181–183 

The extent of crosslinking increases with UV exposure time, making the gel a permanently 

crosslinked network. 180 We found 3 min exposure times produced gels with suitable 

adhesion to the substrate and excellent tolerance to Au vapor deposition without causing 

electrical shorts. 

 
Figure 7.1.  Screen-printing and UV-crosslinking of ion gel. a) A doctor blade squeezes 

the ion gel on the stencil. Then ion gel is UV-crosslinked, followed by the stencil removal. 

b) A stencil printed, UV-crosslinked ion gel on SiO2. c) Profilometry of crosslinked ion gel 

with 20% wt SEAS shows the gel is 600 nm-thick. d) SEAS-N3 polymer and e) EMIM 

TFSI ionic liquid. 
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To measure the quasi-static capacitance of the gels we constructed metal/ion 

gel/metal (MIM) capacitor structures, Figure 7.2a and 7.2b. The optical micrograph in 

Figure 2b shows that the stenciled ion gel dimensions were 30 x 200 µm2. The capacitance 

was measured by recording the displacement current as a function of voltage sweep rate, 

Figures 7.2c and 7.2d. The extracted ion gel specific capacitance of 24 µF/cm2 is 

comparable to previously reported MIM structures based on ionic liquids and gels,66 and it 

is essentially independent of applied voltage, Figure 7.2e, as expected. 

 

Figure 7.2. (a) Scheme of metal-ion gel-metal (MIM) capacitor and (b) corresponding 

optical micrograph. (c) Capacitor displacement current measurement at different voltage 

sweep rates. d) Capacitor displacement current at 0.5 V versus sweep rate; the slope gives 

the quasi-static capacitance. e) Quasi-static capacitance values for two different MIM 

devices as a function of voltage. The capacitor electrode areas are 200 µm×10 µm. 
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Figure 7.3a depicts a scheme of the top-gate EGT structure that we employed. The 

fabrication process is described in detail in the Supporting Information and illustrated in 

Figures A4.3 and A4.4. Briefly, the ZnO semiconductor film was first deposited on the 

SiO2 substrate by ALD and patterned by photolithography and HCl etching. The Au source 

and drain electrodes with Ti adhesion layers and SiO2 passivation overlayers were 

patterned by photolithography and lift-off. Importantly, the SiO2 passivation layer reduced 

the contact area of the ion gel with the source and drain electrodes, thereby reducing 

parasitic, or so-called overlap capacitance, which can increase switching times.11,19 The ion 

gel was screen-printed as described above with good alignment over the source-drain 

channel, and then another stencil was aligned to the gel and used as a mask for the vapor 

deposition of a Au top gate electrode.  

 
Figure 7.3. ZnO electrolyte-gated transistor quasi-static performance. a) The device 

schematic architecture. b) Optical image of the final EGT. c) The transfer curve for EGT 
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with W/L = 200 µm/10 µm at 500 mV/s gate voltage sweep rate and VD = 1 V. d) The 

channel-width-normalized transconductance of the device. e) The output characteristics of 

the EGT at different VG’s. 

 

 Figure 7.3b displays an optical image of a completed ZnO EGT with channel aspect 

ratio width (W)/length (L) = 200 µm/10 µm. The patterned ion gel and Au top-gate have a 

resolution of 12.5 µm. Figures 7.3c and A4.5a reveal the quasi-static drain current (ID) vs. 

gate voltage (VG) characteristics at two different drain voltage values (VD = 1 and 0.1 V, 

respectively) for a ZnO EGT with W/L = 200 µm/10 µm. The expected n-channel behavior 

is evident, and ON/OFF current ratios of >105 were achieved with positive threshold 

voltages,155 Vth  ~ 0.5 V.  

The VG dependences of the channel-width-normalized transconductance (gm/W) at 

VD = 1 and 0.1 V, respectively, for the same device are shown in Figures 7.3d and A4.5b. 

For an ideal transistor, gm/W should be independent of VG beyond threshold, but as is typical 

for EGTs,80,167,168  gm/W is peaked, as discussed further below. Maximum channel-width-

normalized transconductance (gm/W)max is the peak value of the Figure 7.3d plot. Further 

analysis is given in Figures A4.6a and A4.6b, which show plots of (gm/W)max vs VD and 

(gm/W)max vs 1/L.82,184,185 As expected according to Equation 7.1, 

𝑔𝑚 =
𝜕𝐼𝐷

𝜕𝑉𝐺
=

𝑊

𝐿
𝜇 𝐶𝐺𝑉𝐷            (7.1) 

 gm/W increases linearly with VD, Figure A4.6a, and is also linear with 1/L, Figure A4.6b. 

For an EGT with W/L = 200 µm/10 µm, (gm/W)max reaches 19 S/m at VD = 1.5 V, Figure 

A4.6a, which is ~10 times higher than the previously reported values for solution-

processed ZnO EGTs,186,187 and which compares favorably to electrolyte-gated 

polycrystalline Si thin film transistors where gm/W < 1 S m–1.[11] The high value of 
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(gm/W)max is due to a combination of the high channel charge density (~10 µC/cm2 or 1014 

carriers/cm2) and the good electron mobility of ALD ZnO, estimated below. 

The peaked gm/W vs VG behavior evident in Figures 7.3d and A4.5b suggests that 

the electron mobility is VG dependent. Estimation of the mobility requires knowledge of 

the quasi-static gate capacitance CG. We have measured the quasi-static CG using the 

displacement current method (IG-VG) that we have reported previously, Figure A4.7a,b.[43] 

The CG-VG behavior is shown in Figure A4.7c. Using Equation 1, the linear regime (small 

VD) transconductance data in Figure A4.5b, and the CG-VG behavior in Figure A4.7c, we 

have estimated the linear regime electron mobility vs VG, Figure A4.7c. The mobility is 

indeed VG dependent and ranges from ~2-9 cm2/Vs. This compares favorably with our 

previous report of electron mobility in EGTs with solution processed ZnO (~1 cm2/Vs).186 

However, this result also emphasizes a typical complication for thin film EGTs, namely 

that there isn’t a single mobility value that captures the behavior of the device.  

 Figure A4.7c also shows very plainly why gm/W vs VG is peaked. The 

transconductance is directly proportional to both CG and , Equation 7.1, which have 

opposite trends with VG. Much more work is needed to fully understand the underlying 

causes of these trends, though we note that the decrease of  with VG may well be related 

to ion-induced disorder at the ZnO/electrolyte interface.128   

Figure 7.3e displays the output characteristics (ID-VD) of the ZnO EGT, which 

follow the expected square law dependence on VG. The linearity of the ID-VD traces near 

VD=0 suggest that contact effects are minimal.110,157,188,189 

Figures 7.4a and b display a scheme and optical micrograph of a ZnO EGT-based 

inverter. The load transistor is biased with an internal feedback loop as depicted in Figure 
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4a, in which the output voltage (Vout) is connected to the load transistor gate terminal. The 

quasi-static performance of the 200 µm/10 µm EGT inverter (Vout vs Vin) is shown in Figure 

7.4c at VDD = 3V and a sweep rate of 500 mV/s.  The inverter curve has a sharp step with 

corresponding gain, dVout/dVin > 20, as shown in Figure 7.4d.103,190,191 The high gain of 

these ZnO EGT-based inverters underscores their potential for further applications in low 

voltage bio-sensing, for example, where sensitivity is determined by inverter gain.5,191,192 

The gain dependence on drain voltage, VD is displayed in Figure 7.4e. Higher operating 

voltage also leads to higher gain for ZnO EGT-based inverters, as expected. 

The dynamic performance of the inverter was initially investigated using a square 

wave input. Typical devices reveal an ideal dynamic response up to 2.5 kHz, as depicted 

in Figure 4f. 124,185,193–195 We have estimated stage delays by measuring the time between 

the input falling edge (time = 0) and the point where Vout = VSS or VDD. The stage delay is 

plotted as a function of device size (channel length L) for a constant W/L aspect ratio of 20 

in Figure A4.6c. The trend clearly reveals that smaller device footprint leads to smaller 

delays, as expected. A stage delay of ~60 µs was achieved for the smallest channels. 
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Figure 7.4. Inverter performance with internal loop feedback. a) Scheme of the inverter 

and b) the optical microscope image. The inverter c) quasi-static output vs. input and d) 

gain measurement at 500 mV/s sweep rate and VD = 3 V. e) The inverter gain dependence 

on applied bias voltage (VD). f) The dynamic performance of the inverter with W/L = 200 

µm/10 µm at 2.5 kHz and VD = 3 V. 

 

A better assessment of dynamic performance is obtained by examining ring 

oscillators based on the smallest ZnO EGT inverters with W/L = 200µm/10µm. Figures 

7.5a and 5b display an optical micrograph and scheme of a 5-stage ring oscillator with an 

inverter buffer. The responses at different VD and VBias values are plotted in Figures 5c and 

5d. The maximum observed oscillation frequency, fosc, is 1.9 kHz with VD = 3 V and VBias 

= 2.75 V.105,124,186,193,195–199 Considering the 5-stage ring oscillator rule, the stage delay is 

50 µs, which is consistent with the data obtained from the discrete inverter dynamic 

response.  
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Figure 7.5. Low-voltage, five-stage ring oscillator. a) Optical image of EGT layout on 

SiO2/Si. b) Circuit diagram. c) Output characteristics of a typical ring oscillator with 

oscillation frequency as high as 1,300 Hz. d) Frequency and output range of the ring 

oscillator as a function of drain voltage, VD. Transistor dimensions: W/L = 200 µm /10 µm. 

For an ideal device, the theoretical cut-off frequency, fcut-off, can be calculated 

according to Equation 7.2:110,157 

 𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ≈
𝜇VD

2πL2                            (7.2) 

yielding an estimate of ~1 MHz for L = 10 µm and  ~5 cm2/Vs, which is clearly far higher 

than the ~20 kHz (50 µs) dynamic behavior we observe. We have shown previously that 

parasitic gate-source capacitance can dramatically increase delay times in EGTs,138,179 and 

consequently we undertook AC impedance measurements on a typical ZnO EGT with W/L 

= 400 µm/20 µm, Figure 7.6, to assess dynamic capacitance.  Figure 7.6a shows the CG-VG 

relationship at frequencies ranging from 10-50 kHz, and the inset indicates the 

measurement scheme in which the two terminals for the measurement are the gate contact 

and the source/drain electrode pair. As VG sweeps positively the channel opens and CG 

increases from ~25 pF to 60 pF at 10 kHz (25 pF is the capacitance floor associated with 

residual parasitic or ‘overlap’ capacitance in the device). An increase in CG is expected as 

the ZnO channel becomes conductive above the threshold voltage, which increases the 
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effective capacitor area. The smaller CG values at higher frequencies are a reflection of the 

inherent capacitance dispersion of electrolytes. That is, there is not a single number for 

capacitance for electrolytes in contact with semiconductors; the capacitance is a function 

of both time and voltage. 

 
Figure 7.6. ZnO EGT impedance measurements. a) Dynamic capacitance vs. VG 

relationship at different frequencies for a device with W/L = 400 µm/20 µm. For these 

measurements, the source and drain electrodes were shorted together; the second contact 

was the gate electrode. b) The device resistance vs VG at 1 kHz measured simultaneously 

with the C-VG relationship in a). The plateau value positive VG is taken to be the parasitic 

series resistance Rp associated with the ion gel. c) The proposed equivalent circuit for a 

ZnO EGT indicating parasitic resistance and capacitance. 

 

Critically, in addition to providing CG, the impedance spectroscopy measurements 

also provide a measurement of the ion gel (ionic) resistance. 200,201 The gel has resistance 

because ions in the electrolyte have to move to charge/discharge the double layers when 

VG changes. We term the gel resistance a series parasitic resistance RP. Figure 7.6b displays 

total gate resistance RG vs VG. As VG sweeps positive, the resistance decreases because RG 

includes the sheet resistance of the ZnO channel. However, upon crossing the threshold 

voltage, RG plateaus; we take the plateau value to be RP, the parasitic resistance of the ion 

gel film. The key point is that RP is enormous, on the order of 0.6-0.7 MΩ.  

 These impedance measurements thus provide a clear explanation for the 

discrepancy between delay times we measure (~50 µs) and what we might expect for an 

ideal device (~ 1 µs) based on Equation 2. The ion gel resistance RP between the gate 
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contact and the channel, Figure 7.6b, is large. That is, polarization of the gate involves 

sluggish ion motion which dominates the dynamic performance of the device. The product 

RpCG can provide a rough estimate of the stage delay time. Taking RP = 0.7 MΩ and CG = 

50 pF, we obtain RpCG = 35 µs, very close to the 50 µs delay time we measure. This RpCG 

calculation yields an expected delay 35 times greater than the ideal Equation 2 calculation. 

The implication is clear: our EGT inverters and ring oscillators are largely limited by the 

parasitic series (ionic) resistance of the cross-linked ion gel and not by the ZnO channel 

resistance. In order to shorten delay times, the ionic conductance of the photo-crosslinked 

ion gel films must be dramatically improved. We note in this respect that the photo-

crosslinked ion gel we employed here offers processing advantages because it can be 

photopatterned and it is stiff enough to enable subsequent vapor deposition of a metallic 

gate, but its ionic resistance is far higher (>80x) than other formulations of the ion gel that 

we have reported previously.3 Thus, there are significant prospects for further increases in 

EGT switching speeds with further optimization of the ion gel. 

 We also note that in our prior work we have emphasized the important role of 

parasitic parallel capacitance in EGTs due to electrolyte overlap with the source and drain 

electrodes, Figure 6c.[33,34] Parasitic capacitance continues to be an important speed 

limiting factor for EGTs (though we have taken steps to minimize it here), but our current 

work now highlights the critical role of an additional factor, namely parasitic series 

resistance. Despite these limitations, we have achieved state-of-the-art switching times for 

EGTs using a clean-room compatible fabrication process. Future work will focus on 

developing new ion gel materials and patterning methods to minimize all parasitic effects 

that limit EGT performance.  
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7.3 Conclusion 

Photopatterned ion gel-based transistors have been successfully fabricated using a photo-

crosslinkable ion gel. Advantages of the ion gel formulation are that it permits fine feature 

sizes fabricated using clean-room compatible techniques, and that it is compatible with 

thermal evaporation of metal gate electrodes; a disadvantage is the relatively high ionic 

resistance. ZnO-based EGTs and inverters fabricated with the gel operate at supply 

voltages < 3V and exhibit high gain (>20), channel-width-normalized maximum 

transconductances (20 S m–1), and short 50 µs delay times, respectively, which pave the 

way toward new applications of EGTs. We have also shown that ion gel resistivity 

(parasitic resistance) along with parasitic capacitance are important to EGT dynamic 

performance. These considerations are central to ongoing efforts to improve the dynamic 

performance of low voltage EGTs for a variety of applications. 174,202 

7.4 Experimental Section  

Photo-Patternable Ion Gel, Synthesis and Preparation: Poly[(styrene-r-

vinylbenzyl azide)-b-poly(ethyl acrylate)-b-poly(styrene-r-vinylbenzyl azide)] (SEAS-

N3) was synthesized via reversible addition−fragmentation chain transfer (RAFT) 

polymerization and a post polymerization reaction.203 The detailed synthetic procedures 

have been described in a previous report.180 The ionic liquid, 1-ethyl-3-methylimidazolium 

bis(trifluoromethylsulfonyl)imide [EMI][TFSI], was purchased from Sigma Aldrich. The 

SEAS-N3 ion gel films were prepared using screen-printing from an ink solution prepared 

by co-dissolving SEAS-N3 and [EMI][TFSI] in ethyl acetate at a 1:9:10 ratio (w/w/w). The 

ion gel ink was kept in a –20 ºC freezer before printing. More details about this process are 

available in Supporting Information. 



63 
 

Si Stencil Fabrication: A 4-in. silicon wafer with a thickness of 525 (±25) µm was 

submerged in a potassium hydroxide (KOH) bath (30 wt% KOH in deionized water) at 90 

°C for 105 min to reduce the thickness to ~100 µm, rinsed with deionized water, and dried. 

The wafer was prebaked at 200 °C for 5 min, vapor-coated with hexamethyldisilazane for 

15 min, and spin-coated with photoresist (AZ9260) at 300 rpm for 10 s and at 3500 rpm 

for 60 s, sequentially. After soft-baking at 110 °C for 165 s, the photoresist was exposed 

to UV light through the photomask using a standard mask aligner (MA6, Karl Suss). 

Subsequently, the wafer was immersed for 1 min in a developer solution AZ400K and 

deionized water (1:3.5 v/v) and then rinsed with deionized water. This process was repeated 

3 times and then the wafer was dried. The thinned wafer was bonded to a dummy wafer of 

standard thickness for support. First, the dummy wafer was spin-coated with Shipley S1813 

photoresist at 3000 rpm, and then the thinned silicon wafer was bonded to it by heating the 

assembly to 105 ºC for 1 min. The dual wafer assembly was then etched by reactive ion 

etching (SLR-770, Plasma-Therm) for 200 Bosch cycles (~45 min). This process opened 

up the desired windows in the thinned wafer. After etching, the assembly was rinsed with 

acetone, ethanol, isopropanol, and deionized water to remove the photoresist. The dummy 

wafer was detached simultaneously with photoresist removal by gentle leveraging at the 

edges with a razor blade. 

Device Fabrication: The detailed fabrication process is discussed in Supporting 

Information and Figure SI7. Briefly, ZnO was deposited using an ALD system (Savannah 

Series, Cambridge Nano Tech) with diethylzinc (DEZ) and water vapor as precursors. The 

ZnO film was annealed in a rapid thermal annealer (RTP-600S, Modular Process 

Technology): the first anneal at 300 ºC in N2 lasted 15 min. The second anneal followed at 
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400 ºC in O2 for another 15 min. The ZnO was then patterned with standard 

photolithographic procedures. HCl was used to wet etch ZnO. Standard lithography 

processes using Shipley S1813 resist were used to make the source and drain electrodes. 

An e-beam thermal evaporator (Temescal) was used for metal deposition. SiO2 over the 

electrodes was e-beam deposited (Varian 3118). Acetone and isopropanol (50:50 v/v) were 

used for the overnight lift-off process. The same aligner used for photolithography (Karl 

Suss MA6) was used to align the silicon stencil. UV cross-linking of the ion gel on a 

selected area was conducted using a FBUVL-80 hand-held UV lamp (Spectroline™, 

intensity = 470-500μW/cm2 at 254 nm).    

Materials and Film Characterization: The thicknesses of ZnO and ion gel films 

were measured by a Gaertner Ellipsometer and KLA-Tencor P-16 surface profiler, 

respectively.  

Electrical Characterization: Current−voltage (I−V) and capacitance-voltage 

(C−V) characteristics of transistors were collected using Keithley 237 and 2612B 

sourcemeters and an Agilent B1500A semiconductor parameter analyzer (Cs-Rs 

configuration) in combination with a motorized probe station in a N2-filled glovebox and 

a Desert Cryogenics (Lakeshore CPX-VF) vacuum probe station, respectively. A Keithley 

6517 electrometer was used to measure the inverter static output voltage. An Agilent 

33500B waveform generator generated the input signal for inverters and a Tektronix 

TDS1002B digital oscilloscope was used to measure dynamic output voltage. All 

measurements were performed in inert atmosphere. The ZnO EGTs are electrochemically 

stable up to 3V. 
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Supporting Information. Supporting Information is available on Appendix 4 and 

from the Wiley Online Library or from the author. 
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Chapter 8 Ongoing Research and Future Work 

8.1. 10 MHz class printed ion gel-base thin film transistors: Sub-3 V ZnO Electrolyte-

Gated Transistors and Circuits with Improved Performance  

A combination of best available structure and materials for electrolyte-gated 

transistor is shown. The ALD-grown ZnO film with thermally evaporated Au electrodes 

and SiO2 passivation layer in combination with sequentially aerosol-jet printed ion gel and 

PEDOT:PSS leads to fast, high performance electrolyte-gated transistors. The resulting n-

type ZnO EGTs display high electron mobility (9 cm2/Vs) and ON/OFF current ratios 

(106). Further, EGT-based inverters exhibit static gains > 70 at supply voltages below 3 V, 

and five‐stage EGT ring oscillator circuits display dynamic propagation delays of 0.12 

µs/stage. In general, the aerosol-jet printing of ion gel and high quality ZnO semiconductor 

enabled circuits with improved sensitivity (gain) and computational power (gain × 

oscillating frequency).  

8.1.1 Introduction: 

Electrolyte-gated transistors (EGTs), including electric double layer transistors 

(EDLTs) and organic electrochemical transistors (OECTs), are being developed by a 

number of research groups for applications in bio- and printed electronics.1,79,80,99,107,162–

170,204,205 Attractive features of EGTs are their very high transconductances and low voltage 

characteristics, both of which derive from the huge specific capacitance of the electrolyte 

gate dielectrics that they employ, which varies from ~10 F/cm2 in the double layer 

operating regime to over 100 F/cm2 in the electrochemical regime.1,12,127,171–177  
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Applications of EGTs, require that these devices be integrated into circuits and thus 

they must have high speed response as well high transconductance.202 Previously, it has 

been shown that the quasi-static qualities of EGTs can be improved by replacing organic 

semiconductor to high quality inorganic semiconductor. It has been shown that for the 

EGTs with high mobility the signal can path the micron size channel length in the order of 

µs. It has been also shown that the electrolyte can have the switching time (RC) in the order 

of tens of µs. We have showed previously that parasitic effects including series resistance 

and parallel capacitance can limit the device performance. The combination of highly ionic 

conductive and high mobility semiconductor in an optimized device architecture has not 

been reported, yet. 

In this work our goal was to create discrete EGT devices and circuits by hybrid 

fabrication in order to have the best operating EGTs. In parallel, we aimed to improve EGT 

switching times by minimizing parasitic effects,148–151 and by employing high electron 

mobility ZnO semiconductor films grown by atomic layer deposition (ALD) in 

combination with short (10 m) source-drain channel lengths. In this work, we applied the 

previously optimized ion gel with high ionic conductivity.3,73 We show here that these 

collective strategies have allowed us to fabricate high performance EGT circuits operating 

with sub-3V supplies and inverter stage delays of close to 0.1 s. Importantly, we were 

able to MHz operation of 5-sage ring oscillators and show how the device performance 

scales with device geometry.   

8.1.2 Results and Discussion: 

Figure 8.1 shows hybrid fabrication of the ZnO EGTs. The ZnO film was grown 

by ALD and patterned by photolithography and wet etching. The electrodes and passivation 
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layers were deposited and patterned by e-beam evaporation and lift-off. The ion gel and 

gel layer were aerosol-jet printed.The ion gel ink was composed of a 1:9:90 weight ratio 

mixture of poly(styrene)-poly(ethylacrylate)-poly(styrene) triblock copolymer (SEAS) and 

the ionic liquid 1-ethyl-3-methylimidazolium bis(trifluoromethylsulfonyl)imide (EMI 

TFSI) in ethyl acetate solvent.70 Figures 8.1.2 d and e display the chemical structures of 

the ion gel components. The capacitance of the ion gel was measured by shorting the source 

and drain through both displacement current and impedance measurements. 

 

Figure 8.1.1. The hybrid fabrication of ZnO EGTs. a) the scheme of ZnO EGT cross-

section. b) The ALD-grown ZnO, followed by e-beam thermally deposited electrodes 

which are passivated by SiO2. There is additional layer of SiO2 as a support to ion gel. All 

of these layers are deposited and patterned through conventional microfabrication methods 

in cleanroom. c) Ion gel and d) PEDOT:PSS are deposited by AJP to complete the device. 

Figure 8.1.1a depicts a scheme of the top-gate EGT structure that we employed. 

Briefly, the ZnO semiconductor film was first deposited on the SiO2 substrate by atomic 
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layer deposition (ALD) and patterned by photolithography and HCl etching. The Au source 

and drain electrodes with Ti adhesion layers and SiO2 passivation overlayers were 

patterned by photolithography and lift-off. Importantly, the SiO2 passivation layer reduces 

the contact area of the ion gel with the source and drain electrodes, thereby reducing 

parasitic, or so-called overlap capacitance, which can increase switching times.11,179 The 

ion gel and PEDOT:PSS films were deposited with 10 µm resolution with aerosol-jet 

printer.  

Figure 8.1.1d displays an optical image of a completed ZnO EGT with channel 

aspect ratio width (W)/length (L) = 600 µm/30 µm. Figure 8.2a and b reveal the quasi-static 

drain current (ID) vs. gate voltage (VG) characteristics at two different drain voltage values 

(VD = 1 and 0.1 V, respectively) for a ZnO EGT with W/L = 200 µm/10 µm. Figure 2d 

further explores the robustness and sweep rate independence of ZnO EGTs over the time.  

ON/OFF current ratios of ~106 were achieved with positive threshold voltages,155 Vth  ~ 

0.75 V. The estimated average electron mobility µ is 10 cm2/Vs,206 according to the 

standard linear regime relation for the transconductance g, Equation 9.1:82,185 

𝑔 =
𝜕𝐼𝐷

𝜕𝑉𝐺
=

𝑊

𝐿
𝜇 𝐶𝐺𝑉𝐷         (8.1.1) 

This extracted high µ is due to the high quality of ALD-deposited and annealed ZnO.207 
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Figure 8.1.2. Quasi-static performance of ZnO EGT and Inverter. Transfer curves at VD = 

a) 0.1 V and b) 1.0 V  and c) the output characteristic for W/L = 200 µm/10 µm. d) the 

stability of ZnO EGT for W/L = 400 µm/20 µm  after 4 hrs of 2V square-wave input at VG. 

e) Inverter step and f) inverter gain for the configuration of inverter used in chapter 7 with 

internal feedback loop. 

Figure 8.1.2c displays the output characteristics (ID-VD) of the ZnO EGT which 

follow the expected square law dependence on VG. The linearity of the ID-VD traces near 

VD=0 suggest that contact effects are minimal.85,110,189 

Figures 8.2e and f display a ZnO EGT-based inverter performance. The load 

transistor is biased with an internal feedback loop as depicted in Figure 7.4a, in which the 

output voltage (Vout) is connected to the load transistor gate terminal. The quasi-static 

performance of the 200 µm/10 µm EGT inverter (Vout vs Vin) is shown in Figure 8.2 e at 

VDD = 2V and a sweep rate of 500 mV/s.  The inverter curve has a sharp step with 

corresponding gain, dVout/dVin > 60 as shown in Figure 8.1.2f.103,190,191 The high gain of 
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these ZnO EGT-based inverters underscores their potential for further applications in low 

voltage bio-sensing, for example, where sensitivity is determined by inverter gain.83,192,194  

The dynamic performance of the inverter was initially investigated using a square 

wave input. A typical device with W/L = 200/10 reveal an ideal dynamic response up to 

300 kHz, as depicted in Figure 8.1.3. 10,86,124,195,196  

 

Figure 8.1.3. Inverter dynamic performance. a) 300 kHz and b) 500 kHz square-wave input 

for W/L = 200 µm/10 µm ZnO EGTs. For b) the different oscillation time constants are 

observed. A potential reason for these oscillations is ion gel RC time constant. 

A better assessment of dynamic performance is obtained by examining ring 

oscillators based on the smallest ZnO EGT inverters with W/L = 200 m/2.5 m. Figure 

8.4a display an optical micrograph a 5-stage ring oscillator with an inverter buffer. The 

maximum observed oscillation frequency, fosc, is 1.72 MHz with VD = 3 V and VBias = 1.5 

V.10,86,105,124,195,198,199,208 Considering the 5-stage ring oscillator rule, the stage delay is 0.12 

µs, which is consistent with the data obtained from the discrete inverter dynamic response.  

For an ideal device, the theoretical cut-off frequency, fcut-off, can be calculated 

according to Equation 2:85,110 

 𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ≈
𝜇VD

2πL2                                    (8.1.2) 



72 
 

yielding an estimate of ~15 MHz for L = 2.5 m, which is close to 8 MHz (0.125 s) 

dynamic behavior we observe. We have shown previously that parasitic gate-source 

capacitance and series resistance can be the problems in EGTs that can dramatically 

increase delay times,11,179 and consequently we minimized the parasitic effects in the EGT 

design in this chapter.  

 

Figure 8.1.4. Ring oscillator performance. a) The optical image of the 5 stage ring 

oscillator with an inverter buffer. b) The inverter output for W/L = 200 µm/2.5 µm ZnO 

EGTs at VD = 3V and VBias = 1.5 V. 

 

8.1.3 Conclusion: 

In conclusion, maximized ionic conductivity ion gel with minimized parasitic 

effects enabled us fabrication of 10 MHz class ZnO EGTs. These considerations are central 

to ongoing efforts on low voltage EGTs for a variety of applications. 
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8.1.4 Experimental Section: 

 Device Fabrication: ZnO was deposited using an ALD system (Savannah Series, 

Cambridge Nano Tech) with diethylzinc (DEZ) and water vapor as precursors. The ZnO 

film was annealed in a rapid thermal annealer (RTP-600S, Modular Process Technology): 

the first anneal at 300 ˚C in N2 lasted 15 min. The second anneal followed at 400 ˚C in O2 

for another 15 min. The ZnO was then patterned with standard photolithographic 

procedures. HCl was used to wet etch ZnO. Standard lithography processes using Shipley 

S1813 resist were used to make the source and drain electordes. An e-beam thermal 

evaporator (Temescal) was used for metal deposition. SiO2 over the electrodes was e-beam 

deposited (Varian 3118). Acetone and isopropanol (50:50 V/V) were used for the overnight 

lift-off process. The ion gel and PEDOT:PSS were aerosol-jet printed (AJ 100, Optomec 

Inc.) with sheath/carrier flow rates of 25 sccm/8 sccm and 18 sccm/12 sccm with 100 µm 

nozzle and 0.25 and 0.36 power, respectively. 

 Materials and Film Characterization: The thickness of ZnO was measured by a 

Gaertner Ellipsometer.  

 Electrical Characterization: Current−voltage (I−V) and capacitance-voltage 

(C−V) characteristics of transistors were collected using Keithley 237 and 2612B 

sourcemeters in combination with a motorized probe station in a N2-filled glovebox. A 

Keithley 6517 electrometer was used to measure the inverter static output voltage. An 

Agilent 33500B waveform generator generated the input signal for inverters and a 

Tektronix TDS1002B digital oscilloscope was used to measure dynamic output voltage. 

All measurements were performed in inert atmosphere. 
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8.2 Electrolyte-gating mechanism study on 2D-MoS2 EGTs1 

 2D materials such as MoS2 and graphene have drawn attention due to their great 

electrical properties including high charge carrier mobility. We fabricated and 

characterized single-layer and multi-layer MoS2 EGTs to further study EGT performance 

including the dynamic performance and its effect on the semiconductor channel stabilities. 

 

Figure 8.2.1. The experimental plan for investigating the effect of ions bombardment the 

semiconductor surface. a) MoS2 EGT and b) MoS2 EGT with BN barrier as an ion-

impermeable layer between semiconductor and ion gel are displayed. 

 

We have observed that single-layer MoS2 is not very stable and is especially 

vulnerable to a square-wave input. One possible reason is ion bombardment or heating of 

the MoS2 single layer. To investigate this hypothesis, one solution is to put an ion-

impermeable layer such BN on the channel and study the EDL formation effect on the 

semiconductor channel. Figure 8.2. shows the suggested device architecture for this 

experiment.  

                                                 
1 In collaboration with Yan Wang. 
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8.3 Stencil-assisted, spray-coated fast EGTs 

 In chapter 8.1, fastest EGTs were fabricated by aerosol-jet printing (AJP) of ion gel 

and PEDOT:PSS. It was shown that the gel RC time constant and semiconductor quality 

(mobility) constant limit the dynamic performance of the EGTs. Achieving a better 

semiconductor mobility requires smaller gel RC time constants to further improve the 

EGTs’ dynamic performance. Therefore, the ion gel capacitance and ionic resistance must 

be reduced. Further improvements are achieved by having a more conductive gate, 

Equation 8.3.1. 

RGel CGel = ρLCspecific            (8.2.1) 

 Where ρ is the gel ionic conductivity, L is the ion gel thickness, and Cspecific is the 

gel specific capacitance. Considering ρ and Cspecific are already optimized [boxin paper], L 

is the only fabrication parameter left to be optimized. 

 Figure 2.6. displays the nozzle for the AJP. The carrier gas delivers the aerosol to 

the nozzle and the aerosol is then focused on the substrate by the sheath gas flow. These 

flows and their effects on the aerosol particle impacts upon the deposition on the substrate 

were studied by Ethan B. Secor. 

Figure 8.3.1 shows ion gel confocal microscopy before and after PEDOT:PSS was 

printed on top of it. Since the aerosols have momentum when hitting the substrate, they 

deform the ion gel, especially on the heated aerosol-jet printer stage.[ethan secor papers] 

While the deformation of the ion gel helps achieve the final thin ion gel layer on the device, 

it limits the reproducible final ion gel thickness to ~3 µm. 
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Figure 8.3.1. The confocal microscopy of the ion gel deformation. a) confocal image of 

ion gel with AJP printed PEDOT:PSS on top. The height analysis along the line A-A is 

give in b). The red arrows in b) represents the edges of the printed PEDOT:PSS. c) Ion 

gel as printed by AJP.  

In order to have faster EGTs, a thinner ion gel is needed. One potential fabrication 

method is the combination of the aligned stencil used in chapter 8 and spray coating for the 

gel and PEDOT:PSS deposition. A second stencil is used for the Au deposition as a second 

piece of the gate electrode and interconnect. Figure 8.3.2 shows the stencil assisted delivery 

of ion gel, PEDOT:PSS, and Au. The previous layers are prepared as chapter 7. 

The benefits of this fabrication method are better alignment than AJP, less particle 

impact, thinner ion gel layer, higher resolution, and having a 2-component gate with better 

conductivity in comparison to PEDOT:PSS and higher gating power in comparison to Au. 

The first gate layer is PEDOT:PSS at the interface of the ion gel with electrochemical 

doping capacitance of 100 µF/cm2 whereas the second layer is Au with higher conductance. 

The goal of this fabrication is to minimize gate resistance. If a 500 nm-thick layer of ion 

gel is accessible, a 5-fold increase in the EGT dynamic performance is achievable. 
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Figure 8.3.2. Hybrid gate fabrication with minimized ion gel thickness. a) the substrate is 

fabricated as the procedure mentioned in Chapter 7. b) a silicon-stencil is aligned with the 

aligner as described in Chapter 7. c)  ion gel and d) PEDOT:PSS are sprayed on top of 

the stencil and substrate assembly. e) the stencil is removed. f) second silicon-stencil with 

the interconnect pattern is aligned and attached to the substrate. g) the whole assembly of 

stencil and substrate is put in the e-beam thermal Au evaporator. h) the stencil is 

removed, and the final structure is shown. 
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8.4 New designs for SCALE-processed EGTs2 

 As was discussed in section 8.3, AJP limits the thickness of the ion gel. Moving 

from AJP to another nozzle-based and more commonly used printing method (inkjet 

printing) is another option. The ink drops deposited by an inkjet printer are softer and have 

less impact which helps create thinner layers of printed ion gel film. In other to improve 

the resolution and alignment, a patented technique has been developed in Frisbie and 

Francis groups which is known as SCALE (Self-aligned, Capillarity- Assisted, 

Lithography for Electronics).18,19,51,65,146,209–213 SCALE is discussed in Chapter 6. Briefly, 

SCALE is inkjet printing on a prepatterned substrate where the ink droplets are delivered 

to reservoirs and are confined by capillary channels connected to them. Despite all the 

improvements in SCALE, especially in quasi-static performance, fabrication of a fast 

SCALE EGT is a question. Here, two different strategies for having top-gated SCALE 

EGTs are provided. The current main challenge that needs to be addressed is capillarity 

flow of ion gel on the semiconductor and gate on the ion gel. 

8.4.1 Hydrophilic ion gel and ZnO semiconductor 

 All the SCALE EGTs reported are based on the P3HT which makes a very 

hydrophobic surface. Having ion gel flowing on top of the P3HT requires tall walls of ~10 

µm. Changing the P3HT to a semiconductor such as ZnO can help with the flow of ion gel 

which results in shorter ion gel walls and reduced final thickness. In order to use a ZnO 

layer in SCALE, a through study of electrode and substrate thermal stability is required as 

the ZnO annealing temperature is 300 °C. 

                                                 
2 In collaboration with Motao Cao and Venkatesh Paidi. 
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 To further assist with capillarity flow, the ionic liquid can be changed to a more 

hydrophilic one.214 The hydrophilic ion gel not only can help with flow on top of ZnO but 

also can help with PEDOT:PSS flow on top of the ion gel. 

 If all the above-mentioned experiments are successful, the SCALE EGT design 

used in reference [210] is able to deliver kHz performance.210 

8.3.2 Co-center reservoir design for semiconductor/ion gel/gate 

  

 

Figure 8.4.1. Top-gated SCALE EGT. a) The top view, b) the cross-section, and c) 3D 

scheme of printing of top-gated SCALE EGT. The same reservoir is used for P3HT, ion 

gel, and PEDOT:PSS. 

In the previous chapter, the difficulty of having all the ink layers flowing on top of 

each other was mentioned. Another possible solution is to minimize the traveled length for 

the semiconductor, ion gel, and gate layers. Using a co-center design as shown in Figure 

8.3.4 can help minimize the travel length and parasitic capacitance simultaneously. If an 

ion-impermeable semiconductor is used for this design, even a lower parasitic is expected. 
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Since the electrodes’ widths in the functional area can be as small as 500 nm [Woo Jin and 

Fazel Scale], the limiting factor is the length of the electrode in the functional area. The 

functional area is determined by the minimum size of the droplets and delivery accuracy 

of the inkjet which is currently a diameter of ~200 µm. A more precise inkjet printer or ink 

delivery method is required for frequencies higher than 20 kHz. 

8.5 CMOS EGTs3 

Complementary metal oxide semiconductors (CMOS) based circuits have less 

power consumption and higher gain in theory. In order to have the CMOS EGT library 

complete, a p-type metal oxide semiconductor (PMOS) working with ion gel is required. 

However, PMOS options are very limited and their electrical properties are not as good as 

n-type metal oxide semiconductors. The most common PMOS is based on Cu2O. 

Commercial inks for CuO are available through NovaCentrix with reported TFT mobility 

of 0.4 cm2/Vs.215 

                                                 
3 In collaboration with Jacob Dalhoff 
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Figure 8.5.1. The CMOS EGTs. The metal oxide films where printed and annealed prior 

to electrode deposition. The ion gel and PEDOT:PSS gate are deposited by AJP. 

 Figure 8.5.1 suggests a device fabrication strategy for CMOS EGTs where the 

parasitic capacitance is reduced dramatically. The NMOS EGTs such as ZnO and In2O3 

with mobilities of ~ 2-10 cm2/Vs were reported, previously.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



82 
 

Bibliography 

(1)  Kim, S. H.; Hong, K.; Xie, W.; Lee, K. H.; Zhang, S.; Lodge, T. P.; Frisbie, C. D. 

Electrolyte-Gated Transistors for Organic and Printed Electronics. Adv. Mater. 

2013, 25 (13), 1822–1846. 

(2)  Cho, J. H.; Lee, J.; Xia, Y.; Kim, B.; He, Y.; Renn, M. J.; Lodge, T. P.; Frisbie, C. 

D. Printable Ion-Gel Gate Dielectrics for Low-Voltage Polymer Thin-Film 

Transistors on Plastic. Nat. Mater. 2008, 7 (11), 900–906. 

(3)  Tang, B.; White, S. P.; Frisbie, C. D.; Lodge, T. P. Synergistic Increase in Ionic 

Conductivity and Modulus of Triblock Copolymer Ion Gels. Macromolecules 

2015, 48 (14), 4942–4950. 

(4)  White, S. P.; Dorfman, K. D.; Frisbie, C. D. Label-Free DNA Sensing Platform 

with Low-Voltage Electrolyte-Gated Transistors. Anal. Chem. 2015, 87 (3), 1861–

1866. 

(5)  White, S. P.; Sreevatsan, S.; Frisbie, C. D.; Dorfman, K. D. Rapid, Selective, 

Label-Free Aptameric Capture and Detection of Ricin in Potable Liquids Using a 

Printed Floating Gate Transistor. ACS Sensors 2016, 1 (10), 1213–1216. 

(6)  Kim, S. H.; Hong, K.; Lee, K. H.; Frisbie, C. D. Performance and Stability of 

Aerosol-Jet-Printed Electrolyte-Gated Transistors Based on Poly(3-

Hexylthiophene). ACS Appl. Mater. Interfaces 2013, 5 (14), 6580–6585. 

(7)  Braga, D.; Erickson, N. C.; Renn, M. J.; Holmes, R. J.; Frisbie, C. D. High-

Transconductance Organic Thin-Film Electrochemical Transistors for Driving 

Low-Voltage Red-Green-Blue Active Matrix Organic Light-Emitting Devices. 

Adv. Funct. Mater. 2012, 22 (8), 1623–1631. 

(8)  Rivnay, J.; Inal, S.; Salleo, A.; Owens, R. M.; Berggren, M.; Malliaras, G. G. 

Organic Electrochemical Transistors. Nat. Rev. Mater. 2018, 3, 17086. 

(9)  Thomas, M. S.; White, S. P.; Dorfman, K. D.; Frisbie, C. D. Interfacial Charge 

Contributions to Chemical Sensing by Electrolyte-Gated Transistors with Floating 

Gates. J. Phys. Chem. Lett. 2018, 9 (6), 1335–1339. 

(10)  Xia, Y.; Zhang, W.; Ha, M.; Cho, J. H.; Renn, M. J.; Kim, C. H.; Frisbie, C. D. 

Printed Sub-2 V Gel-Electrolyte-Gated Polymer Transistors and Circuits. Adv. 

Funct. Mater. 2010, 20 (4), 587–594. 

(11)  Zare Bidoky, F.; Frisbie, C. D. Parasitic Capacitance Effect on Dynamic 

Performance of Aerosol-Jet-Printed Sub 2 V Poly(3-Hexylthiophene) Electrolyte-

Gated Transistors. ACS Appl. Mater. Interfaces 2016, 8 (40), 27012–27017. 

(12)  Chang, J. S.; Facchetti, A. F.; Reuss, R. A Circuits and Systems Perspective of 

Organic/Printed Electronics: Review, Challenges, and Contemporary and 

Emerging Design Approaches. IEEE J. Emerg. Sel. Top. Circuits Syst. 2017, 7 (1), 



83 
 

7–26. 

(13)  Rogers, J. A.; Bao, Z. Printed Plastic Electronics and Paperlike Displays. J. Polym. 

Sci. Part A Polym. Chem. 2002, 40 (20), 3327–3334. 

(14)  Khan, S.; Lorenzelli, L.; Dahiya, R. S. Technologies for Printing Sensors and 

Electronics over Large Flexible Substrates: A Review. IEEE Sens. J. 2015, 15 (6), 

3164–3185. 

(15)  Sedra, A. S.; Smith, K. C. Microelectronics Circuits; Oxford University Press, 

2004. 

(16)  Crispin, X.; Jakobsson, F. L. E.; Crispin, A.; Grim, P. C. M.; Andersson, P.; 

Volodin, A.; Haesendonck, C. Van; Auweraer, M. Van Der; Salaneck, W. R.; 

Berggren, M. The Origin of the High Conductivity of ( PEDOT-PSS ) Plastic 

Electrodes. Chem. Mater. 2006, No. 18, 4354–4360. 

(17)  Walker, S. B.; Lewis, J. A. Reactive Silver Inks for Patterning High-Conductivity 

Features at Mild Temperatures. J. Am. Chem. Soc. 2012, 134 (3), 1419–1421. 

(18)  Jochem, K. S.; Suszynski, W. J.; Frisbie, C. D.; Francis, L. F. High-Resolution, 

High-Aspect-Ratio Printed and Plated Metal Conductors Utilizing Roll-to-Roll 

Microscale Uv Imprinting with Prototype Imprinting Stamps. Ind. Eng. Chem. Res. 

2018, 57 (48), 16335–16346. 

(19)  Zare Bidoky, F.; Hyun, W. J.; Song, D.; Frisbie, C. D. Printed, 1 V Electrolyte-

Gated Transistors Based on Poly(3-Hexylthiophene) Operating at >10 KHz on 

Plastic. Appl. Phys. Lett. 2018, 113 (5), 053301. 

(20)  Hong, K.; Kim, S. H.; Lee, K. H.; Frisbie, C. D. Printed, Sub-2V ZnO Electrolyte 

Gated Transistors and Inverters on Plastic. Adv. Mater. 2013, 25 (25), 3413–3418. 

(21)  Park, S.-H. K.; Ryu, M.; Hwang, C.-S.; Yang, S.; Byun, C.; Lee, J.-I.; Shin, J.; 

Yoon, S. M.; Chu, H. Y.; Cho, K. I.; Lee, K.; Oh, M. S.; Im, S. 42.3: Transparent 

ZnO Thin Film Transistor for the Application of High Aperture Ratio Bottom 

Emission AM-OLED Display. SID Symp. Dig. Tech. Pap. 2009, 39 (1), 629. 

(22)  Bao, Z.; Feng, Y.; Dodabalapur, A.; Raju, V. R.; Lovinger, A. J. High-

Performance Plastic Transistors Fabricated by Printing Techniques. Chem. Mater. 

1997, 9 (6), 1299–1301. 

(23)  Lau, P. H.; Takei, K.; Wang, C.; Ju, Y.; Kim, J.; Yu, Z.; Takahashi, T.; Cho, G.; 

Javey, A. Fully Printed, High Performance Carbon Nanotube Thin-Film 

Transistors on Flexible Substrates. Nano Lett. 2013, 13 (8), 3864–3869. 

(24)  Shao, F.; Wan, Q. Recent Progress on Jet Printing of Oxide-Based Thin Film 

Transistors. J. Phys. D. Appl. Phys. 2019, 52 (14), 143002. 

(25)  Jing, Y.; Almassi, S.; Mehraeen, S.; LeSuer, R. J.; Chaplin, B. P. The Roles of 

Oxygen Vacancies, Electrolyte Composition, Lattice Structure, and Doping 

Density on the Electrochemical Reactivity of Magnéli Phase TiO2 Anodes. J. 

Mater. Chem. A 2018, 6 (46), 23828–23839. 



84 
 

(26)  Grill, A.; Neumayer, D. A. Structure of Low Dielectric Constant to Extreme Low 

Dielectric Constant SiCOH Films: Fourier Transform Infrared Spectroscopy 

Characterization. J. Appl. Phys. 2003, 94 (10), 6697–6707. 

(27)  Fukao, K.; Miyamoto, Y. Glass Transitions and Dynamics in Thin Polymer Films: 

Dielectric Relaxation of Thin Films of Polystyrene. Phys. Rev. E - Stat. Physics, 

Plasmas, Fluids, Relat. Interdiscip. Top. 2000, 61 (2), 1743–1754. 

(28)  Yan, H.; Chen, Z.; Zheng, Y.; Newman, C.; Quinn, J. R.; Dötz, F.; Kastler, M.; 

Facchetti, A. A High-Mobility Electron-Transporting Polymer for Printed 

Transistors. Nature 2009, 457 (7230), 679–686. 

(29)  Robertson, J. EUROPEAN PHYSICAL JOURNAL Applied Physics. Eur Phys J 

Appl Phys 2004, 28, 265–291. 

(30)  Hossein Hosseini, S. A.; Sohrabpour, A.; Akcakaya, M.; He, B. Electromagnetic 

Brain Source Imaging by Means of a Robust Minimum Variance Beamformer. 

IEEE Trans. Biomed. Eng. 2018, 65 (10), 2365–2374. 

(31)  Hosseini, S. A. H.; Sohrabpour, A.; He, B. Electromagnetic Source Imaging Using 

Simultaneous Scalp EEG and Intracranial EEG: An Emerging Tool for Interacting 

with Pathological Brain Networks. Clin. Neurophysiol. 2018, 129 (1), 168–187. 

(32)  Stoppa, M.; Chiolerio, A. Wearable Electronics and Smart Textiles: A Critical 

Review. Sensors (Switzerland) 2014, 14 (7), 11957–11992. 

(33)  Hammock, M. L.; Chortos, A.; Tee, B. C. K.; Tok, J. B. H.; Bao, Z. 25th 

Anniversary Article: The Evolution of Electronic Skin (E-Skin): A Brief History, 

Design Considerations, and Recent Progress. Adv. Mater. 2013, 25 (42), 5997–

6038. 

(34)  Olberding, S.; Soto, S.; Steimle, J. Foldio: Digital Fabrication of Interactive and 

Shape- Changing Objects With Foldable Printed Electronics. Uist ’15 2015, 10. 

(35)  Kim, D.-H.; Ghaffari, R.; Lu, N.; Rogers, J. A. Flexible and Stretchable 

Electronics for Biointegrated Devices. Annu. Rev. Biomed. Eng. 2012, 14 (1), 113–

128. 

(36)  Sekitani, T.; Zschieschang, U.; Klauk, H.; Someya, T. Flexible Organic Transistors 

and Circuits with Extreme Bending Stability. Nat. Mater. 2010, 9 (12), 1015–

1022. 

(37)  Ren, X.; Schmidt, E.; Walter, J.; Ganguly, K.; Leighton, C.; Frisbie, C. D. Rubrene 

Single-Crystal Transistors with Perfluoropolyether Liquid Dielectric: Exploiting 

Free Dipoles to Induce Charge Carriers at Organic Surfaces. J. Phys. Chem. C 

2017, 121 (12), 6540–6545. 

(38)  Ren, X.; Bruzek, M. J.; Hanifi, D. A.; Schulzetenberg, A.; Wu, Y.; Kim, C. H.; 

Zhang, Z.; Johns, J. E.; Salleo, A.; Fratini, S.; Troisi, A.; Douglas, C. J.; Frisbie, C. 

D. Negative Isotope Effect on Field-Effect Hole Transport in Fully Substituted 

13C-Rubrene. Adv. Electron. Mater. 2017, 3 (4), 1–7. 



85 
 

(39)  Ren, X.; Frisbie, C. D.; Leighton, C. Anomalous Cooling-Rate-Dependent Charge 

Transport in Electrolyte-Gated Rubrene Crystals. J. Phys. Chem. Lett. 2018, 9 

(17), 4828–4833. 

(40)  Ren, X. Exploring Charge Transport Mechanisms and Conduction Limits in 

Rubrene Single Crystals. Dissertation to the University of Minnesota, 2018. 

(41)  Sundar, V.C.; Zaumseil, J.; Podzorov, V.; Menard, E.; Willett, R.L.; Someya, T.; 

Gershenson, M.E.; Rogers, J.A.; Elastomeric transistor stamps: reversible probing 

of charge transport in organic crystals. Science, 2004, 303(5664), 1644-1646. 

(42)  Chu, B.; Zhou, X.; Ren, K.; Neese, B.; Lin, M.; Wang, Q.; Bauer, F; Zhang, Q.M.; 

A dielectric polymer with high electric energy density and fast discharge 

speed. Science, 2006, 313(5785), pp.334-336. 

(43)  Arbatti, M.; Shan, X.; Cheng, Z. Ceramic-Polymer Composites with High 

Dielectric Constant. Adv. Mater. 2007, 19 (10), 1369–1372. 

(44)  Mao, D.; E., B.; A., M. Ferroelectric Properties and Polarization Switching Kinetic 

of Poly (Vinylidene Fluoride-Trifluoroethylene) Copolymer. Ferroelectr. - Phys. 

Eff. 2012. 

(45)  University of Minnesota. MURI - Roll-to-Roll Printed Flexible Electronics. 

http://muri-printed-electronics.umn.edu/ (Accessed on 04/23/2019). 

(46)  Hyun, W. J.; Secor, E. B.; Hersam, M. C.; Frisbie, C. D.; Francis, L. F. High-

Resolution Patterning of Graphene by Screen Printing with a Silicon Stencil for 

Highly Flexible Printed Electronics. Adv. Mater. 2015, 27 (1), 109–115. 

(47)  Nazari, A.; Nazari, A. Experimental Investigation on Newtonian Drop Formation 

in Different Continuous Phase Fluids. ASME 2018 International Mechanical 

Engineering Congress and Exposition, 2018 (November), V007T09A059. 

(48)  Nazari, A.; Zadkazemi Derakhshi, A.; Nazari, A.; Firoozabadi, B. Drop Formation 

from a Capillary Tube: Comparison of Different Bulk Fluid on Newtonian Drops 

and Formation of Newtonian and Non-Newtonian Drops in Air Using Image 

Processing. Int. J. Heat Mass Transf. 2018, 124, 912–919. 

(49)  Mehrvarz, A.; Najafi Ardekani, A.; Khodaei, M. J.; Jalili, N. Vibration Analysis 

and Control of Fluid Containers Using Piezoelectrically-Excited Side Wall. 

JVC/Journal Vib. Control 2019, 25 (7), 1393–1408. 

(50)  Ardekany, A. N.; Mehrvarz, A. Vibrations Suppression of a Euler-Bernoulli Beam 

in Contact with a Fluid Using Piezoelectric Actuators. 4th RSI Int. Conf. Robot. 

Mechatronics, ICRoM 2016 2017, 285–288. 

(51)  Hyun, W. J.; Bidoky, F. Z.; Walker, S. B.; Lewis, J. A.; Francis, L. F.; Frisbie, C. 

D. Printed, Self-Aligned Side-Gate Organic Transistors with a Sub-5 Μm Gate-

Channel Distance on Imprinted Plastic Substrates. Adv. Electron. Mater. 2016, 2 

(12), 1600293. 

(52)  Farhad, S.; Nazari, A. Introducing the Energy Efficiency Map of Lithium-Ion 



86 
 

Batteries. Int. J. Energy Res. 2019, 43 (2), 931–944. 

(53)  Nazari, A.; Farhad, S. Heat Generation in Lithium-Ion Batteries with Different 

Nominal Capacities and Chemistries. Appl. Therm. Eng. 2017, 125, 1501–1517. 

(54)  Subramanian, V.; Chang, J. B.; Vornbrock, A. D. L. F.; Huang, D. C.; 

Jagannathan, L.; Liao, F.; Mattis, B.; Molesa, S.; Redinger, D. R.; Soltman, D.; 

Volkman, S. K.; Zhang, Q. Printed Electronics for Low-Cost Electronic Systems: 

Technology Status and Application Development. In ESSDERC 2008 - 38th 

European Solid-State Device Research Conference; IEEE, 2008; pp 17–24. 

(55)  Braam, K. T.; Volkman, S. K.; Subramanian, V. Characterization and 

Optimization of a Printed, Primary Silver-Zinc Battery. J. Power Sources 2012, 

199, 367–372. 

(56)  Braam, K.; Subramanian, V. A Stencil Printed, High Energy Density Silver Oxide 

Battery Using a Novel Photopolymerizable Poly(Acrylic Acid) Separator. Adv. 

Mater. 2015, 27 (4), 689–694. 

(57)  HeLi-on - The World's Most Compact Solar Charger, 

https://infinitypv.com/products/consumer/heli-on (Accessed on 04/23/2019). 

(58)  https://www.zettlex.com/ (Accessed on 04/23/2019). 

(59)  https://www.plasticlogic.com/ (Accessed on 04/23/2019). 

(60)  Flex Plus ( Xiamen ) Co . Ltd A Flexible Printed Circuit Board Antenna 

https://flexplus.manufacturer.globalsources.com/ (Accessed on 04/23/2019). 

(61)  Ishikawa, M.; Sugimoto, T.; Kikuta, M.; Ishiko, E.; Kono, M. Pure Ionic Liquid 

Electrolytes Compatible with a Graphitized Carbon Negative Electrode in 

Rechargeable Lithium-Ion Batteries. J. Power Sources 2006, 162 (1), 658–662. 

(62)  Galiński, M.; Lewandowski, A.; Stepniak, I. Ionic Liquids as Electrolytes. 

Electrochim. Acta 2006, 51 (26), 5567–5580. 

(63)  Lu, W.; Qu, L.; Henry, K.; Dai, L. High Performance Electrochemical Capacitors 

from Aligned Carbon Nanotube Electrodes and Ionic Liquid Electrolytes. J. Power 

Sources 2009, 189 (2), 1270–1277. 

(64)  Larsson, O.; Said, E.; Berggren, M.; Crispin, X. Insulator Polarization Mechanisms 

in Polyelectrolyte-Gated Organic Field-Effect Transistors. Adv. Funct. Mater. 

2009, 19 (20), 3334–3341. 

(65)  Hyun, W. J.; Secor, E. B.; Kim, C. H.; Hersam, M. C.; Francis, L. F.; Frisbie, C. 

D. Scalable, Self-Aligned Printing of Flexible Graphene Micro-Supercapacitors. 

Adv. Energy Mater. 2017, 7 (17), 1–8. 

(66)  Xie, W.; Frisbie, C. D. Organic Electrical Double Layer Transistors Based on 

Rubrene Single Crystals : Examining Transport at High Surface Charge Densities 

above 10 13 Cm À 2. 2011, 14360–14368. 

(67)  Ha, M.; Zhang, W.; Braga, D.; Renn, M. J.; Kim, C. H.; Frisbie, C. D. Aerosol-Jet-



87 
 

Printed, 1 Volt H-Bridge Drive Circuit on Plastic with Integrated Electrochromic 

Pixel. ACS Appl. Mater. Interfaces 2013, 5 (24), 13198–13206. 

(68)  Wilkes, J. S.; Levisky, J. A.; Wilson, R. A.; Hussey, C. L. Dialkylimidazolium 

Chloroaluminate Melts: A New Class of Room-Temperature Ionic Liquids for 

Electrochemistry, Spectroscopy, and Synthesis. Inorg. Chem. 1982, 21 (3), 1263–

1264. 

(69)  Almassi, S.; Li, Z.; Xu, W.; Pu, C.; Zeng, T.; Chaplin, B. P. Simultaneous 

Adsorption and Electrochemical Reduction of N-Nitrosodimethylamine Using 

Carbon-Ti 4 O 7 Composite Reactive Electrochemical Membranes. Environ. Sci. 

Technol. 2019, 53 (2), 928–937. 

(70)  Susan, M. A. B. H.; Kaneko, T.; Noda, A.; Watanabe, M. Ion Gels Prepared by in 

Situ Radical Polymerization of Vinyl Monomers in an Ionic Liquid and Their 

Characterization as Polymer Electrolytes. J. Am. Chem. Soc. 2005, 127 (13), 4976–

4983. 

(71)  Tamate, R.; Hashimoto, K.; Ueki, T.; Watanabe, M. Block Copolymer Self-

Assembly in Ionic Liquids. Phys. Chem. Chem. Phys. 2018, 20 (39). 

(72)  Zhang, S.; Lee, K. H.; Frisbie, C. D.; Lodge, T. P. Ionic Conductivity, 

Capacitance, and Viscoelastic Properties of Block Copolymer-Based Ion Gels. 

Macromolecules 2011, 44 (4), 940–949. 

(73)  Gu, Y.; Zhang, S.; Martinetti, L.; Lee, K. H.; McIntosh, L. D.; Frisbie, C. D.; 

Lodge, T. P. High Toughness, High Conductivity Ion Gels by Sequential Triblock 

Copolymer Self-Assembly and Chemical Cross-Linking. J. Am. Chem. Soc. 2013, 

135 (26), 9652–9655. 

(74)  Tang, B.; Schneiderman, D. K.; Zare Bidoky, F.; Frisbie, C. D.; Lodge, T. P. 

Printable, Degradable, and Biocompatible Ion Gels from a Renewable ABA 

Triblock Polyester and a Low Toxicity Ionic Liquid. ACS Macro Lett. 2017, 6 

(10), 1083–1088. 

(75)  Xie, R.; Xie, Y.; López-Barrón, C. R.; Gao, K.-Z.; Wagner, N. J. Ultra-Stretchable 

Conductive Iono-Elastomer And Motion Strain Sensor System Developed 

Therefrom. Technol. Innov. 2018, 19 (3), 613–626. 

(76)  López-Barrón, C. R.; Chen, R.; Wagner, N. J. Ultrastretchable Iono-Elastomers 

with Mechanoelectrical Response. ACS Macro Lett. 2016, 5 (12), 1332–1338. 

(77)  Cho, J. H.; Lee, J.; He, Y.; Kim, B.; Lodge, T. P.; Frisbie, C. D. High-Capacitance 

Ion Gel Gate Dielectrics with Faster Polarization Response Times for Organic 

Thin Film Transistors. Adv. Mater. 2008, 20 (4), 686–690. 

(78)  Tang, B. Polymer-Based Ion Gels as a Versatile Platform of Solid Electrolytes. 

Dissertation to the University of Minnesota, 2018. 

(79)  Rivnay, J.; Inal, S.; Salleo, A.; Owens, R. M.; Berggren, M.; Malliaras, G. G. 

Organic Electrochemical Transistors. Nat. Rev. Mater. 2018, 3, 17086. 



88 
 

(80)  Khodagholy, D.; Rivnay, J.; Sessolo, M.; Gurfinkel, M.; Leleux, P.; Jimison, L. 

H.; Stavrinidou, E.; Herve, T.; Sanaur, S.; Owens, R. M.; Malliaras, G. G. High 

Transconductance Organic Electrochemical Transistors. Nat. Commun. 2013, 4, 1–

6. 

(81)  Braga, D.; Ha, M.; Xie, W.; Frisbie, C. D. Ultralow Contact Resistance in 

Electrolyte-Gated Organic Thin Film Transistors. Appl. Phys. Lett. 2010, 97 (19), 

193311. 

(82)  Hyun Ho Choi, Kilwon Cho, C. Daniel Frisbie, Henning Sirringhaus, V. P. Critical 

Assessment of Charge Carrier Mobility Extraction. Nat. Mater. 2017, 17 (1), 2–7. 

(83)  White, S. P.; Sreevatsan, S.; Frisbie, C. D.; Dorfman, K. D. Rapid, Selective, 

Label-Free Aptameric Capture and Detection of Ricin in Potable Liquids Using a 

Printed Floating Gate Transistor. ACS Sensors 2016, 1 (10), 1213–1216. 

(84)  White, S. P.; Dorfman, K. D.; Frisbie, C. D. Operating and Sensing Mechanism of 

Electrolyte-Gated Transistors with Floating Gates: Building a Platform for 

Amplified Biodetection. J. Phys. Chem. C 2015, acs.jpcc.5b10694. 

(85)  Klauk, H. Will We See Gigahertz Organic Transistors? Adv. Electron. Mater. 

2018, 1700474, 1–8. 

(86)  Hong, K.; Kim, Y. H.; Kim, S. H.; Xie, W.; Xu, W. D.; Kim, C. H.; Frisbie, C. D. 

Aerosol Jet Printed, Sub-2 V Complementary Circuits Constructed from P- and N-

Type Electrolyte Gated Transistors. Adv. Mater. 2014, 2, 7032–7037. 

(87)  Kim, C. H.; Frisbie, C. D. Field Effect Modulation of Outer-Sphere 

Electrochemistry at Back-Gated, Ultrathin ZnO Electrodes. J. Am. Chem. Soc. 

2016, 138 (23), 7220–7223. 

(88)  Kim, C. H.; Wang, Y.; Frisbie, C. D. Continuous and Reversible Tuning of 

Electrochemical Reaction Kinetics on Back-Gated 2D Semiconductor Electrodes: 

Steady-State Analysis Using a Hydrodynamic Method. Anal. Chem. 2019, 91 (2), 

1627–1635. 

(89)  Wang, Y.; Kim, C. H.; Yoo, Y.; Johns, J. E.; Frisbie, C. D. Field Effect 

Modulation of Heterogeneous Charge Transfer Kinetics at Back-Gated Two-

Dimensional MoS2 Electrodes. Nano Lett. 2017, 17 (12), 7586–7592. 

(90)  Kim, C. H.; Frisbie, C. D. Determination of Quantum Capacitance and Band 

Filling Potential in Graphene Transistors with Dual Electrochemical and Field-

Effect Gates. J. Phys. Chem. C 2014, 118 (36), 21160–21169. 

(91)  Sayago, J.; Soavi, F.; Sivalingam, Y.; Cicoira, F.; Santato, C. Low Voltage 

Electrolyte-Gated Organic Transistors Making Use of High Surface Area 

Activated Carbon Gate Electrodes. J. Mater. Chem. C 2014, 2 (28), 5690. 

(92)  Bubel, S.; Menyo, M. S.; Mates, T. E.; Waite, J. H.; Chabinyc, M. L. Schmitt 

Trigger Using a Self-Healing Ionic Liquid Gated Transistor. Adv. Mater. 2015, 

3331–3335. 



89 
 

(93)  Cho, J. H.; Lee, J.; He, Y.; Kim, B. S.; Lodge, T. P.; Frisbie, C. D. High-

Capacitance Ion Gel Gate Dielectrics with Faster Polarization Response Times for 

Organic Thin Film Transistors. Adv. Mater. 2008, 20 (4), 686–690. 

(94)  Kim, S. H.; Hong, K.; Xie, W.; Lee, K. H.; Zhang, S.; Lodge, T. P.; Frisbie, C. D. 

Electrolyte-Gated Transistors for Organic and Printed Electronics. Adv. Mater. 

2013, 25 (13), 1822–1846. 

(95)  Sun, Q.; Seung, W.; Kim, B. J.; Seo, S.; Kim, S. W.; Cho, J. H. Active Matrix 

Electronic Skin Strain Sensor Based on Piezopotential-Powered Graphene 

Transistors. Adv. Mater. 2015, 27 (22), 3411–3417. 

(96)  Park, M.-H.; Han, D.; Chand, R.; Lee, D.-H.; Kim, Y.-S. Mechanism of Label-

Free DNA Detection Using the Floating Electrode on Pentacene Thin Film 

Transistor. J. Phys. Chem. C 2016, 120 (9), 4854–4859. 

(97)  Yaghmazadeh, O.; Cicoira, F.; Bernards, D. A.; Yang, S. Y.; Bonnassieux, Y.; 

Malliaras, G. G. Optimization of Organic Electrochemical Transistors for Sensor 

Applications. J. Polym. Sci. Part B Polym. Phys. 2011, 49 (1), 34–39. 

(98)  Tarabella, G.; Mohammadi, F. New Opportunities for Organic Electronics and 

Bioelectronics: Ions in Action. Chem. Sci. 2013, 2 (207890), 1–5. 

(99)  Kergoat, L.; Piro, B.; Berggren, M.; Horowitz, G.; Pham, M. C. Advances in 

Organic Transistor-Based Biosensors: From Organic Electrochemical Transistors 

to Electrolyte-Gated Organic Field-Effect Transistors. Anal. Bioanal. Chem. 2012, 

402 (5), 1813–1826. 

(100)  Scheiblin, G.; Aliane, A.; Coppard, R.; Owens, R. M.; Mailley, P.; Malliaras, G. 

G. Fully Printed Metabolite Sensor Using Organic Electrochemical Transistor. 

SPIE Org. Photonics + Electron. 2015, 9568 (0), 95681E. 

(101)  Cicoira, B. F.; Sessolo, M.; Yaghmazadeh, O.; Defranco, J. A.; Yang, S. Y.; 

Malliaras, G. G. Influence of Device Geometry on Sensor Characteristics of Planar 

Organic Electrochemical Transistors. Adv. Mater., 2010, 22(9), 1012–1016. 

(102)  Magliulo, M.; Mallardi, A.; Mulla, M. Y.; Cotrone, S.; Pistillo, B. R.; Favia, P.; 

Vikholm-lundin, I.; Palazzo, G.; Torsi, L. Electrolyte-Gated Organic Field-Effect 

Transistor Sensors Based on Supported Biotinylated Phospholipid Bilayer. Adv 

Mater., 2013, 25(14), 2090–2094. 

(103)  Kim, B. J.; Hwang, E.; Kang, M. S.; Cho, J. H. Electrolyte-Gated Graphene 

Schottky Barrier Transistors. Adv. Mater. 2015, 27 (39), 5875–5881. 

(104)  Ha, M.; Seo, J.-W. T.; Prabhumirashi, P. L.; Zhang, W.; Geier, M. L.; Renn, M. J.; 

Kim, C. H.; Hersam, M. C.; Frisbie, C. D. Aerosol Jet Printed, Low Voltage, 

Electrolyte Gated Carbon Nanotube Ring Oscillators with Sub-5 Μs Stage Delays. 

Nano Lett. 2013, 13 (3), 954–960. 

(105)  Herlogsson, L.; Cölle, M.; Tierney, S.; Crispin, X.; Berggren, M. Low-Voltage 

Ring Oscillators Based on Polyelectrolyte-Gated Polymer Thin-Film Transistors. 

Adv. Mater. 2010, 22 (1), 72–76. 



90 
 

(106)  Fu, W.; El Abbassi, M.; Hasler, T.; Jung, M.; Steinacher, M.; Calame, M.; 

Schönenberger, C.; Puebla-Hellmann, G.; Hellmüller, S.; Ihn, T.; Wallraff, A. 

Electrolyte Gate Dependent High-Frequency Measurement of Graphene Field-

Effect Transistor for Sensing Applications. Appl. Phys. Lett. 2014, 104 (1). 

(107)  Hamedi, M.; Herlogsson, L.; Crispin, X.; Morcilla, R.; Berggren, M.; Inganäs, O. 

Fiber-Embedded Electrolyte-Gated Field-Effect Transistors for e-Textiles. Adv. 

Mater. 2009, 21 (5), 573–577. 

(108)  Takamatsu, S.; Lonjaret, T.; Ismailova, E.; Masuda, A.; Itoh, T.; Malliaras, G. G. 

Wearable Keyboard Using Conducting Polymer Electrodes on Textiles. Adv. 

Mater. 2015, 3, 3–6. 

(109)  Chen, M. Y.; Lu, X.; Subbaraman, H.; Chen, R. T. Fully Printed Phased-Array 

Antenna for Space Communications. Proc. SPIE 2009, 7318, 14.1-14. – 6. 

(110)  Ante, F.; Kälblein, D.; Zaki, T.; Zschieschang, U.; Takimiya, K.; Ikeda, M.; 

Sekitani, T.; Someya, T.; Burghartz, J. N.; Kern, K.; Klauk, H. Contact Resistance 

and Megahertz Operation of Aggressively Scaled Organic Transistors. small 2012, 

8 (1), 73–79. 

(111)  Thelen, J. L.; Wu, S. L.; Javier, A. E.; Srinivasan, V.; Balsara, N. P.; Patel, S. N. 

Relationship between Mobility and Lattice Strain in Electrochemically Doped 

Poly(3-Hexylthiophene). ACS Macro Lett. 2015, 4 (12), 1386–1391. 

(112)  Ha, M.; Zhang, W.; Braga, D.; Renn, M. J.; Kim, C. H.; Frisbie, C. D. Aerosol-Jet-

Printed, 1 Volt h-Bridge Drive Circuit on Plastic with Integrated Electrochromic 

Pixel. ACS Appl. Mater. Interfaces 2013, 5 (24), 13198–13206. 

(113)  Lee, J.; Kaake, L. G.; Cho, J. H.; Zhu, X.-Y.; Lodge, T. P.; Frisbie, C. D. Ion Gel-

Gated Polymer Thin-Film Transistors: Operating Mechanism and Characterization 

of Gate Dielectric Capacitance, Switching Speed, and Stability. J. Phys. Chem. C 

2009, 113 (20), 8972–8981. 

(114)  Fu, Y.; Wang, N.; Yang, A.; Law, H. K.; Li, L.; Yan, F. Highly Sensitive 

Detection of Protein Biomarkers with Organic Electrochemical Transistors. Adv. 

Mater. 2017, 1703787, 1703787. 

(115)  Inal, S.; Malliaras, G. G.; Rivnay, J. Benchmarking Organic Mixed Conductors for 

Transistors. Nat. Commun. 2017, 8 (1), 1–6. 

(116)  Braendlein, M.; Pappa, A.-M.; Ferro, M.; Lopresti, A.; Acquaviva, C.; Mamessier, 

E.; Malliaras, G. G.; Owens, R. M. Lactate Detection in Tumor Cell Cultures 

Using Organic Transistor Circuits. Adv. Mater. 2017, 29 (13), 1605744. 

(117)  Manoli, K.; Palazzo, G.; MacChia, E.; Tiwari, A.; Di Franco, C.; Scamarcio, G.; 

Favia, P.; Mallardi, A.; Torsi, L. Electrolyte Gated TFT Biosensors Based on the 

Donnan’s Capacitance of Anchored Biomolecules. Proc. SPIE - Int. Soc. Opt. Eng. 

2017, 10364. 

(118)  Diacci, C.; Berto, M.; Di Lauro, M.; Bianchini, E.; Pinti, M.; Simon, D. T.; 

Biscarini, F.; Bortolotti, C. A. Label-Free Detection of Interleukin-6 Using 



91 
 

Electrolyte Gated Organic Field Effect Transistors. Biointerphases 2017, 12 (5), 

05F401. 

(119)  Inacio, P. M. C.; Mestre, A. L. G.; De Medeiros, M. D. C. R.; Asgarifar, S.; 

Elamine, Y.; Canudo, J.; Santos, J. M. A.; Braganca, J.; Morgado, J.; Biscarini, F.; 

Gomes, H. L. Bioelectrical Signal Detection Using Conducting Polymer 

Electrodes and the Displacement Current Method. IEEE Sens. J. 2017, 17 (13), 

3961–3966. 

(120)  Desbief, S.; di Lauro, M.; Casalini, S.; Guerin, D.; Tortorella, S.; Barbalinardo, 

M.; Kyndiah, A.; Murgia, M.; Cramer, T.; Biscarini, F.; Vuillaume, D. Electrolyte-

Gated Organic Synapse Transistor Interfaced with Neurons. Org. Electron. 

physics, Mater. Appl. 2016, 38, 21–28. 

(121)  Di Lauro, M.; Casalini, S.; Berto, M.; Campana, A.; Cramer, T.; Murgia, M.; 

Geoghegan, M.; Bortolotti, C. A.; Biscarini, F. The Substrate Is a PH-Controlled 

Second Gate of Electrolyte-Gated Organic Field-Effect Transistor. ACS Appl. 

Mater. Interfaces 2016, 8 (46), 31783–31790. 

(122)  Berto, M.; Diacci, C.; D’Agata, R.; Pinti, M.; Bianchini, E.; Lauro, M. Di; 

Casalini, S.; Cossarizza, A.; Berggren, M.; Simon, D.; Spoto, G.; Biscarini, F.; 

Bortolotti, C. A. EGOFET Peptide Aptasensor for Label-Free Detection of 

Inflammatory Cytokines in Complex Fluids. Adv. Biosyst. 2017, 1700072, 

1700072. 

(123)  Luan, X.; Liu, J.; Pei, Q.; Bazan, G. C.; Li, H. Electrolyte Gated Polymer Light-

Emitting Transistor. Adv. Mater. Technol. 2016, 1 (8), 1600103. 

(124)  Cadilha Marques, G.; Garlapati, S. K.; Dehm, S.; Dasgupta, S.; Hahn, H.; Tahoori, 

M.; Aghassi-Hagmann, J. Digital Power and Performance Analysis of Inkjet 

Printed Ring Oscillators Based on Electrolyte-Gated Oxide Electronics. Appl. 

Phys. Lett. 2017, 111 (10). 

(125)  Sun, H.; Vagin, M.; Wang, S.; Crispin, X.; Forchheimer, R.; Berggren, M.; 

Fabiano, S. Complementary Logic Circuits Based on High-Performance n-Type 

Organic Electrochemical Transistors. Adv. Mater. 2018, 1704916. 

(126)  Grubb, P. M.; Zare Bidoky, F.; Mahajan, A.; Subbaraman, H.; Li, W.; Frisbie, D.; 

Chen, R. T. X-Band Printed Phased Array Antennas Using High-Performance 

CNT/Ion Gel/Ag Transistors. In Proceedings of SPIE - The International Society 

for Optical Engineering; 2016; 9738, 973813. 

(127)  Bisri, S. Z.; Shimizu, S.; Nakano, M.; Iwasa, Y. Endeavor of Iontronics: From 

Fundamentals to Applications of Ion-Controlled Electronics. Adv. Mater. 2017, 29 

(25), 1–48. 

(128)  Xie, W.; Wang, S.; Zhang, X.; Leighton, C.; Frisbie, C. D. High Conductance 2D 

Transport around the Hall Mobility Peak in Electrolyte-Gated Rubrene Crystals. 

Phys. Rev. Lett. 2014, 113 (24), 1–6. 

(129)  Xie, W.; Zhang, X.; Leighton, C.; Frisbie, C. D. 2D Insulator–Metal Transition in 



92 
 

Aerosol-Jet-Printed Electrolyte-Gated Indium Oxide Thin Film Transistors. Adv. 

Electron. Mater. 2017, 3 (3), 1–6. 

(130)  Rivnay, J.; Leleux, P.; Sessolo, M.; Khodagholy, D.; Hervé, T.; Fiocchi, M.; 

Malliaras, G. G. Organic Electrochemical Transistors with Maximum 

Transconductance at Zero Gate Bias. Adv. Mater. 2013, 25 (48), 7010–7014. 

(131)  Nketia-Yawson, B.; Kang, S. J.; Tabi, G. D.; Perinot, A.; Caironi, M.; Facchetti, 

A.; Noh, Y. Y. Ultrahigh Mobility in Solution-Processed Solid-State Electrolyte-

Gated Transistors. Adv. Mater. 2017, 29 (16). 

(132)  Singh, M.; Manoli, K.; Tiwari, A.; Ligonzo, T.; Di Franco, C.; Cioffi, N.; Palazzo, 

G.; Scamarcio, G.; Torsi, L. The Double Layer Capacitance of Ionic Liquids for 

Electrolyte Gating of ZnO Thin Film Transistors and Effect of Gate Electrodes. J. 

Mater. Chem. C 2017, 5 (14), 3509–3518. 

(133)  Barbosa, M.; Meng, X.; Soavi, F.; Santato, C.; Orlandi, M. O. Tungsten Oxide Ion 

Gel-Gated Transistors: How Structural and Electrochemical Properties Affect the 

Doping Mechanism. J. Mater. Chem. C, 2018, 6(8), pp.1980-1987. 

(134)  Armand, M.; Endres, F.; MacFarlane, D. R.; Ohno, H.; Scrosati, B. Ionic-Liquid 

Materials for the Electrochemical Challenges of the Future. Nat. Mater. 2009, 8 

(8), 621–629. 

(135)  Khan, Y.; Garg, M.; Gui, Q.; Schadt, M.; Gaikwad, A.; Han, D.; Yamamoto, N. A. 

D.; Hart, P.; Welte, R.; Wilson, W.; Czarnecki, S.; Poliks, M.; Jin, Z.; Ghose, K.; 

Egitto, F.; Turner, J.; Arias, A. C. Flexible Hybrid Electronics: Direct Interfacing 

of Soft and Hard Electronics for Wearable Health Monitoring. Adv. Funct. Mater. 

2016, 26 (47), 8764–8775. 

(136)  Carey, T.; Cacovich, S.; Divitini, G.; Ren, J.; Mansouri, A.; Kim, J. M.; Wang, C.; 

Ducati, C.; Sordan, R.; Torrisi, F. Fully Inkjet-Printed Two-Dimensional Material 

Field-Effect Heterojunctions for Wearable and Textile Electronics. Nat. Commun. 

2017, 8 (1), 1202. 

(137)  Ha, M.; Zhang, W.; Braga, D.; Renn, M. J.; Kim, C. H.; Frisbie, C. D. Aerosol-Jet-

Printed, 1 Volt h-Bridge Drive Circuit on Plastic with Integrated Electrochromic 

Pixel. ACS Appl. Mater. Interfaces 2013, 5 (24), 13198–13206. 

(138)  Zare Bidoky, F.; Frisbie, C. D. Parasitic Capacitance Effect on Dynamic 

Performance of Aerosol-Jet-Printed Sub 2 v Poly(3-Hexylthiophene) Electrolyte-

Gated Transistors. ACS Appl. Mater. Interfaces 2016, 8 (40), 27012–27017. 

(139)  Stavrinidou, E.; Leleux, P.; Rajaona, H.; Khodagholy, D.; Rivnay, J.; Lindau, M.; 

Sanaur, S.; Malliaras, G. G. Direct Measurement of Ion Mobility in a Conducting 

Polymer. Adv. Mater. 2013, 25 (32), 4488–4493. 

(140)  Rivnay, J.; Inal, S.; Collins, B. A.; Sessolo, M.; Stavrinidou, E.; Strakosas, X.; 

Tassone, C.; Delongchamp, D. M.; Malliaras, G. G. Structural Control of Mixed 

Ionic and Electronic Transport in Conducting Polymers. Nat. Commun. 2016, 7, 1–

9. 



93 
 

(141)  Stavrinidou, E.; Sessolo, M.; Winther-Jensen, B.; Sanaur, S.; Malliaras, G. G. A 

Physical Interpretation of Impedance at Conducting Polymer/Electrolyte Junctions. 

AIP Adv. 2014, 4 (1). 

(142)  Thiburce, Q.; Porcarelli, L.; Mecerreyes, D.; Campbell, A.J. High performance 

photolithographically-patterned polymer thin-film transistors gated with an ionic 

liquid/poly (ionic liquid) blend ion gel. Appl. Phys. Lett, 2017, 110(23), p.233302.. 

(143)  Fukuda, K.; Someya, T. Recent Progress in the Development of Printed Thin-Film 

Transistors and Circuits with High-Resolution Printing Technology. Adv. Mater. 

2017, 29 (25). 

(144)  AZ Electronic Materials. AZ ® 9200 Photoresist Thick Resist. 

https://www.microchemicals.com/micro/info_az_p4620.pdf Accessed on 

04/23/2019. 

(145)  Jo, P. S.; Vailionis, A.; Park, Y. M.; Salleo, A. Scalable Fabrication of Strongly 

Textured Organic Semiconductor Micropatterns by Capillary Force Lithography. 

Adv. Mater. 2012, 24 (24), 3269–3274. 

(146)  Mahajan, A.; Hyun, W. J.; Walker, S. B.; Rojas, G. A.; Choi, J.-H.; Lewis, J. A.; 

Francis, L. F.; Frisbie, C. D. A Self-Aligned Strategy for Printed Electronics: 

Exploiting Capillary Flow on Microstructured Plastic Surfaces. Adv. Electron. 

Mater. 2015, 1 (9), 1500137. 

(147)  Noh, Y.-Y.; Zhao, N.; Caironi, M.; Sirringhaus, H. Downscaling of Self-Aligned, 

All-Printed Polymer Thin-Film Transistors. Nat. Nanotechnol. 2007, 2 (12), 784–

789. 

(148)  Mourey, D. A.; Zhao, D. A.; Jackson, T. N. Self-Aligned-Gate ZnO TFT Circuits. 

IEEE Electron Device Lett. 2010, 31 (4), 326–328. 

(149)  Thomasson, D. B.; Jackson, T. N. Fully Self-Aligned Tri-Layer a-Si:H Thin-Film 

Transistors with Deposited Doped Contact Layer. IEEE Electron Device Lett. 

1998, 19 (4), 124–126. 

(150)  Geng, D.; Kang, D. H.; Jang, J. High-Performance Amorphous Indium-Gallium-

Zinc-Oxide Thin-Film Transistor with a Self-Aligned Etch Stopper Patterned by 

Back-Side UV Exposure. IEEE Electron Device Lett. 2011, 32 (6), 758–760. 

(151)  Palfinger, U.; Auner, C.; Gold, H.; Haase, A.; Kraxner, J.; Haber, T.; Sezen, M.; 

Grogger, W.; Domann, G.; Jakopic, G.; Krenn, J. R.; Stadlober, B. Fabrication of 

N- and p-Type Organic Thin Film Transistors with Minimized Gate Overlaps by 

Self-Aligned Nanoimprinting. Adv. Mater. 2010, 22 (45), 5115–5119. 

(152)  Mei, P.; Krusor, B.; Schwartz, D. E.; Ng, T. N.; Daniel, G.; Ready, S.; Whiting, G. 

L. Wireless Sensing Device. 2017, 17 (21), 7114–7122. 

(153)  Yi, Z.; Wang, S.; Liu, Y. Design of High-Mobility Diketopyrrolopyrrole-Based π-

Conjugated Copolymers for Organic Thin-Film Transistors. Adv. Mater. 2015, 27 

(24), 3589–3606. 



94 
 

(154)  Uemura, T.; Rolin, C.; Ke, T. H.; Fesenko, P.; Genoe, J.; Heremans, P.; Takeya, J. 

On the Extraction of Charge Carrier Mobility in High-Mobility Organic 

Transistors. Adv. Mater. 2016, 28 (1), 151–155. 

(155)  Zschieschang, U.; Bader, V. P.; Klauk, H. Below-One-Volt Organic Thin-Film 

Transistors with Large on/off Current Ratios. Org. Electron. physics, Mater. Appl. 

2017, 49, 179–186. 

(156)  Klauk, H. Organic Thin-Film Transistors. Chem. Soc. Rev. 2010, 39 (7), 2643. 

(157)  Klauk, H. Will We See Gigahertz Organic Transistors? Adv. Electron. Mater. 

2018, 1700474, 1700474. 

(158)  Yu, X.; Marks, T. J.; Facchetti, A. Metal Oxides for Optoelectronic Applications. 

Nat. Mater. 2016, 15 (4), 383–396. 

(159)  Yu, K. J.; Yan, Z.; Han, M.; Rogers, J. A. Inorganic Semiconducting Materials for 

Flexible and Stretchable Electronics. npj Flex. Electron. 2017, 1 (1), 4. 

(160)  Zschieschang, U.; Letzkus, F.; Burghartz, J. N.; Klauk, H. Parameter Uniformity 

of Submicron-Channel-Length Organic Thin-Film Transistors Fabricated by 

Stencil Lithography. IEEE Trans. Nanotechnol. 2017, 16 (5), 837–841. 

(161)  Lenz, J.; del Giudice, F.; Geisenhof, F. R.; Winterer, F.; Weitz, R. T. Vertical, 

Electrolyte-Gated Organic Transistors Show Continuous Operation in the 

MA Cm−2 Regime and Artificial Synaptic Behaviour. Nat. Nanotechnol. 2019. 

(162)  Rivnay, J.; Leleux, P.; Ferro, M.; Sessolo, M.; Williamson, A.; Koutsouras, D. A.; 

Khodagholy, D.; Ramuz, M.; Strakosas, X.; Owens, R. M.; Benar, C.; Badier, J.-

M.; Bernard, C.; Malliaras, G. G. High-Performance Transistors for Bioelectronics 

through Tuning of Channel Thickness. Sci. Adv. 2015, 1 (4), e1400251–e1400251. 

(163)  Meng, X.; Quenneville, F.; Venne, F.; Di Mauro, E.; Işlk, D.; Barbosa, M.; Drolet, 

Y.; Natile, M. M.; Rochefort, D.; Soavi, F.; Santato, C. Electrolyte-Gated 

WO<inf>3</Inf> Transistors: Electrochemistry, Structure, and Device 

Performance. J. Phys. Chem. C 2015, 119 (37), 21732–21738. 

(164)  Lan, T.; Soavi, F.; Marcaccio, M.; Brunner, P. L.; Sayago, J.; Santato, C. 

Electrolyte-Gated Transistors Based on Phenyl-C61-Butyric Acid Methyl Ester 

(PCBM) Films: Bridging Redox Properties, Charge Carrier Transport and Device 

Performance. Chem. Commun. 2018, 54 (43), 5490–5493. 

(165)  Barbosa, M. S.; Oliveira, F. M. B.; Meng, X.; Soavi, F.; Santato, C.; Orlandi, M. 

O. Tungsten Oxide Ion Gel-Gated Transistors: How Structural and 

Electrochemical Properties Affect the Doping Mechanism. J. Mater. Chem. C 

2018, 6 (8), 1980–1987. 

(166)  Nie, B.; Li, R.; Cao, J.; Brandt, J. D.; Pan, T. Flexible Transparent Iontronic Film 

for Interfacial Capacitive Pressure Sensing. Adv. Mater. 2015, 27 (39), 6055–6062. 

(167)  Thiburce, Q.; Giovannitti, A.; McCulloch, I.; Campbell, A. J. Nanoscale Ion-

Doped Polymer Transistors. Nano Lett. 2019. 



95 
 

(168)  Thiburce, Q.; Porcarelli, L.; Mecerreyes, D.; Campbell, A. J. High Performance 

Photolithographically-Patterned Polymer Thin-Film Transistors Gated with an 

Ionic Liquid/Poly(Ionic Liquid) Blend Ion Gel. Appl. Phys. Lett. 2017, 110 (23). 

(169)  Thiburce, Q.; Campbell, A. J. Low-Voltage Polyelectrolyte-Gated Polymer Field-

Effect Transistors Gravure Printed at High Speed on Flexible Plastic Substrates. 

Adv. Electron. Mater. 2017, 3 (2). 

(170)  Hamedi, M.; Forchheimer, R.; Inganäs, O. Towards Woven Logic from Organic 

Electronic Fibres. Nat. Mater. 2007, 6 (5), 357–362. 

(171)  Kaphle, V.; Liu, S.; Keum, C. M.; Lüssem, B. Organic Electrochemical Transistors 

Based on Room Temperature Ionic Liquids: Performance and Stability. Phys. 

Status Solidi Appl. Mater. Sci. 2018, 215 (24), 1–9. 

(172)  Garlapati, S. K.; Mishra, N.; Dehm, S.; Hahn, R.; Kruk, R.; Hahn, H.; Dasgupta, S. 

Electrolyte-Gated, High Mobility Inorganic Oxide Transistors from Printed Metal 

Halides. ACS Appl. Mater. Interfaces 2013, 5 (22), 11498–11502. 

(173)  Dasgupta, S.; Kruk, R.; Rösner, H.; Wang, D.; Hahn, H.; Nasr, B. High-Speed, 

Low-Voltage, and Environmentally Stable Operation of Electrochemically Gated 

Zinc Oxide Nanowire Field-Effect Transistors. Adv. Funct. Mater. 2012, 23 (14), 

1750–1758. 

(174)  Dehm, S.; Kruk, R.; Hahn, R.; Stoesser, G.; Dasgupta, S.; Hahn, H.; Schweikert, 

N. Printed and Electrochemically Gated, High-Mobility, Inorganic Oxide 

Nanoparticle FETs and Their Suitability for High-Frequency Applications. Adv. 

Funct. Mater. 2012, 22 (23), 4909–4919. 

(175)  Liu, J.; Herlogsson, L.; Sawatdee, A.; Favia, P.; Sandberg, M.; Crispin, X.; 

Engquist, I.; Berggren, M. Vertical Polyelectrolyte-Gated Organic Field-Effect 

Transistors. Appl. Phys. Lett. 2010, 97 (10). 

(176)  Xu, J.; Jia, J.; Lai, S.; Ju, J.; Lee, S. Tunneling Field Effect Transistor Integrated 

with Black Phosphorus-MoS2junction and Ion Gel Dielectric. Appl. Phys. Lett. 

2017, 110 (3). 

(177)  Nketia-Yawson, B.; Noh, Y.-Y. Recent Progress on High-Capacitance Polymer 

Gate Dielectrics for Flexible Low-Voltage Transistors. Adv. Funct. Mater. 2018, 

1802201, 1802201. 

(178)  Lee, E. K.; Kim, J. Y.; Chung, J. W.; Lee, B. L.; Kang, Y. Photo-Crosslinkable 

Polymer Gate Dielectrics for Hysteresis-Free Organic Field-Effect Transistors with 

High Solvent Resistance. RSC Adv. 2014, 4 (1), 293–300. 

(179)  Zare Bidoky, F.; Hyun, W. J.; Song, D.; Frisbie, C. D. Printed, 1 V Electrolyte-

Gated Transistors Based on Poly(3-Hexylthiophene) Operating at >10 KHz on 

Plastic. Appl. Phys. Lett. 2018, 113 (5), 53301. 

(180)  Gu, Y.; Zhang, S.; Martinetti, L.; Lee, K. H.; McIntosh, L. D.; Frisbie, C. D.; 

Lodge, T. P. High Toughness, High Conductivity Ion Gels by Sequential Triblock 

Copolymer Self-Assembly and Chemical Cross-Linking. J. Am. Chem. Soc. 2013, 



96 
 

135 (26), 9652–9655. 

(181)  Yang, H. M.; Kwon, Y. K.; Lee, S. B.; Kim, S.; Hong, K.; Lee, K. H. Physically 

Cross-Linked Homopolymer Ion Gels for High Performance Electrolyte-Gated 

Transistors. ACS Appl. Mater. Interfaces 2017, 9 (10), 8813–8818. 

(182)  Hashimoto, K.; Fujii, K.; Nishi, K.; Shibayama, M. Ion Gel Network Formation in 

an Ionic Liquid Studied by Time-Resolved Small-Angle Neutron Scattering. J. 

Phys. Chem. B 2018, 122(8), 08111. 

(183)  Tamate, R.; Ueki, T.; Akimoto, A. M.; Yoshida, R.; Oyama, T.; Kokubo, H.; 

Watanabe, M. Photocurable ABA Triblock Copolymer-Based Ion Gels Utilizing 

Photodimerization of Coumarin. RSC Adv. 2018, 8 (7), 3418–3422. 

(184)  Friedlein, J. T.; McLeod, R. R.; Rivnay, J. Device Physics of Organic 

Electrochemical Transistors. Org. Electron. 2018, 63, 398− 414. 

(185)  Klauk, H. Organic Thin-Film Transistors. Chem. Soc. Rev. 2010, 39 (7), 2643–

2666. 

(186)  Hong, K.; Kim, Y. H.; Kim, S. H.; Xie, W.; Xu, W. D.; Kim, C. H.; Frisbie, C. D. 

Aerosol Jet Printed, Sub-2 v Complementary Circuits Constructed from P-and N-

Type Electrolyte Gated Transistors. Adv. Mater. 2014, 26 (41), 7032–7037. 

(187)  Cadilha Marques, G.; Weller, D.; Erozan, A. T.; Feng, X.; Tahoori, M.; Aghassi‐
Hagmann, J. Progress Report on “From Printed Electrolyte‐Gated Metal‐Oxide 

Devices to Circuits.” Adv. Mater. 2019, 1806483. 

(188)  Braga, D.; Ha, M.; Xie, W.; Frisbie, C. D. Ultralow Contact Resistance in 

Electrolyte-Gated Organic Thin Film Transistors. Appl. Phys. Lett. 2010, 97 (19), 

193311. 

(189)  Fischer, A.; Zündorf, H.; Kaschura, F.; Widmer, J.; Leo, K.; Kraft, U.; Klauk, H. 

Nonlinear Contact Effects in Staggered Thin-Film Transistors. Phys. Rev. Appl. 

2017, 8 (5), 1–14. 

(190)  Choi, Y.; Kang, J.; Jariwala, D.; Kang, M. S.; Marks, T. J.; Hersam, M. C.; Cho, J. 

H. Low-Voltage Complementary Electronics from Ion-Gel-Gated Vertical Van 

Der Waals Heterostructures. Adv. Mater. 2016, 28 (19), 3742–3748. 

(191)  Choi, Y.; Kang, J.; Secor, E. B.; Sun, J.; Kim, H.; Lim, J. A.; Kang, M. S.; 

Hersam, M. C.; Cho, J. H. Capacitively Coupled Hybrid Ion Gel and Carbon 

Nanotube Thin-Film Transistors for Low Voltage Flexible Logic Circuits. Adv. 

Funct. Mater. 2018, 1802610, 1802610. 

(192)  Inal, S.; Bihar, E.; Savva, A.; Wustoni, S.; Sun, R. Enzyme‐Free Detection of 

Glucose with a Hybrid Conductive Gel Electrode. Adv. Mater. Interfaces 2018, 6 

(1), 1800928. 

(193)  Strakosas, X.; Bongo, M.; Owens, R. M. The Organic Electrochemical Transistor 

for Biological Applications. J. Appl. Polym. Sci. 2015, 132 (15), 1–14. 



97 
 

(194)  Xia, Y.; Zhang, W.; Ha, M.; Cho, J. H.; Renn, M. J.; Kim, C. H.; Frisbie, C. D. 

Printed Sub-2 V Gel-Electrolyte-Gated Polymer Transistors and Circuits. Adv. 

Funct. Mater. 2010, 20 (4), 587–594. 

(195)  Kempa, H.; Hambsch, M.; Reuter, K.; Stanel, M.; Schmidt, G. C.; Meier, B.; 

Hübler,  a. C. Complementary Ring Oscillator Exclusively Prepared by Means of 

Gravure and Flexographic Printing. IEEE Trans. Electron Devices 2011, 58 (8), 

2765–2769. 

(196)  Marques, G. C.; Garlapati, S. K.; Chatterjee, D.; Dehm, S.; Dasgupta, S.; Aghassi, 

J.; Tahoori, M. B. Electrolyte-Gated FETs Based on Oxide Semiconductors: 

Fabrication and Modeling. IEEE Trans. Electron Devices 2017, 64 (1), 279–285. 

(197)  Stucchi, E.; Dell’Erba, G.; Colpani, P.; Kim, Y.-H.; Caironi, M. Low-Voltage, 

Printed, All-Polymer Integrated Circuits Employing a Low-Leakage and High-

Yield Polymer Dielectric. Adv. Electron. Mater. 2018, 1800340. 

(198)  Andersson Ersman, P.; Nilsson, D.; Kawahara, J.; Gustafsson, G.; Berggren, M. 

Fast-Switching All-Printed Organic Electrochemical Transistors. Org. Electron. 

physics, Mater. Appl. 2013, 14 (5), 1276–1280. 

(199)  Perinot, A.; Caironi, M. Accessing MHz Operation at 2 V with Field-Effect 

Transistors Based on Printed Polymers on Plastic. Adv. Sci. 2018, 1801566. 

(200)  Zhang, B.; Zheng, Y.; Chen, W.; Jian, J. Differential Capacitance in Ion-Gel-Gated 

Organic Transistors Investigated by Impedance Spectroscopy. Ionics (Kiel). 2018, 

3287–3290. 

(201)  Matsumoto, M.; Shimizu, S.; Sotoike, R.; Watanabe, M.; Iwasa, Y.; Itoh, Y.; Aida, 

T. Exceptionally High Electric Double Layer Capacitances of Oligomeric Ionic 

Liquids. J. Am. Chem. Soc. 2017, 139 (45), 16072–16075. 

(202)  Spyropoulos, G. D.; Gelinas, J. N.; Khodagholy, D. Internal Ion-Gated Organic 

Electrochemical Transistor: A Building Block for Integrated Bioelectronics. Sci. 

Adv. 2019, 5 (2), eaau7378. 

(203)  Nasiri, M.; Saxon, D. J.; Reineke, T. M. Enhanced Mechanical and Adhesion 

Properties in Sustainable Triblock Copolymers via Non-Covalent Interactions. 

Macromolecules 2018, 51 (7), 2456–2465. 

(204)  Lenz, J.; Giudice, F.; Geisenhof, F. R.; Winterer, F.; Weitz, R. T. Vertical , 

Electrolyte-Gated Organic Transistors : Continuous Operation in the MA / Cm 2 

Regime and Use as Low-Power Artificial Synapses. 1–21. 

(205)  Sayago, J.; Soavi, F.; Sivalingam, Y.; Cicoira, F.; Santato, C. Low Voltage 

Electrolyte-Gated Organic Transistors Making Use of High Surface Area 

Activated Carbon Gate Electrodes. J. Mater. Chem. C 2014, 2 (28), 5690–5694. 

(206)  F. Zare Bidoky, F.; Tang, B.; Ma, R.; Jochem, K. S.; Hyun, W. J.; Song, D.; 

Koester, S. J.; Lodge, T. P.; Frisbie, C. D. Sub-3 V ZnO Electrolyte-Gated 

Transistors and Circuits with Screen-Printed and Photo-Crosslinked Ion Gel Gate 

Dielectrics: New Routes to Improved Performance, Adv. Funct. Mater., 2019, 



98 
 

1902028. 

(207)  Garlapati, S. K.; Divya, M.; Breitung, B.; Kruk, R.; Hahn, H.; Dasgupta, S. Printed 

Electronics Based on Inorganic Semiconductors: From Processes and Materials to 

Devices. Adv. Mater. 2018, 1707600, 1707600. 

(208)  Stucchi, E.; Dell’Erba, G.; Colpani, P.; Kim, Y.-H.; Caironi, M. Low-Voltage, 

Printed, All-Polymer Integrated Circuits Employing a Low-Leakage and High-

Yield Polymer Dielectric. Adv. Electron. Mater. 2018, 4 (12), 1800340. 

(209)  Song, D.; Zare Bidoky, F.; Hyun, W. J.; Walker, S. B.; Lewis, J. A.; Frisbie, C. D. 

All-Printed, Self-Aligned Carbon Nanotube Thin-Film Transistors on Imprinted 

Plastic Substrates. ACS Appl. Mater. Interfaces 2018, 10 (18), 15926–15932. 

(210)  Hyun, W. J.; Secor, E. B.; Zare Bidoky, F.; Walker, S. B.; Lewis, J. A.; Hersam, 

M. C.; Francis, L. F.; Frisbie, C. D. Self-Aligned Capillarity-Assisted Printing of 

Top-Gate Thin-Film Transistors on Plastic. Flex. Print. Electron. 2018, 3 (3). 

(211)  Hyun, W. J.; Kumar, S.; Francis, L. F.; Frisbie, C. D. Open-Channel Microfluidic 

Diodes Based on Two-Tier Junctions. Appl. Phys. Lett. 2018, 113 (19), 1–5. 

(212)  Cao, M.; Jochem, K.; Hyun, W. J.; Francis, L. F.; Frisbie, C. D. Self-Aligned 

Inkjet Printing of Resistors and Low-Pass Resistor-Capacitor Filters on Roll-to-

Roll Imprinted Plastics with Resistances Ranging from 10 to 106 Ω. Flex. Print. 

Electron. 2018, 3 (4). 

(213)  Song, D.; Zare Bidoky, F.; Secor, E. B.; Hersam, M. C.; Daniel Frisbie, C. 

Freestanding Ion Gels for Flexible, Printed, Multifunctional Microsupercapacitors. 

ACS Appl. Mater. Interfaces 2019, 11 (10), 9947–9954. 

(214)  Huddleston, J. G.; Visser, A. E.; Reichert, W. M.; Willauer, H. D.; Broker, G. A.; 

Rogers, R. D. Characterization and Comparison of Hydrophilic and Hydrophobic 

Room Temperature Ionic Liquids Incorporating the Imidazolium Cation. Green 

Chem. 2001, 3 (4), 156–164. 

(215)  Sung, S. Y.; Kim, S. Y.; Jo, K. M.; Lee, J. H.; Kim, J. J.; Kim, S. G.; Chai, K. H.; 

Pearton, S. J.; Norton, D. P.; Heo, Y. W. Fabrication of P-Channel Thin-Film 

Transistors Using CuO Active Layers Deposited at Low Temperature. Appl. Phys. 

Lett. 2010, 97 (22), 2008–2011. 

(216)  Lodge, T. P.; Ueki, T. Mechanically Tunable, Readily Processable Ion Gels by 

Self-Assembly of Block Copolymers in Ionic Liquids. Acc. Chem. Res. 2016, 49 

(10), 2107–2114. 

(217)  He, Y.; Lodge, T. P. A Thermoreversible Ion Gel by Triblock Copolymer Self-

Assembly in an Ionic Liquid. Chem. Commun. 2007, No. 26, 2732. 

(218)  He, Y.; Lodge, T. P. Thermoreversible Ion Gels with Tunable Melting 

Temperatures from Triblock and Pentablock Copolymers. Macromolecules 2008, 

41 (1), 167–174. 

(219)  He, Y.; Boswell, P. G.; Bühlmann, P.; Lodge, T. P. Ion Gels by Self-Assembly of 



99 
 

a Triblock Copolymer in an Ionic Liquid. J. Phys. Chem. B 2007, 111 (18), 4645–

4652. 

(220)  Zhang, S.; Lee, K. H.; Sun, J.; Frisbie, C. D.; Lodge, T. P. Viscoelastic Properties, 

Ionic Conductivity, and Materials Design Considerations for Poly(Styrene-b-

Ethylene Oxide-b-Styrene)-Based Ion Gel Electrolytes. Macromolecules 2011, 44 

(22), 8981–8989. 

(221)  Lee, J.; Panzer, M. J.; He, Y.; Lodge, T. P.; Frisbie, C. D. Ion Gel Gated Polymer 

Thin-Film Transistors. J. Am. Chem. Soc. 2007, 129 (15), 4532–4533. 

(222)  Ha, M.; Xia, Y.; Green, A. A.; Zhang, W.; Renn, M. J.; Kim, C. H.; Hersam, M. 

C.; Frisbie, C. D. Printed, Sub-3V Digital Circuits on Plastic from Aqueous 

Carbon Nanotube Inks. ACS Nano 2010, 4 (8), 4388–4395. 

(223)  Ha, M.; Seo, J. W. T.; Prabhumirashi, P. L.; Zhang, W.; Geier, M. L.; Renn, M. J.; 

Kim, C. H.; Hersam, M. C.; Frisbie, C. D. Aerosol Jet Printed, Low Voltage, 

Electrolyte Gated Carbon Nanotube Ring Oscillators with Sub-5 Μs Stage Delays. 

Nano Lett. 2013, 13 (3), 954–960. 

(224)  Wang, S.; Ha, M.; Manno, M.; Daniel Frisbie, C.; Leighton, C. Hopping Transport 

and the Hall Effect near the Insulator-Metal Transition in Electrochemically Gated 

Poly(3-Hexylthiophene) Transistors. Nat. Commun. 2012, 3, 1210. 

(225)  Moon, H. C.; Lodge, T. P.; Frisbie, C. D. Solution-Processable 

Electrochemiluminescent Ion Gels for Flexible, Low-Voltage, Emissive Displays 

on Plastic. J. Am. Chem. Soc. 2014, 136 (9), 3705–3712. 

(226)  Moon, H. C.; Lodge, T. P.; Frisbie, C. D. DC-Driven, Sub-2 V Solid-State 

Electrochemiluminescent Devices by Incorporating Redox Coreactants into 

Emissive Ion Gels. Chem. Mater. 2014, 26 (18), 5358–5364. 

(227)  Lee, K. H.; Kang, M. S.; Zhang, S.; Gu, Y.; Lodge, T. P.; Frisbie, C. D. “Cut and 

Stick” Rubbery Ion Gels as High Capacitance Gate Dielectrics. Adv. Mater. 2012, 

24 (32), 4457–4462. 

(228)  Li, R.; Chen, G.; He, M.; Tian, J.; Su, B. Patternable Transparent and Conductive 

Elastomers towards Flexible Tactile/Strain Sensors. J. Mater. Chem. C 2017, 5 

(CCl), 8475–8481. 

(229)  Choi, D. Y.; Kim, M. H.; Oh, Y. S.; Jung, S.-H.; Jung, J. H.; Sung, H. J.; Lee, H. 

W.; Lee, H. M. Highly Stretchable, Hysteresis-Free Ionic Liquid-Based Strain 

Sensor for Precise Human Motion Monitoring. ACS Appl. Mater. Interfaces 2017, 

9 (2), 1770–1780. 

(230)  Imaizumi, S.; Kokubo, H.; Watanabe, M. Polymer Actuators Using Ion-Gel 

Electrolytes Prepared by Self-Assembly of ABA-Triblock Copolymers. 

Macromolecules 2012, 45, 401–409. 

(231)  Imaizumi, S.; Kokubo, H.; Watanabe, M. Polymer Actuators Using Ion-Gel 

Electrolytes Prepared by Self- Assembly of ABA-Triblock Copolymers. 2011. 



100 
 

(232)  Klingshirn, M. A.; Spear, S. K.; Subramanian, R.; Holbrey, J. D.; Huddleston, J. 

G.; Rogers, R. D. Gelation of Ionic Liquids Using a Cross-Linked Poly(Ethylene 

Glycol) Gel Matrix. Chem. Mater. 2004, 16 (16), 3091–3097. 

(233)  Asai, H.; Fujii, K.; Ueki, T.; Sakai, T.; Chung, U.; Watanabe, M.; Han, Y.-S.; Kim, 

T.-H.; Shibayama, M. Structural Analysis of High Performance Ion-Gel 

Comprising Tetra-PEG Network. Macromolecules 2012, 45, 3902–3909. 

(234)  Fujii, K.; Asai, H.; Ueki, T.; Sakai, T.; Imaizumi, S.; Chung, U.; Watanabe, M.; 

Shibayama, M. High-Performance Ion Gel with Tetra-PEG Network. Soft Matter. 

2012, p 1756. 

(235)  Ishii, S.; Kokubo, H.; Hashimoto, K.; Imaizumi, S.; Watanabe, M. Tetra-PEG 

Network Containing Ionic Liquid Synthesized via Michael Addition Reaction and 

Its Application to Polymer Actuator. Macromolecules 2017, 50 (7), 2906–2915. 

(236)  Fujii, K.; Asai, H.; Ueki, T.; Sakai, T.; Imaizumi, S.; Chung, U.; Watanabe, M.; 

Shibayama, M. High-Performance Ion Gel with Tetra-PEG Network. Soft Matter 

2012, 8 (6), 1756. 

(237)  Schröder, U.; Wadhawan, J. D.; Compton, R. G.; Marken, F.; Suarez, P. A. Z.; 

Consorti, C. S.; de Souza, R. F.; Dupont, J. Water-Induced Accelerated Ion 

Diffusion: Voltammetric Studies in 1-Methyl-3-[2,6-(S)-Dimethylocten-2-

Yl]Imidazolium Tetrafluoroborate, 1-Butyl-3-Methylimidazolium 

Tetrafluoroborate and Hexafluorophosphate Ionic Liquids. New J. Chem. 2000, 24 

(12), 1009–1015. 

(238)  Hoshino, S.; Yoshida, M.; Uemura, S.; Kodzasa, T.; Takada, N.; Kamata, T.; Yase, 

K. Influence of Moisture on Device Characteristics of Polythiophene-Based Field-

Effect Transistors. J. Appl. Phys. 2004, 95 (9), 5088–5093. 

(239)  Hillmyer, M. A.; Tolman, W. B. Aliphatic Polyester Block Polymers: Renewable, 

Degradable, and Sustainable. Acc. Chem. Res. 2014, 47 (8), 2390–2396. 

(240)  Schneiderman, D. K.; Hillmyer, M. A. 50th Anniversary Perspective: There Is a 

Great Future in Sustainable Polymers. Macromolecules 2017, 50 (10), 3733–3749. 

(241)  Schneiderman, D. K.; Hillmyer, M. A. Aliphatic Polyester Block Polymer Design. 

Macromolecules 2016, 49 (7), 2419–2428. 

(242)  Miller, S. A. Sustainable Polymers: Opportunities for the next Decade. ACS Macro 

Lett. 2013, 2 (6), 550–554. 

(243)  Schneiderman, D. K.; Hill, E. M.; Martello, M. T.; Hillmyer, M. A. Poly(Lactide)-

Block-Poly(ε-Caprolactone-Co-ε-Decalactone)-Block-Poly(Lactide) Copolymer 

Elastomers. Polym. Chem. 2015, 6 (19), 3641–3651. 

(244)  Brutman, J. P.; Delgado, P. A.; Hillmyer, M. A. Polylactide Vitrimers. ACS Macro 

Lett. 2014, 3 (7), 607–610. 

(245)  Ju, Y.; Lv, R.; Wang, B.; Na, B.; Liu, H.; Deng, H. Remarkable Modulus 

Enhancement of Polylactide Ion Gels via Network Formation Induced by a 



101 
 

Nucleating Agent. Polym. (United Kingdom) 2016, 85, 61–66. 

(246)  Bai, Z.; Lodge, T. P. Polymersomes with Ionic Liquid Interiors Dispersed in 

Water. J. Am. Chem. Soc. 2010, 132 (45), 16265–16270. 

(247)  Hong, K.; Kim, M. G.; Yang, H. M.; Lim, D. C.; Lee, J. Y.; Kim, S. J.; Lee, I.; 

Lee, K. H.; Lee, J. L. Solid-State Dual Function Electrochemical Devices: Energy 

Storage and Light-Emitting Applications. Adv. Energy Mater. 2016, 6 (19). 

(248)  Yang, X.; Zhang, F.; Zhang, L.; Zhang, T.; Huang, Y.; Chen, Y. A High-

Performance Graphene Oxide-Doped Ion Gel as Gel Polymer Electrolyte for All-

Solid-State Supercapacitor Applications. Adv. Funct. Mater. 2013, 23 (26), 3353–

3360. 

(249)  Coelho, E. a. a.; Cortizo, P. C.; Garcia, P. F. D. Small Signal Stability for Single 

Phase Inverter Connected to Stiff\nAC System. Conf. Rec. 1999 IEEE Ind. Appl. 

Conf. Thirty-Forth IAS Annu. Meet. (Cat. No.99CH36370) 1999, 4. 

(250)  Wu, K.; Zhang, S.; Xu, Z.; Chen, X.; Li, L. Solution-Processed Organic 

Complementary Inverters Based on TIPS-Pentacene and PDI8-CN2. IEEE Trans. 

Electron Devices 2015, 62 (12), 4220–4224. 

(251)  Liu, F.; Xie, W.; Shi, S.; Daniel Frisbie, C.; Paul Ruden, P. Coupling of Channel 

Conductance and Gate-to-Channel Capacitance in Electric Double Layer 

Transistors. Appl. Phys. Lett. 2013, 103 (19), 1–5. 

 

  



102 
 

Appendix 

A1. Robust Cut-and-Stick poly(lactide) Ion Gels via Facile One-Pot Room 

Temperature Curing: Ion Gel as an Iono-elastomer for Strain Sensing 

Application.4 

A1.1 Introduction 

An ion gel is commonly defined as a polymer network swollen with a large amount of 

an ionic liquid (IL).216 Since its introduction, a great amount of research effort has been 

devoted concerning both fundamental3,72,217–220 and applied2,77,137,221–226 aspects of the class 

of materials due to their convenient integration into solid state electronic devices arising 

from the mechanical integrity of the polymer network in combination with the excellent 

electrochemical properties from the IL. In terms of mechanical property, it is desirable for 

those highly plasticized ion gels to have a high toughness73 to allow for the easy-handling 

of the materials at a thin-film scale for device fabrication181,227 as well as applications in 

stretchable electronics76,228,229 or electromechanical actuators.230,231 The high toughness ion 

gels have been demonstrated previously through either chemical or physical crosslinking. 

Chemically crosslinked network ion gels can be achieved by the approach of crosslinking 

homopolymers or block polymers (BCPs). Chemically-crosslinked homopolymer ion gels 

have been synthesized via in-situ polymerization of monomers,70,232 and crosslinking of 

the two star-shaped macromers with reactive chain ends.233–235 Chemically-crosslinked 

                                                 
4 This work was conducted in collaboration with Boxin Tang and Jacob P. Brutman. Boxin Tang 

did all the synthesis, ion gel formulation, and physical properties characterization. Fazel Zare 

Bidoky did the device fabrication, iono-elastomer and TFT characterization. 
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BCP ion gels can be achieved by chemical crosslinking within the micelle cores of the 

block polymer based ion gels.73 In the case of physically-crosslinked ion gels, 

poly(vinylidene fluoride-r-hexafluoropropylene) (PVDFHFP)227 and poly(vinylidene 

fluoride) (PVDF)181 have been utilized to form mechanically robust ion gels. The 

microphase-separated crystalline domains provide high toughness to the resulting ion gels 

with ~200% of strain-at-break.  

In the case of chemically-crosslinked homopolymer-based ion gels, the gel ionic 

conductivity is close to that of the neat IL, because the vast majority of the gel is the IL-

polymer mixture, i.e., the ionically-conducting phase.234 In the meantime, the chemical 

crosslinking ensures the high toughness of the ion gel with a strain-at-break well above 

200% at 10-20 wt.% polymer.235,236 In the previous reports, the hydrophilic poly(ethylene 

glycol) (PEG)-based star-shaped macromers were explored. The tetra-arm PEG polymers 

were first end-functionalized into two types of macromers that can react with each other. 

Subsequently, the macromers were allowed to crosslink with the presence of IL. While 

PEG has a low Tg that promotes fast ion conduction, water absorption can negatively 

impact the electrochemical stability of ILs237 as well as organic semiconductors.238 In 

previous work, poly(ethylene oxide) (PEO)-based electrolyte-gated transistors showed 

more significant degradation under humidity than that of the hydrophobic poly(ethyl 

acrylate) (PEA)-based electrolyte-gated transistors.3  

Poly(lactide) (PLA) is a hydrophobic and degradable polymer that can be synthesized 

from renewable feedstock.239–241 With two decades of development on the industrial 

production of PLA, the polymer can be produced with only 15−25% of extra cost from 

poly(ethylene terephthalate) (PET), a price range that makes PLA competitive for replacing 
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petroleum-based polymers in our daily use.242 The initiator for the ring-opening 

transesterification polymerization (ROTEP) of PLA is commonly an alcohol, which makes 

PLA into star-shaped polyol macromer a convenient synthesis.243 Hillmyer et al. have 

reported a straightforward synthesis of a star-shaped amorphous PLA vitrimer by reacting 

star-shaped hydroxyl-end functionalized PLA with methylenediphenyl diisocyanate (MDI) 

using Tin(II) 2-ethylhexanoate (Sn(OCT)2) as both crosslinking and ROTEP catalyst.244 

Interestingly, PLA has also shown good compatibility with ILs.74,245 A PLA-based ABA 

triblock polymer has recently been shown to form self-assembled micellar crosslinks in a 

low toxicity IL, 1-butyl-4-methylpyrrolidinium bis(trifluoromethanesulfonyl)imide 

([P14][TFSI]).74 

Here, we adopt the facile approach of crosslinking tetra-arm hydroxy-terminated PLA 

and the MDI with the presence of two commonly used ILs, i.e., 1-ethyl-3-

methylimidazolium bis(trifluoromethanesulfonyl)imide ([EMI][TFSI]) and [P14][TFSI]. In 

this way, mechanically robust ion gels can be achieved under room temperature through a 

one-pot reaction with dichloromethane as the co-solvent. Because of the chemical 

crosslinks, the resulting ion gel at as low as 20 wt.% polymer is mechanically robust with 

a strain-at-break of over 200% and a stress-at-break of 0.5 MPa. Thin film ion gels at 20 

wt.% polymer can be conveniently laminated onto transistor devices via a cut-and-stick 

approach and the ionic conductivity of the ion gels achieved a three-time increase than that 

of the PVDFHFP ion gels because of the lack of ion-insulating crystalline domains. In 

addition, the bulk ion gels have demonstrated excellent electromechanical response with a 

high sensitivity in resistance change with respect to a change in strain (e.g., five times 

change in resistance at 140% strain) and a low hysteresis (less than 0.03%). 
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A1.2 Experimental Procedures 

Materials. Pentaerythritol (PERYT), methylenediphenyl diisocyanate (MDI) and 

tin(II) 2-ethylhexanoate (Sn(OCT)2) were purchased from Sigma-Aldrich, stored in a 

glovebox under N2 atmosphere and used as received. D,L-Lactide was provided by Altasorb 

stored in a glovebox under N2 atmosphere and used as received. 1-ethyl-3-

methylimidazolium bistrifluoromethanesulfonylimide ([EMI][TFSI]) was synthesized 

following a reported literature.246 1-butyl-1-methylpyrrolidinium 

bistrifluoromethanesulfonylimide ([P14][TFSI]) was purchased from Sigma-Aldrich. 

Poly(styrene sulfonate) (PEDOT:PSS) was purchased from H. C. Starck. Poly(3-

hexylthiophene) (P3HT) was purchased from Rieke Metals. Anhydrous In2O3 was 

purchased from Sigma-Aldrich.  

 

Synthesis of hydroxyl-terminated star-shaped poly(D, L-lactide) (tetra-arm PLA). 

Sn(OCT)2 (0.005 eq., 0.014 g, 0.35 mmol) was dissolved in a minimal amount of toluene 

(ca. 0.5 mL) and charged in a pressure vessel, along with D, L-lactide (25 eq., 25 g, 175 

mmol) and PERYT (1 eq., 0.8 g, 7 mmol) (Figure A1.2). The reaction mixture was heated 

to 160 °C for 3 h, then allowed to cool to room temperature and dissolved in an 

approximately equal volume of dichloromethane (DCM). The subsequent solution was 

precipitated in ethanol (ca. 10 times volume of product solution), redissolved in an 

approximately equal volume of DCM and reprecipitated in hexanes (10 times volume of 

DCM solution). The resulting polymer was then dissolved in DCM, transferred to a 

polypropylene container and dried with N2 flow for approximately 24 h. The polypropylene 

container was then put in a vacuum oven at approximately 60 °C and 20 mTorr for 72 h, 
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and subsequently cooled to room temperature. The resulting polymer was obtained in an 

80% isolated yield. 

Molecular Characterization. The dispersity and molecular weight was obtained using 

MALLS-SEC (Agilent 1260 Infinity series SEC system with a Wyatt Technology Dawn 

Heleos-II MALLS detector and a Wyatt Optilab TrEX refractive index detector) with 

tetrahydrofuran (THF) as eluent at 1 mL/min flow rate at 25 ºC and 1H NMR spectroscopy 

(Bruker Avance III HD 500) at 25 ºC in CDCl3. 

 

Figure A1. 1. (a) NMR of the tetra-arm PLA. (b) SEC trace of the tetra-arm PLA. 

 

 



107 
 

Ion Gel Preparation. For bulk ion gel samples, tetra-arm PLA (1 eq., 0.5g-scale), MDI 

(1.1 eq.) and IL (50-80 wt%) were dissolved in 3 ml of DCM. A stock solution of Sn(OCT)2 

in DCM was prepared (100 mg catalyst in 10 ml of DCM) and 0.005 mol ratio of 

Sn(OCT)2:OH, was added to the fully dissolved HTSPLA, MDI and IL solution. After 

complete mixing, the resulting solution was poured into a polypropylene jar (125ml). The 

jar was covered with aluminum foil and left under N2 purge at room temperature overnight. 

Then, the sample was further dried in a vacuum oven (~100 mTorr) at room temperature 

for 48 h. Poly(styrene-b-ethyl acrylate-b-styrene) (SEAS)-[EMI][TFSI] ion gel samples for 

extensional rheometry measurements were prepared by dissolving SEAS polymer (20-50 

wt.% relative to the IL) and the IL in DCM and dried under N2 purge in 5 ml glass Petri 

dishes and subsequently dried under vacuum (~100 mTorr) for 24 h at 80 ºC. The resulting 

ion gel film was then delaminated from the jar and rectangular shaped samples for 

extensional rheology were then cut at the dimension of ca. 0.7 mm (thickness) × 3 mm 

(width) × 20 mm (length). Samples for impedance spectroscopy were cut in circular shape 

at the dimension of ca. 4 mm of diameter. Thin ion gel samples that were cut-and-stick 

onto electronic devices were prepared in a similar manner using a reduced amount of 

chemicals (~ 0.1g of PLA scale). After drying, the resulting films were cut at a dimension 

of ca.1 cm diameter and 86 µm of thickness. 

Determination of Tg. Differential scanning calorimetry (DSC) measurements of ion 

gels were carried out using a TA Instruments Q1000 DSC with liquid N2 cooling capability. 

A sample of 5−10 mg was contained in a hermetically sealed aluminum pan. The samples 

were initially heated up to 60 ºC and annealed for 5 min to erase prior thermal history, and 
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then cooled rapidly to −150 ºC. Subsequently, they were heated to 160 ºC at 10 ºC/min. 

Glass transition temperatures were acquired from the second heating curves. 

Extensional Rheology of Ion Gels.Extensional rheological measurements were 

performed on an ARES-G2 rheometer (TA Instruments) using an extensional viscosity 

fixture. Ion gel samples were cut at the dimensions described in the previous section and 

carefully lifted out of the petri dish. They were then loaded onto the fixture in between the 

drums (length = 13 mm). The thickness and the width of the samples were measured by 

the caliper. Tests were conducted at 30 °C, and the temperature was controlled using an 

environmental temperature controller under a nitrogen atmosphere. The sample was 

stretched at a constant Hencky strain rate = 1 sec-1, and the instrument measured the 

resulting extensional stress until the sample broke.  

Impedance Spectroscopy of Ion Gels. For ion gels, impedance spectroscopy was 

conducted using a two-point probe on a Solartron 1255B frequency response analyzer 

connected to a Solartron SI 1287 electrochemical interface. Samples were initially cut as 

described in the previous section, and sandwiched in a Teflon spacer of 4 mm diameter and 

2 mm thickness between two stainless steel electrodes. During a measurement, the sample 

was kept at 30 ºC for 1 h before measurement and the sample temperature was controlled 

by a custom-built heating stage with a temperature feedback loop monitored by an 

independent thermocouple placed next to the sample. The ionic conductivity, σ, was 

calculated as σ = l/Ra, where l is the sample thickness, a is the superficial area of the 

sample, and R is the bulk resistance determined from the real part of the impedance, Z′, in 

the high-frequency plateau.  
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Gel Fraction Determination of Ion Gels. The gel fraction of ion gels was determined 

by placing a small amount of the crosslinked ion gel sample (~ 50 mg) in a scintillation 

vial filled with DCM. The vial was close-capped and placed in a reaction hood with good 

ventilation for 24 h of swelling and the DCM was poured out and refilled once and the 

sample was allowed for swelling for another 24 h. The majority of the DCM was then 

poured out and the vial was then further-dried under vacuum (~ 100 mTorr) at 60 ºC for 24 

h. The dried solid sample was then weighed. The gel fraction was then calculated as the 

ratio between the amount of solid after solvent extraction and the amount of solid initially 

added to make the ion gel sample. 

P-Type and N-Type EGT Devices Fabrication and Testing. Source, drain and gate 

electrode contacts were patterned on a silicon wafer by photolithography with 5 nm of 

chromium and 30 nm of gold. The semiconductor channel width to length ratio was 100. 

The p-type semiconductor, P3HT (Rieke Metals Inc.), was dissolved in 

chloroform/terpineol (9:1 weight ratio) at a concentration of ca. 1 mg/mL. The n-type 

semiconductor, In2O3, was dissolved in acetonitrile at 0.02 M concentration and was 

subsequently sonicated for 15 min. The ion gel was prepared as mentioned in the previous 

section. The gate electrode, poly(3,4-ethylenedioxythiophene) poly(styrene sulfonate) 

(PEDOT:PSS) (H.C. Starck) in a 1.5 wt.% aqueous solution, was dissolved in ethylene 

glycol at 6 wt%. The silicon wafer with patterned contacts was first treated with O2 plasma 

for 15 min to increase printed inks’ wettability. The In2O3 was first printed using a 

commercially available aerosol ink jet printer (Optomec, Inc.). The substrate was then 

annealed at 400 ºC for 1h. After annealing, the P3HT was printed on the substrate. Then, 

the ion gel (~100 µm thickness) was cut into 1 cm diameter circular and laminated onto the 
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substrate, covering the semiconductor. PEDOT:PSS top gates were printed on top of the 

ion gel layers. The substrate was placed in a vacuum oven and dried (~100 mTorr) at room 

temperature for 24 h. Transistor measurements were conducted in a glovebox using 

Keithley 2400 and Keithley 2611B electrometers. 

Electro-Mechanical Response Characterization of Ion Gels. To characterize the 

electromechanical response of an ion gel sample, the sample was first cut into a rectangular 

shape as described in the previous section. Then, the sample’s thickness and width were 

measured by a caliper. After the cross-sectional area of the sample was measured, the two 

ends of the ion gel sample were taped by conductive tapes onto aluminum sample holders. 

Subsequently, the sample holders were fixed onto the two pressure clamps of the tensile 

tester and were insulated by placing PLA spacers between the clamp grips and the sample 

holders. Before a tensile measurement, the tensile tester was properly zeroed and the initial 

gauge length was measured. The two ends of the sample were connected at the conductive 

tape area to a Keithley 2612 electrometer. During a measurement, at a certain strain, an 

oscillating voltage from 0 to 1 V was passing through the sample at various sweep rates 

and the current was recorded. 
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A1.3 Discussion 

A1.3.1 Synthesis of Ion Gels 

 
Figure A1.2. Synthetic route of the tetra-arm PLA-based ion gels with a cartoon 

illustration of the ion gel curing process. 

 

For the synthesis of the ion gels, the tetra-arm PLA was first synthesized by ROTEP 

following a previous literature244 with commercially available chemicals that were used as 

received. To make ion gels, the IL, tetra-arm PLA, MDI were initially dissolved with 

minimum amount of DCM as the co-solvent (0.5 g of polymer in 2.5 ml of co-solvent). 

The stock solution of Sn(OCT)2 was then micropipetted into the well-dissolved curing 

solution. The solution was subsequently cured in air for 12 h and further dried under 

vacuum for 24 h, which was under room temperature throughout. 
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The DSC traces of the tetra-arm PLA-[EMI][TFSI] ion gels are shown in Figure A1.3. 

As PDLLA is miscible with the IL, the ion gel traces show a single glass transition 

temperature in between the glass transition temperatures of the pure IL (~ 92 ºC) and 

polymer (~ 40 ºC). The glass transition temperature increase with polymer concentration 

because of the increase in the content of the high Tg polymer.  

 
Figure A1.3. DSC traces of tetra-arm PLA-[EMI][TFSI] ion gels. 

 

The gel fraction was determined for the resulting ion gels of various polymer 

loading. As shown in Figure A1.4, the gel fractions of ion gels from 20−50 wt.% polymer 

concentration are above 95 %, indicating that majority of the polymer participates in the 

network. The chemical crosslinking reaction is highly efficient even with the presence of 

IL and room temperature processing temperature, reaching above 98% for a highly swollen 

network of only 20 wt.% polymer.  
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Figure A1.4. Gel fraction of tetra-arm PLA ion gels of various polymer concentrations. 

 

A1.3.2 Mechanical Property of the Ion Gels. 

The tensile properties of the ion gels are characterized on an ARES G2 (TA 

Instruments) using an extensional rheometry following procedures from a previous 

literature on similar systems.73 The experimental setup is shown in Figure A1.5a. Since the 

ion gels are formed with two ionic liquids that are soluble in PDLLA, the stress-strain 

relationships of 20 wt.% tetra-arm PLA ion gels in [P14][TFSI] and [EMI][TFSI] were 

shown in Figure A1.5b. The stress-strain relationships of the two kinds of ion gels are 

similar, indicating the network formation is not affected by the choice of IL. The stress-

strain relationships of the tetra-arm PLA-based ion gels and the poly(styrene-b-ethyl 

acrylate-b-styrene) (SEAS) triblock polymer-based ion gels. For the SEAS ion gels, the 

samples with lower midblock size demonstrate a steeper increase in stress with increasing 
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strain. From the previous report, the modulus of the ion gel at the same polymer loading 

increases with decreasing midblock molecular weight.3 Thus, it is reasonable to expect a 

“stiffer” response in stress with respect to increasing strain. On the other hand, the stress-

strain response of the tetra-arm PLA ion gel shows a drastic difference with a significantly 

higher stress-at-break compared to those of the SEAS ion gels. The difference likely arises 

from the chemical crosslinks in the tetra-am PLA ion gel as the failure mechanism changes 

from the physical chain-pullouts in the SEAS ion gels to the breaking of chemical linkages 

in the tetra-arm PLA ion gel. The toughness of the ion gels is compared in Figure A1.5d. 

The toughness of the chemically crosslinked ion gels reaches ~ 7-fold increase compared 

to that of the SEAS ion gel at 20 wt.% polymer concentration. Compared to the other 

method of increasing the mechanical toughness of the ABA triblock ion gel systems, this 

method uses less than 10 wt.% (based on the mass of polymer) of crosslinker, which is less 

than half of the fraction of polystyrene in the chemically-crosslinkable poly(styrene(azide)-

b-ethylene oxide-b-styrene(azide)) (SOS-N3) polymer.73 As a result, the fraction of the ion-

conducting phase in the tetra-arm PLA ion gel is larger compared with that of the SOS-N3, 

which promotes high ionic conductivity.  
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Figure A1.5. (a) A photo of a sample ion gel loaded onto the extensional fixture. (b) Stress-strain 

relationship comparison of 20 wt.% polymer tetra-arm PLA ion gels with [P14][TFSI] and 

[EMI][TFSI]. (c) Stress-strain relationship comparison of 20 wt.% polymer tetra-arm PLA, 

SEAS(4-60-4), and SEAS(4-36-4)-based ion gels. (d) Toughness comparison of the tetra-arm PLA, 

SEAS(4-60-4), and SEAS(4-36-4)-based ion gels at various polymer concentrations. 

 

A1.3.3 Ionic Conductivity of the Ion Gels 

The ionic conductivity at 30 ºC of the tetra-arm PLA ion gels, ABA triblock polymer 

ion gels and the PVDFHFP ion gels are shown in Figure A1.6 and the IL is [EMI][TFSI]. 

The tetra-arm PLA showed improved conductivities at polymer concentrations from 20−50 

wt.% compared to those of the previously reported poly(styrene-b-methyl methacrylate-b-
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styrene) (SMS) triblock polymer ion gels.72 From the VFT equation shown in previous 

chapters, the lower the Tg of the IL-polymer mixture, the higher the ionic conductivity of 

the mixture. Because the Tg of the IL-soluble polymer is often higher than that of the IL, 

the Tg of the polymer needs to be low to ensure a low Tg of the IL-polymer mixture. Since 

the Tg of PLA is ~50 ºC lower than that of the poly(methyl methacrylate) (PMMA), the ion 

motion is less hindered in the tetra-arm PLA ion gels, and thus it is reasonable that the 

tetra-arm PLA ion gels show higher conductivities. In addition, since the conducting phase 

of the PLA ion gels is crosslinked by molecular crosslinks that take up about half of the 

fraction of the polystyrene physical crosslinks in the ABA triblock polymer, the ion-

conducting phase fraction is significantly larger in the tetra-arm PLA ion gels, which 

contributes to a high ion conductivity. As a result, at polymer concentration of as low as 

20 wt.%, the tetra-arm PLA ion gels show similar ionic conductivity as that of the SEAS 

and SOS ion gels. Even though the IL-soluble polymer blocks, PEA and PEO, of the two 

triblock polymers have a significantly lower Tg compared to PLA, the smaller fraction of 

the ion-insulating phase in the tetra-arm PLA ion gel ensures the similar conductivity 

between PLA and SEAS/SOS ion gels at lower polymer concentrations where the Tg of the 

ion-conducting phase is less influenced by the added polymer. On the other hand, the ionic 

conductivity of the tetra-arm PLA ion gels is also significantly higher than that of the 

PVDFHFP ion gels, another type of the cut-and-stick ion gel. At 20 wt.% polymer, a 

concentration relevant to the application of EGTs, the conductivity of the tetra-arm PLA 

ion gels is a factor of two higher than PVDFHFP ion gels of the same polymer 

concentration. The difference in conductivity may result from the tortuous ion pathways 

formed by the PVDF crystalline domains in the PVDFHFP ion gels.247,248  
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Figure A1.6. Ionic conductivity comparisons of tetra-arm PLA ion gels, ABA triblock 

polymer ion gels and PVDFHFP ion gels at various polymer loading with [EMI][TFSI] 

as the IL . (Refs. 72 and 3) 

 

A1.3.4 P-Type and N-type EGTs by Ion Gels via a Cut-and-Stick Method. 

Since all the reactants have negligible vapor pressure compared to the method of in-

situ polymerization and the chemical crosslinking reaction can readily happen at room 

temperature, the tetra-arm PLA based ion gels can be conveniently made into thin films by 

changing the amount of materials and subsequently be laminated onto EGT devices owing 

to the excellent mechanical properties. As a result, both P- and N-type EGTs have been 

fabricated with the tetra-arm PLA-[P14][TFSI] ion gel. The cross-section illustration of a 
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P3HT device example is shown in Figure A1.7a. Both the P- and N-type semiconductors 

were aerosol-jet printed on the patterned substrate. The width of the semiconductor channel 

(W) is 2000 µm and the length of the semiconductor channel (L) is 25 µm After annealing, 

the 20 wt.% polymer ion gel of ~86 µm thickness was conveniently laminated on top of 

the semiconductor layer. Then, the PEDOT:PSS top gate was printed on top of the ion gel 

layer. The transfer curves of the two kinds of EGT devices are shown in Figure A1.7c and 

d. Because of the high capacitance of the ion gel (~ µF/cm2), both types of EGTs show low 

voltage operation (~1V) and a high ON/OFF current ratio of ~105. 

 
Figure A1.7. (a) Cross-sectional illustration of an example P3HT cut-and-stick EGT 

device structure.  (b) The height profile of a typical cut-and-stick ion gel (~86 µm 

thickness). (c) The transfer curve of a P3HT EGT with the cut-and-stick ion gel. (d) The 

transfer charcteristics of an In2O3 EGT with the cut-and-stick ion gel.    

 



119 
 

R

V

dt

dV
cI +=

dt

dV

A.1.3.5 Electro-mechanical Response of the Ion Gels 

Because of the good electrical property of the IL, various efforts have been devoted to 

utilizing the electro-mechanical responses of the class of material in strain sensing 

applications for biological applications.76,228,229 Chemically crosslinked networks were 

often used to provide the stretchability of the resulting IL-polymer composites.76,228,229 

Because of the demonstrated good mechanical properties of the tetra-arm PLA ion gels, 

the electro-mechanical response of the ion gels were investigated. For the choice of IL, 

[P14][TFSI] was used as the electrolyte because of its low toxicity nature. Many of the 

previous reports studied the change of resistance with respect to strain of such materials by 

measuring the ohmic resistance.76,228,229 Because of the high electrical double layer 

capacitance of the ion gels, the ohmic response of this class of materials is affected by the 

charging of the electrical double layer. Consequently, the displacement current method was 

used to characterize the resistance of the ion gel. In this method, the voltage was swept 

from 0V to 1V and back to 0V for one cycle and each cycle was swept at a different 

sweeping rate, the recurrent I can be expressed as 

                                                                                                                                                                

(A1.1) 

 

where V is the applied voltage,       is the voltage sweep rate and R is the ohmic resistance 

between two measuring electrodes. From the Equation A1.1, the current at a certain applied 

voltage is linearly dependent upon the voltage sweeping rate and the resistance can be 

calculated from the y-intercept of current versus sweep rate. A typical current versus sweep 

rate relationship for the tetra-arm PLA is shown in Figure A1.8a and the voltage change 

with respect to time is shown in Figure A1.8b. The fastest sweep rate translates to a 
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sweeping frequency of as low as ~ 0.2 Hz, and thus the electrical double layer capacitance 

can be regarded constant at such a low frequency. Consequently, the slope of the linear 

relationship shown in Figure A1.8a is the electrical double layer capacitance of the ion gel 

and the resistivity of the ion gel can be calculated from the y-intercept as illustrated in 

Equation A1.1. The resistivity change of the tetra-arm PLA ion gel versus strain is shown 

in Figure A1.9b. Since the ion gel consists of homogeneous IL-PLA mixture with 

negligible-size chemical crosslinks, the resistivity change with strain shows a continuous 

changing trend with a 4-fold resistivity change at strain of 140%. As the ion gel was 

unloaded to original state, the resistivity was also measured that showed excellent overlap 

with the resistivity change of the ion gel upon stretching, showing a difference of as low 

as 0.03%. The low hysteresis of resistivity change between stretching and un-stretching is 

particularly beneficial to the application of the ion gel in strain sensing as the ion gel can 

actively capture the strain change without influence by strain history. 

 

 
Figure A1.8. (a) A representative plot of current at the chosen voltage versus voltage 

sweep rate with linear fit, the slope as capacitance and the y-intercept as gel resistance. 

(b) Voltage change at each sweep rate versus time. 
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A1.4 Conclusions 

In conclusion, we demonstrate a facile method of crosslinking tetra-arm hydroxy-

terminated PLA and the MDI with the presence of [EMI][TFSI] and [P14][TFSI] to form 

chemically crosslinked ion gels in an one-pot approach. The resulting ion gel at as low as 

20 wt.% polymer is mechanically robust with a strain-at-break of over 200% and a stress-

at-break of 0.5 MPa. Because of the stretchability of this kind of material, thin film ion gels 

can be conveniently laminated onto transistor devices via a cut-and-stick approach and the 

ionic conductivity of the ion gels achieved a two-fold increase than that of the PVDFHFP 

ion gels because of the lack of ion-insulating crystalline domains. The bulk ion gels have 

also demonstrated excellent electromechanical response with a high sensitivity in 

 
Figure A1.9. Change of resistance of 50 wt.% of tetra-arm PLA-[P14][TFSI] ion gel 

normalized with initial resistance versus strain during stretching and un-stretching. The 

inset photo shows an ion gel sample during the test. 
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resistance change with respect to a change in strain (e.g., five times change in resistance at 

140% strain) and a low hysteresis (less than 0.03%). 
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A2 Supporting information for Chapter 5 

Cut-off frequency terminology. There are different ways to quantify dynamic 

performance by defining different types of working frequencies. The cut-off-frequency 

defined here can be also approached by investigating the maximum output voltage versus 

frequency on a semi-log plot. The cut-off frequency (𝑓𝑐𝑢𝑡−𝑜𝑓𝑓) is then defined as the point 

where the maximum voltage output (𝑉𝑜𝑢𝑡/𝑉𝐷) drops linearly with input frequency increase 

on a log scale, Figure S1a.249 

In some literature, the term transfer frequency (𝑓𝑇  =  1/(𝑡𝑠𝑝𝑖𝑘𝑒−𝑜𝑛  +  𝑡𝑠𝑝𝑖𝑘𝑒−𝑜𝑓𝑓)) is used 

instead of cut-off-frequency and it is roughly two times of 𝑓𝑐𝑢𝑡−𝑜𝑓𝑓.110,249,250 

 
Figure A2.1. Different working frequency terminology. a) Cut-off frequency defined as 

the frequency where the linear drop starts (W=400 µm, L=20 µm, and a=5 µm). b) The 

transfer frequency defined at the point the response period is equal to summation of both 

non-ideality times (times to transfer from non-ideal to ideal response). 

 

Aspect ratio (W/L) effect on dynamic performance. Figure A2.2 shows the results of a 

scaling experiment in which both channel width (W) and length (L) were varied, keeping 

the aspect ratio constant (𝑊/𝐿 = 20). It is clear from Figure A2.2 that fcut-off is higher for 

the smaller channel width (𝑊) and smaller overall footprint and W/L does not affect fcut-off. 
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Figure A2.2. Geometrical scaling effect on fcut-off at fixed W/L. 

 

Resistor-loaded P3HT EGT Equivalent Circuit Analysis. A resistor-loaded EGT 

inverter is shown in Figure S3a. The ion gel between gate and source/channel/drain is 

modeled by 3 capacitors251. The channel can be modeled by two variable resistors. The 

output potential (𝑉𝑜𝑢𝑡) is the product of the resistance load (RL) and the output current (ID-

out), Equation A2.1.  

𝑉𝑜𝑢𝑡 = 𝐼𝐷−𝑜𝑢𝑡 × 𝑅𝐿    (A2.1) 
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Figure A2.3. A resistor loaded P3HT EGT inverter equivalent circuit. a) The ion-gel film 

dielectric between gate and source/channel/drain is modeled by three capacitors, 

Cpara,S/CGC/Cpara,D. The channel is modeled by two equal varying resistors, RC/2. The printed 

PEDOT:PSS as load, is modeled by load resistor. b) The equivalent circuit with the output 

current node is shown. 

Based on the simplified model, Figure S2b, the Kirchhoff current law is derived for the 

node at the output (𝑉𝑜𝑢𝑡), Equation A2.2. 

𝐼𝐷−𝑜𝑢𝑡 = 𝐼𝐺𝐷 + 𝐼𝑆𝐷                     (A2.2) 

ID-out is the output current and 𝐼𝐺𝐷 is the gate-to-drain current. IGD consists of capacitive 

current and ohmic current, Equation A2.3. 

𝐼𝐺𝐷 = 𝐶𝑝𝑎𝑟𝑎,𝐷
𝑑𝑉𝐺𝐷

𝑑𝑡
+

𝑉𝐺𝐷

𝑅𝐼𝑜𝑛 𝐺𝑒𝑙 
                    (A2.3) 

𝑅𝐼𝑜𝑛 𝐺𝑒𝑙 is the ion gel bulk resistance. The ohmic current is negligible based on the quasi-

static measurements (~10-9 A)94. Therefore, the capacitive current is the major component 

of gate-to-drain current in dynamic performance. For the square-wave input, the capacitive 

current happens at the sharp polarity changes, when 𝑉𝑖𝑛 and 𝑉𝑜𝑢𝑡 switch rapidly. The 

capacitive current is approximately equal to product of parasitic capacitance (Cpara,D) and 

the abruptness of the voltage step over the gate and the drain electrodes (∆VGD/𝜏), Equation 

A2.4. 
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𝐼𝐺𝐷 ≈ 𝐶𝑝𝑎𝑟𝑎,𝐷
𝛥𝑉𝐺𝐷

𝜏
                     (A2.4) 

The other term in Equation A2.2, ISD, consists of four currents, the ideal current between 

source and drain through the channel (ISD-ideal), capacitive gate-to-source current (IGS), 

capacitive gate-to-channel (semiconductor) current (IGC), and current to source (𝐼𝑆), 

Equation A2.5. 

𝐼𝑆𝐷 = 𝐼𝑆𝐷−𝑖𝑑𝑒𝑎𝑙 + 𝐼𝐺𝑆 + 𝐼𝐺𝐶 − 𝐼𝑆                   (A2.5) 

ISD-ideal is equal to current measured in quasi-static device performance, Figure 5.2a. When 

transistor is in OFF state, REGT is high, and ISD is negligible in comparison to IGD. Even, in 

ON state, although REGT is less than RL (REGT<0.1RL), the channel impedance is much larger 

than the load resistance. Thus, the dominant current in both ON-to-OFF and OFF-to-ON 

transitions is the capacitive gate-to-drain current, IGD. As a result, IGD is hypothesized to be 

the most limiting factor in the quasi-dynamic performance, Equation A2.6, which is 

consistent with Figure 5.  

𝑉𝑠𝑝𝑖𝑘𝑒 = 𝐼𝐺𝐷 × 𝑅𝐿            (A2.6) 

Referring to Equation A2.4, to calculate IGD (and thus Vspike), we need Cpara,D. Equation 

A2.7 outlines the Cpara,D calculation where the ion gel specific capacitance is 𝐶𝐼𝑜𝑛 𝐺𝑒𝑙. 

𝐶𝑃𝑎𝑟𝑎,𝐷 = 𝐶𝐼𝑜𝑛 𝐺𝑒𝑙𝐴𝐷                             (A2.7) 

By plugging Equations A2.7 and A2.S4 into Equation A2.6 we obtain Equation A2.8 for 

Vspike: 

𝑉𝑠𝑝𝑖𝑘𝑒 ≈ 𝐶𝐼𝑜𝑛 𝐺𝑒𝑙𝐴𝐷
𝛥𝑉𝐺𝐷

𝜏
𝑅𝐿 ≈ 𝑅𝐿𝐶𝑝𝑎𝑟𝑎,𝐷

𝛥𝑉𝐺𝐷

𝜏
                         (A2.8) 
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An exponential decay for the spike is assumed. Therefore, spike time, tspike is the relaxation 

time for the spike. There are two different spike (relaxation) times for ON-to-OFF and 

OFF-to-ON transitions, tspike-ON and tspike-OFF, respectively Figure S1b. In the ON-to-OFF 

transition, REGT≫RL and the only relaxation path is through RL. In the OFF-to-ON 

transition, REGT is small and relaxation time is smaller. However, Figure A2.4 suggests that 

there is not a significant difference between tspike-OFF and tspike-ON. Therefore, the tspike is 

considered equal to larger one, tspike-OFF. To have 95% of the spike vanished, 3 RLCpara,D is 

required.  

𝑡𝑠𝑝𝑖𝑘𝑒 = 3 𝑅𝐿𝐶𝑝𝑎𝑟𝑎,𝐷                     (A2.9) 

Therefore, from Equations A2.8 and A2.9 neither Vspike nor tspike is frequency dependent 

which is supported by Figure A2.3. In Figure A2.4, tspike and Vspike remain constant for a 

100µ𝑚

5µ𝑚
 aspect ratio device at 1 and 3 kHz square-wave inputs which shows the spike is 

independent of input frequency. 
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Figure A2.4. Spike times and heights. The W, L, and a are 100 µm, 5 µm, 5 µm, 

respectively. a) 1 kHz square-wave input, b) the magnified output for 1 kHz input, c) 3kHz 

input, d) magnified output for 3 kHz input. The spike times show no significant change by 

applying 3 times faster input. 

Based on fcut-off definition, at fcut-off, tspike=tideal and 1/ fcut-off =4tspike, and thus, 

𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ≈
1

4𝑡𝑠𝑝𝑖𝑘𝑒
                   (A2.10) 

Inserting Equation A2.9 in Equation A2.10, fcut-off is derived as function of Cpara,D, Equation 

A2.11. It is noteworthy that there is no L dependence in fcut-off. 

𝑓𝑐𝑢𝑡−𝑜𝑓𝑓 ≈
1

12𝑅𝐿𝐶𝑝𝑎𝑟𝑎,𝐷
                    (A2.11) 
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Vspike, tspike and fcut-off Calculation. In the calculation of spike time and height it should be 

noted that a previous study shows that ion gel specific capacitance is dependent on the 

working frequency.113 For the spike change, the time constant (𝜏) is very small which 

results in a smaller ion gel capacitance value, in order of 10 µF/cm2. However, during the 

relaxation, the ion gel has enough time to form the double layer and electrochemically dope 

the P3HT, so the specific capacitance rises to around 100 µF/cm2. With this in mind, the 

specific ion gel capacitance for the Vspike calculation is closer to 10 µF/cm2
, whereas, for the 

relaxation time calculation, the specific capacitance is closer to 100 µF/cm2. Therefore, the 

calculated Vspike is closer to 1.25 V and the calculated fcut-off is closer to 6.67 kHz. 

Best optimized device. The best optimized device response is displayed in Figure A2.5. 

 

Figure A2.5. Optimized EGT with W=50 µm, L=2.5 µm, and a=2.5 µm. Cut-off frequency 

of 11 kHz. 
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A3. Supporting information for Chapter 6 

Substrate Preparation. The 100 µm thick polyethylene terephthalate (PET) sheets were 

purchased from Tekra (New Berlin, WI, USA). The PET sheet was treated with O2 plasma 

and hexamethyldisilazane (HMDS) for 15 min and 5 min, respectively. The AZ9260 

photoresist and the AZ400 developer were purchased from Clariant Corporation 

(Somerville, NJ, USA). The photoresist was spin-coated on PET at 5000 rpm for 1 min and 

dried on a hotplate for 15 min at 120 °C. A Karl Suss contact mask aligner was employed 

to expose the photoresist through a photomask 4 times for 15 s with 10 s pauses between 

exposures. The AZ400 developer was diluted with 4 equivalent volumes of deionized 

water. The exposed substrate was soaked in the developer with gentle agitation for 3.5 min. 

The substrate was washed with water for 1 min and further HMDS treated for 15 min.   

Fabrication of Top-Coated Electrodes. The reactive Ag ink was synthesized in-house 

using a previously reported procedure and  inkjet-printed on the source, drain, and gate 

reservoirs.17 The inkjet printing was performed using a custom-built drop-on-demand 

inkjet printer with an 80 µm diameter nozzle (MJ-AT-01, MicroFab (Plano, TX, USA)) in 

air at room temperature. A unipolar waveform was employed consisting of rise, dwell, and 

fall times of 5, 30, 5 µs, respectively, at a drive voltage and a frequency of 120 V and 1 

kHz. After annealing at 85 °C for 15 min in the dark, the sample was immersed in a Cu 

electroless plating bath for 2 min, taken out, rinsed with deionized water, and dried using 

an air gun. The bath contained 2.7 g of CuSO4 ⋅5H2O (J.T. Baker (Phillipsburg, NJ, USA)), 

10.2 g of ethylenediaminetetraacetic acid disodium salt (Fisher Scientific (Hampton, NH, 

USA)), 4.8 g of NaOH (Mallinckrodt (St. Louis, MO, USA)), 100 mL of deionized water, 

and 2 mL of formaldehyde (37% solution, VWR (Radnor, PA, USA)). The bath was heated 
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on a hot plate at 65 °C during Cu plating. The susbsterate was gently washed with deionized 

water and dried with N2 gas in ambient condition. The prepared electrodes were covered 

with the AZ9260 photoresist with same conditions used for the substrate fabrication. 

Device Fabrication. P3HT was purchased from Sigma-Aldrich (St. Louis, MO, USA),  

and a 1 mg mL-1 solution of P3HT in chloroform was made with stirring overnight on a hot 

plate at 55 °C. To produce stable aerosols, terpineol was added to the P3HT solution prior 

to printing (10% by volume). In order to make the ion gel, a solution with the mass ratio 

of 1:9:90 for (SEAS): ([EMI][TFSI]):ethyl acetate was made. The SEAS polymer was 

synthesized in-house using a previously reported procedure.3 [EMI][TFSI] ionic liquid was 

purchased from EMD Chemicals (Gibbstown, NJ, USA) and stored in an inert atmosphere. 

For the PEDOT:PSS ink, PH1000 was purchased from Heraeus (Hanau, Germany),  and 6 

vol% ethylene glycol was added to the ink to enhance the conductivity. The organic 

semiconductor (P3HT), gate dielectric (ion gel), and gate contact (PEDOT:PSS) were 

sequentially printed with an aerosol jet printer (AJ 100, Optomec Inc. (Albuquerque, 

NM ,USA)). A 150 μm diameter nozzle was used to print. The sheath:feed gas flow rates 

(measured in standard cubic centimeter per min) for a 100 nm thick P3HT,  4 µm thick ion 

gel, and 0.5 µm thick PEDOT:PSS were 32:12, 28:8, and 45:25, respectively. A 1 cm long 

line of diluted 1:1 PEDOT:PSS : deionized water,  without ethylene glycol, was also 

printed to form the 130 kΩ resistor. 

Characterization. To avoid humidity effects on the devices, all the measurements were 

performed in a glovebox with a N2 atmosphere. For the quasi-static electrical 

characterization of EGTs and inverters, two sourcemeters (Keithley 237 and 2612B) were 

connected to the source/drain/gate electrodes, and an electrometer (Keithley 6517A) to the 
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output electrode. An Agilent 33220 waveform generator was used to generate the input 

signal for inverters in the quasi-dynamic measurements and the responses were acquired 

with a Tektronix TDS1002B digital oscilloscope. The printed electrode lines were 

characterized with an optical microscope (KH-7700, HIROX), and SEM (JSL-6500, 

JEOL). FIB cutting was accomplished with a FEI Helios NanoLab G4 dual-

beaminstrument.  

Gating Mechanism. The electrochemical doping of polymeric materials with ions in the 

ionic liquid of ion gel. 

  

Figure A3. 1. Electrochemical gating mechanism of an EGT with a permeable polymeric 

semiconductor. The P3HT is doped under negative gate voltage and the channel is ON. 
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Capacitance Comparison. Figure A3.2(a) is the capacitance-frequency (C-f) 

measurement for a P3HT EGT without low-ĸ insulator coatings on the source and drain 

electrodes, acquired at different gate voltages. For the C-f measurements the source and 

drain of the EGT were shorted together and the impedance between the gate and the paired 

source and drain was measured with an AC amplitude of 100 mV around a DC offset (1, 0 

or -1 V, as shown). Minimum capacitance detectable with the measurement setup is 1 nF. 

Figure A3.2(b) shows the gate voltage dependence of the quasi-static capacitance measured 

via the displacement current method. 

 

Figure A3.2. Capacitance dependencies on gate voltage and frequency. (a) The 

capacitance values of a P3HT EGT without low-ĸ  electrode coatings were obtained at 

gate voltages of 1 V (blue curve), 0 V (red curve), and -1 V (black curve). (b) The 

voltage dependence of the quasi-static capacitance of P3HT EGTs with low-ĸ (black 

curve) and without low-ĸ (red curve) coatings were measured by displacement current. 
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Fabrication Scheme. The whole device fabrication is on PET and compatible with roll-

to-roll process. 

Figure A3.3.   Fabrication process on plastic (PET) substrate. (a) AZ9260 photoresist spin 

coating on the transparent substrate and subsequent photo patterning, (b) photoresist 

development to produce capillary channels and reservoirs, (c) reactive Ag ink delivery to 

the reservoirs by drop-on-demand inkjet printer, (d) electroless Cu-plating of printed Ag 

and photoresist removal leaving raised metal electrodes (W×a = 500 µm×15 µm), (e) 

photoresist coating on raised metal electrodes and backside UV-illumination in order to 

expose all the photoresist except on the electrodes, and (f) photoresist left only on the 

electrodes in order to cover the top-side of the electrodes. (g), (h), and (i) Aerosol-jet nozzle 

delivers P3HT, ion gel, and PEDOT:PSS aerosols to the channel area on the PET substrate. 
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Fabrication Steps Microscopy. Different steps are characterized to ensure high quality of 

final electrodes. The fabrication process also enables printing of more complex features for 

other applications. The 5 µm resolution features are shown in the Figure A3.4 (d). 

 

Figure A3.4. Microscopy and characterization of the covered, raised electrodes on PET 

substrate. (a) Optical microscopy of photoresist channel. (b) SEM cross section image of 

Ag coated photoresist capillary channel cut by FIB. (c) SEM cross section image of 

raised metal electrodes on PET cut by FIB. (d) Standalone printed raised conductive 

metal pattern with higher level of complexity.  
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SEM and Backscattered Electron Microscopy Image. Figure A3.5(a) is the SEM image 

of a top-coated electrode after a FIB cut. The backscattered electron microscopy image has 

higher contrast based on material atomic numbers. Figure A3.5(b) further demonstrates the 

composition of the printed layers and the interface between layers on the same cross-

section as Figure A3.5(a).  

 
Figure A3.5. (a) SEM and (b) backscattered electron microscopy image of the focused 

ion beam cut electrode with insulator coating. The brightest to darkest contrasts are Pt, 

Cu, substrate, and photoresist. Before the FIB cut, a µm-thick layer of Pt was deposited at 

the cut position. The Pt layer protects the organic layers underneath, such as the 

photoresist, from ion beam damage. Pt also helps with thermal heat dissipation from the 

cut position to prevent the photoresist from melting and consequently losing the contrast 

at the cut interfaces. The Ag film is too thin to be seen in this image. 
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Profilometry of the covered electrodes. Figure A3.6 shows the surface profilometry of 

the covered electrode. The width of the electrode is measured as 7.8 µm at mean height 

and 8.5 µm at the bottom. The total height of the covered electrode is 5.4 µm consistent 

with the expected height of 6 µm from the spin coating conditions. 

 

Figure A3.6. Profilometry of the final hybrid walls. 
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Displacement Current Measurement. Figure A3.7 shows the displacement current 

measurement for the device at different gate voltage sweep rates. 

 
Figure A3.7. (a) Gate current IG–VG characteristics obtained at different gate sweep rates 

(dVG / dt) for 100 nm-thick P3HT EGT (VD = 0 V). (b) A plot of IG versus dVG / dt at VG= 

-1 V. The Ciongel value of ion gel gate insulator was obtained from the slope of the plot 

divided by the total device area.  

 

Log ION/IOFF Calculation. The IOFF current is calculated based on Eq. S1 as the average 

minimum log value of drain currents in forward, ID-forward and backward, ID-backward sweeps. 

log 𝐼𝑂𝐹𝐹 ≈
log (min 𝐼𝐷−𝑓𝑜𝑟𝑤𝑎𝑟𝑑)+log (min 𝐼𝐷−𝑏𝑎𝑐𝑘𝑤𝑎𝑟𝑑)

2
                                   (A3.1) 

  

F 
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A4 Supporting information for Chapter 7 

 

 

 

Figure A4. 1. Synthetic Route to SEAS-N3 Triblock Copolymer 
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Figure A4.2. 1 H NMR spectra (500 MHz, in CDCl3) of (a) poly[(styrene-r-vinylbenzyl 

azide) -CTA-poly[(styrene-r-vinylbenzyl azide), (b) SEAS-Cl, and (c) SEAS-N3   

(a) (b) 

(c) 
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Device Fabrication: 

Semiconductor Layer. A 4 in. 500 µm-thick (±25 µm) p++ silicon wafer with 300 nm 

thermally grown SiO2 was placed in a Savannah Series ALD system, Figure S3a. The ZnO 

was deposited with diethylzinc (DEZ) and water vapor as precursors at 235 ºC which 

showed minimum residual stress in the deposited ZnO film on SiO2, Figure S3b. The 

deposition rate was ~1.32 Å per cycles measured by ellipsometry and fitted to the Cauchy 

model. The 50 nm-thick ZnO was achieved by 336 deposition cycles. The ZnO film was 

then annealed in a rapid thermal annealing chamber system, RTP-600S, Modular Process 

Technology.  The film was annealed in N2 and O2 atmosphere at 300º C and 400º C, 

respectively for 30 min. The Shipley (+) tone photoresist, S1813 was spin-coated at 3000 

rpm for 1 min on the wafer and baked at 105 for 1 min. A Karl Suss MA6 mask aligner 

was used to pattern the photoresist in hard contact mode, gap of 30 µm, and exposure time 

of 4 s. The pattern was developed in 351 developer solution (1:4 v/v water) for 15 s, Figure 

S3c. The wafer was rinsed for 1 min and dried with N2. The wafer was immersed in a 3% 

(v/v) solution of HCl for 5 s and was rinsed for 1 min, Figure S3d. The photoresist was 

washed off with acetone, Figure S7e. It is noteworthy all the glassware should be washed 

with basic solution and water in advance as any acid contaminant dissolves the ZnO layer. 

Electrodes, Passivation, and Support Layer. All the layers were patterned using the same 

photolithography procedure used for ZnO. The hard-baking steps were removed to ensure 

a clean lift-off process. The contact pads were patterned first, Figure S3f, followed by O2 

plasma cleaning in an STS etcher for 2 min. A 5-nm-thick Cr layer was deposited by ebeam 

evaporation first as an adhesive layer, followed by 25-nm-thick Au as the conductive pads 

and interconnects, Figure S3g. An overnight soaking followed by acetone and isopropanol 
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wash were performed in a lift-off process, Figure S3h. The electrodes were patterned, 

Figure SI3i, and 10-nm-thick Ti/60-nm-thick Au/10-nm-thick Ti were deposited by ebeam 

evaporation followed by 100 nm SiO2 deposition, Figure S3j. An overnight lift-off process 

was performed, S3k. Another photolithography step was done for SiO2 supports followed 

by 250 nm SiO2 deposition and lift-off (not shown in Figure S3).  

Silicon Stencil-Based Ion Gel Screen-Printing: The Si stencil was attached to a Kapton 

film with an opening corresponding to the stencil printing area. The Kapton film was 

attached to an acrylic plate with an opening inside it. The acrylic palate had the same 

dimension of the 5 in. photomask and was laser cut in a machine shop. The acrylic stencil 

holder was attached in the Karl Suss MA6 aligner and aligned on the substrate with the 

finished surface face down toward the wafer, Figure S3l. The hard contact mode was 

selected. Then 1 ml of ion gel ink was delivered on the stencil. After solvent evaporation, 

the remaining gel was squeezed with a razor blade on the stencil at a 45º degree angle, 

Figure S3m. The whole gel was squeezed back and forth 3 times. Then, 1 ml of -20 ºC ion 

gel ink was added and before evaporation of the solvent, it was squeezed till all the solvent 

is evaporated. Then the UV lamp was fixed on the stencil. The 254-nm UV light was 

exposed to the substrate for 3 min, Figure S3n. The UV lamp and stencil were removed, 

and features were checked by optical microscope, Figure S3o. If uncured ion gel was 

evident, it was removed by 5 s wash with saturated chloroform ionic liquid solution. 

Top-gate Au Electrode deposition: Another Si stencil adhered to Kapton with an opening 

(as above) was attached to the acrylic plate and was aligned on top of the substrate, Figure 

S3p, in a mask aligner. Before hard contact, the substrate holder was slipped out and 

double-sided tape was attached to the substrate. The substrate holder was reinserted into 
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the aligner in very close proximity (~ 200 m) to the stencil.  Then the substrate was 

precisely aligned and brought into hard contact with the stencil. Substrate and stencil were 

thus adhered in precise registry by means of the tape. The acrylic plate was removed from 

the aligned stencil and substrate pair by cutting the Kapton around the circumference of 

the stencil. The stencil and substrate sandwich was then loaded into an e-beam evaporator 

for deposition of 25 nm-thick Au on the ion gel through the stencil openings, Figure S3q. 

This formed the gate electrodes. To access the devices, the stencil was broken, Figure S3r.    
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Figure A4.3. Full EGT fabrication sequence. a) Silicon substrate. b) A ZnO 50 nm-thick 

layer is deposited at 235 ºC by ALD, followed by annealing at 300ºC and 400ºC in N2 and 

O2 atmosphere respectively. c) The first layer is photolithography patterned followed by d) 

chemical wet etching  with HCl. e) The photoresist is removed in acetone batch followed 

by f) photolithography for contact pads deposited by g) e-beam thermal evaporation of  5 

nm-thick Cr (adhesive layer) and 25 nm-thick Au (conductive interconnects). (h) Overnight 
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acetone lift-off followed by i) source/drain electrode definition by photolithography. j) The 

same evaporation as the previous one with additional SiO2/Ti applied to passivate the 

electrodes followed by k) lift-off. l), m), n) photolithography, e-beam evaporation, and lift-

off of the 250 nm-thick SiO2 layer. o) Stencil is aligned by aligner and p) ion gel is screen-

printed and q) photo-crosslinked by 254 nm UV exposure for 3 min. r) The ion gel stencil 

is removed. s) Gate stencil is aligned and t) the 25 nm-thick Au is deposited on top followed 

by u) removal of gate stencil. 

 

 

Figure A4.4. Optical images of a ZnO EGT at different fabrication steps. a) Silicon 

substrate with a 50 nm-thick ALD grown ZnO layer, thermally annealed at 300 ºC and 

400 ºC and patterned by photolithography and HCl wet etching. b) photolithography 

patterned and thermally deposited Au contact pads (5 nm-thick Cr as adhesive layer and a 

layer of 25 nm-thick Au as conductive interconnects). c) and d) source/drain electrodes 

are deposited with additional SiO2/Ti (250 nm/5 nm) applied to passivate the electrodes 

and support the ion gel. e) screen-printed and UV cured ion gel on the ZnO channel. f) 

final device after Au gate electrode deposition. 
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Figure A4.5. EGT characterization. a) Transfer and b) transconductance curves for a W/L 

= 200 µm/10 µm ZnO EGT at VD = 0.1 V and sweep rate of 500 mv/s. c) The 

transconductance in the saturated regime at VD = 1.5 V. d) Stability data for ZnO EGTs 

after 5000 ID-VG cycles (~22 hrs). The ON/OFF current ratio is constant but there is a small 

threshold voltage shift. 
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Figure A4. 6. ZnO EGT scaling characterization. a) The channel-width-normalized 

transconductance vs. VD for a device with W/L = 200 µm/10 and b) Width normalized 

transconductance vs. L-1 with the 500 mV/s sweep rate at VD = 1.5 V. c) The stage delay 

time for an EGT inverter with internal feedback vs. the device channel width. The W/L 

aspect ratio is constant overall devices and is 20. 
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Figure A4. 7. a) and b) Gate displacement current vs. sweep rate. The slope gives EGT 

gate capacitance at VG= 1.5 V and 1.0 V for W/L = 100 µm/100 µm c) The capacitance and 

mobility dependence vs. VG are shown. The capacitance is measured as described in Figure 

S6 from displacement current measurement. The mobility is measured from Figure S7b at 

VD = 0.1 V in the linear regime using Equation 1. 


